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Preface 



This manual describes the theory of operation of the input/output processor (IOP) 
and provides maintenance information for the IOP. Readers of the manual should 
have a basic understanding of IBM system concepts. The manual supplements the 
System/370 Model 125 CE course and serves also as a recall aid; it is not intended 
for self-education. 

The manual is divided into seven chapters. 

Chapter 1 contains general information, and an overall data flow of the IBM 
System/370 Model 125. 

Chapter 2 contains operational principles, and IOP-MSC communication. 

Chapter 3 contains operational details, and IOP-SVP communication. 

Chapter 4 contains a description of the functional units. 

Chapter 5 contains error conditions and their handling. 

Chapter 6 contains maintenance information. 

Chapter 7 contains reference information. 

An appendix contains particular IOP '8' microprogram information. 

Common abbreviations for the system and an explanation of the symbols used are 
given in IBM 3125 Processing Unit, General System Information, Maintenance 
Library Manual, Order No. SY33-1059. 

IBM is grateful to the American National Standards Institute (ANSI) for 
permission to reprint its definitions from the American National Standard 
Vocabulary for Information Processing (Copyright© 1970 by American National 
Standards Institute, Incorporated), which was prepared by Subcommittee X3.5 
on Terminology and Glossary of American National Standard Committee X3. 



Prerequisite Reading 

Maintenance Library Manuals 

IBM 3125 Processing Unit, Microinstructions, Order No. SY33-1058. 
IBM 3125 Processing Unit, General System Information, Order No. SY33-1059. 
IBM 3125 Processing Unit, Main Storage Controller, Order No. SY33-1061. 
IBM 3125 Processing Unit, Instruction Processing Unit, Order No. SY33-1062. 



IBM 3125 Processing Unit, Service Processor Subsystem, Order No. SY33-1065. 
Section 1: Service Processor (SVP). 
Section 2: Console Disk File. 
Section 3: Display Unit and Keyboard. 



Associated Publications 

System Library Manuals 

IBM System/360 Principles of Operation, Order No. GA22-6821. 
IBM System/370 Principles of Operation, Order No. GA22-7000. 

Maintenance Library Manuals 

IBM 3125 Processing Unit, Power Supplies, Order No. SY33-1060. 

IBM 3125 Processing Unit, Magnetic Tape Adapter, Order No. SY33-1064. 

IBM 3125 Processing Unit, Main Storage, Order No. SY33-1066. 

IBM 3125 Processing Unit, Multiplexer Channel, Order No. SY33-10B7. 

IBM 3125 Processing Unit, 2560 Attachment, Front End, Order No. SY33-1068. 

IBM 3125 Processing Unit, 3525 Attachment, Front End, Order No. SY33-1070. 

IBM 3125 Processing Unit, 3504 Attachment, Front End, Order No. SY33-1 071 . 

IBM 3125 Processing Unit, 1 403 Attachment, Front End, Order No. SY33-1072. 

IBM 3125 Processing Unit, 3330 Direct Disk Attachment, Order No. SY33-1073. 

IBM 3125 Processing Unit, Integrated Console Printer Attachment, Order 

NO.SY33-1074. 
IBM 3125 Processing Unit, Integrated Communications Adapter, Part 

B/M 1876075. 
IBM 3125 Processing Unit, Installation Instructions, Part 4014001. 
IBM 3125 Central Test Manual, contains pages appropriate to the individual 31 25 

Processing Unit. 
IBM 3125 Processing Unit, Parts Catalog, Order No. S135-1000. 



3125 MLM. Input/Output Processor 



Preface 1 1 1 



3125 MLM. Input/Output Processor 



Contents 



V 



Contents 



Chapter 1. Introduction 1-010 

Data and Control Flow 1-010 

General Information 1-020 

System Internal Buses 1-020 

Channel Concept 1-022 

Principle of Operation 1-025 

Initiation of an I/O Instruction Data Transfer 1-025 

Interrupt Request 1-026 

Physical Locations (seen from card side) 1-030 

IOP Board Locations 1-030 

I OP Card Locations 1-030 

Signal Interface Chart 1-040 

Chapter 2. Principle of Operations 2-010 

General Data Flow 2-010 

Instructions and Formats 2-015 

I/O Instructions . . . 2-015 

Control Word Formats 2-015 

Principle of IOP Operation 2-020 

Initiation of an SIO . 2-020 

Data Transfer for lOPs '8', '9', 'B' 2-022 

Data Transfer IOP 'A' 2-024 

Interrupt Request 2-026 

Principle of SIO 2-028 

IOP Write Operations 2-030 

Data Transfer lOPs *'8\ '9', 'B' Write Operation 2-030 

Data Transfer IOP '8' Write Operation (to those I/O devices that 

have a data buffer in IOP control storage) . 2-035 

IOP Read Operation 2-040 

Data Transfer lOPs *'8\ '9', 'B' Read Operation 2-040 

Data Transfer IOP '8' Read Operation (from those I/O devices 

that have a data buffer in IOP control storage) 2-045 

IOP Write Operation 2-050 

Data Transfer IOP 'A' Write Operation 2-050 

IOP Read Operation 2-055 

Data Transfer IOP 'A' Read Operation 2-055 

Interaction Between IOP and MSC 2-060 

Timing 2-060 

External Register Assignment and Layout — MSC Data 

and Control Cards 2-070 

IOP and MSC Operations 2-100 

Local Storage Operations 2-100 

Main Storage Operations 2-110 

Chain Control Lines 2-120 

Octopus Control Lines 2-130 

Supplementary Information 2-150 

MSC — LS Common Register Layout 2-150 

MSC — LS Common Register Contents 2-150 

I/O Condition Codes 2-155 

Interrupts 2-155 



IOP Microprogram 2-180 

Task and Operation of I OPs 2-180 

IPU/IOP Communication .2-185 

Indirect Data Addressing • ..." 2-195 

Chaining 2-195 

'IOP Busy' Line 2-195 

Chapter 3. Operational Details 3-010 

Microinstructions 3-010 

Visual Index of Groups 3-010 

Groups 1 and 2 . . 3-015 

Groups 3 and 4 3-020 

Decoding of Microinstructions . 3-030 

'Suffix U' Microinstructions 3-040 

Access Cycle for all instructions 3-050 

Access and Process Cycle 3-055 

BNZ, BCY, BCN, BZ, BNC, BZN Process Cycle 3.110 

BNZR, BCYR, BCNR, BZR, BNCR, BZNR Process Cycle 3-115 

BNZR, BCYR, BCNR, BZR, BNCR, BZNR Process Cycle ..... 3-120 

TB Process Cycle 3-125 

Store(SDEC,SINC), Load (LDEC, LINO 3-210 

Store Load Process Cycles 3-215 

Store (single byte, with both registers in DLS) 3-220 

Store (single byte with external data register and displacement in DLS) 3-225 
Store (single byte with data register in DLS and displacement in 

external register) 3-230 

Load (single byte with both registers in DLS) 3-235 

Load (single byte with data register external and displacement in DLS) 3-240 
Load (single byte with data register in DLS and displacement in 

external register) 3-245 

Load, Store (multiple byte) Operations 3-250 

SAB I and SAD I Process Cycle 3.310 

SABR and SADR Process Cycle (DLS register to ALS) 3-315 

SABR and SAD R Process Cycle (external register to A LS) .... 3-320 

SZI Process Cycle 3-325 

SZR Process Cycle (DLS register to ZLS) 3-330 

SZR Process Cycle (external register to ZLS) 3-335 

SLKI Process Cycle 3-340 

SLKR Process Cycle (DLS register to X-register) 3-345 

SLKR Process Cycle (external register to X-register) 3-350 

LLKR Process Cycle (X-register to DLS) 3-355 

LLKR Process Cycle (X-register to external register) 3-360 

LB I to DLS Register Process Cycle 3-365 

LBI to External Register Process Cycle 3-370 

MV, MVX Process Cycle (both registers in DLS) . ....... 3-375 

MV, MVX Process Cycle (external register to DLS register), (DLS 

register to external register), (external register to external register) . 3-380 
ADDI, ANDI, EORI, ORI, TADDI, TANDI, TEORI, TORI Process 

Cycles 3.410 



ADDI, ANDI, EORI, ORI, TADDI, TANDI, TEORI, TORI Process 

Cycles 3-415 

ADD, AND, EOR, OR, TADD, TAND, TEOR, TOR, Process 

Cycles (both registers in DLS) 3-420 

ADD, AND, EOR, OR, TADD, TAND, TEOR, TOR, Process 

Cycles ('To' register in DLS, 'From' register external) 3-425 

ADD, AND, EOR, OR, TADD, TAND, TEOR, TOR, Process 

Cycles ('To' register is external, 'From' register in DLS) 3-430 

Microprogram Control 3-500 

Cycle Timing and Arrangement 3-500 

Cycle Timing 3-500 

Execution of IOP Microprograms 3-510 

Time Slicing Mechanism . 3-520 

Versions of Time Slicing 3-530 

Trapping 3-550 

IOP, SVP Communication 3-910 

SENS, CTRL Operations 3-920 

SVP SENS Operation . 3-920 

SVP CTRL Operation 3-920 

SVP SENS Table 3-930 

SVP CTRL Table 3-940 

Chapter 4. Functional Units 4-010 

IOP Data Flow (System Linkage) 4-010 

Data Flow 4-020 

Link to System 4-050 

General 4-050 

I MPL (Initial Microprogram Load) 4-050 

Link to SVP ... '. 4-050 

SVP Link Card 4-055 

Link to IPU/MSC 4-060 

MSC Common Card 4-062 

Generation of 'Parity of MSC Ctrl Lines' 4-064 

MSC Data and Control 4-068 

Link to Front Ends (common external card) 4-070 

External Registers 4-080 

Typical External Register Addressing and Arrangement for 

Model 1 25 4-080 

ALS/CSAR 4-090 

ALS (Address Local Storage) 4-090 

CSAR (Control Storage Address Register) 4-090 

Data and Control Flow, and Timing . 4-092 

External Register Arrangement and Addressing Scheme 4-096 

Control Storage 4-100 

Treatment of Invalid Addresses 4-100 

Op-Register 4-110 

Op-Register Contents 4-110 

Invert Switch 4-110 

CRY Switch 4-110 

Op-Decode and Run Control 4-120 



Basic Timing 4-125 

IOP Start 4-125 

IOP Basic Timing 4-125 

Miscellaneous IOP Signals 4-125 

DLS/ZLS 4-130 

Data Local Storage (DLS) 4-130 

Zone Local Storage (ZLS) 4-130 

Data and Control Flow, and Timing 4-135 

Arithmetic and Logic Unit (ALU) 4-140 

ALU Operation — Examples 4-140 

Specific ALU Signals 4-140 

Data and Control Flow, and Timing 4-145 

Chapter 5. Error Conditions 5-000 

Reference to Central Test Manual (CTM) 5-000 

Unusual or Exceptional Conditions . 5-010 

Error Handling 5-020 

IOP 5-020 

SVP 5-020 

IPU 5-020 

IOP Error Circuits 5-050 

MSC Data and Control 5-050 

Common External 5-050 

Op-Register 5-050 

Op-Decode and Run Control 5-055 

ALU 5-055 

ALS/CSAR 5-055 

DLS/ZLS 5-055 

LCL Layout and Sequence Codes 5-080 

LCL (or ECSW) Layout 5-080 

Sequence Code 5-080 

Chapter 6. Maintenance Information 6-000 

Reference to Central Test Manual (CTM) 6-000 

Maintenance Concept 6-010 

Diagnostic Techniques 6-010 

Manual Operations 6-010 

Scope Sense 6-010 

Matrix . . . 6-010 

Chapter 7. Reference Information 7-010 

Abbreviations and Glossary 7-010 

Appendix A. Information Particular to IOP '8' A-500 

Common IOP Channel Program Link to IPU, MSC, SVP, and 

Attachment Programs A-500 

UCW (Unit Control Word) A-505 

Common IOP Channel Program A-510 

Internal Register Assignments - Common Channel Program (DLS) . . A-590 

Index X-001 



Contents (continued) V 




Functional 
Units 




: IOR '8' .;; ; 
Information i; 




3125 MLM. Input/Output Processor 



Safety V I 



Safety 



Personal Safety 



Personal safety cannot be over-emphasized; it is a vital part of customer 
engineering. To ensure your safety and that of co-workers, always observe 
the safety precautions given during your safety training and adhere to the 
following: 

General Safety Practices 

Observe the general safety practices and the procedure for performing 
artificial respiration that are outlined in CE Safety Practices card, order no. 
S229-1264 (shown here). 

Grou nding 

Ground current may reach dangerous levels. Never operate the system with 
the grounding conductor removed. 



Line-Powered Equipment 

Ground all line-powered test equipment through the third-wire grounding 
conductor in the power cord of the machine being tested. 



Machine Warning Labels 

Heed the warning labels placed in hazardous areas of the machines. 



CE SAFETY PRACTICES 

All Customer Engineers are expected to take every safety pre- 
caution possible and observe the following safety practices 
while maintaining IBM equipment: 

1. You should not work alone under hazardous conditions or 
around equipment with dangerous voltage. Always advise 
your manager if you MUST work alone. 

2. Remove all power AC and DC when removing or assem- 
bling major components, working in immediate area of 
power supplies, performing mechanical inspection of power 
supplies and installing changes in machine circuitry. 

3. Wall box power switch when turned off should be locked 
or tagged in off position. "Do not Operate" tags, form 
229-1266, affixed when applicable. Pull power supply cord 
whenever possible. 

4. When it is absolutely necessary to work on equipment hav- 
ing exposed operating mechanical parts or exposed live 
electrical circuitry anywhere in the machine, the following 
precautions must be followed: 

a. Another person familiar with power off controls must 
be in immediate vicinity. 

b. Rings, wrist watches, chains, bracelets, metal cuff links, 
shall not be worn. 

c. Only insulated pliers and screwdrivers shall be used. 

d. Keep one hand in pocket. 

e. When using test instruments be certain controls are set 
correctly and proper capacity, insulated probes are used. 

f. Avoid contacting ground potential (metal floor strips, 
machine frames, etc. — use suitable rubber mats pur- 
chased locally if necessary). 

5. Safety Glasses must be worn when: 

a. Using a hammer to drive pins, riveting, staking, etc. 

b. Power hand drilling, reaming, grinding, etc. 

c. Using spring hooks, attaching springs. 

d. Soldering, wire cutting, removing steel bands. 

e. Parts cleaning, using solvents, sprays, cleaners, chemicals, 
etc. 

f. All other conditions that may be hazardous to your 
eyes. REMEMBER, THEY ARE YOUR EYES. 

6. Special safety instructions such as handling Cathode Ray 
Tubes and extreme high voltages, must be followed as 
outlined in CEM's and Safety Section of the Maintenance 
Manuals. 

7. Do not use solvents, chemicals, greases or oils that have 
not been approved by IBM. 

8. Avoid using tools or test equipment that have not been 
approved by IBM. 

9. Replace worn or broken tools and test equipment. 

10. The maximum load to be lifted is that which in the opinion 
of you and management does not jeopardize your own health 
or well-being or that of other employees. 

All safety devices such as guards, shields, signs, ground 
wires, etc. shall be restored after maintenance. 



11 



KNOWING SAFETY RULES IS NOT ENOUGH 

AN UNSAFE ACT WILL INEVITABLY LEAD TO AN ACCIDENT 

USE GOOD JUDGMENT -ELIMINATE UNSAFE ACTS 

11/71 S229-1264-2 



12. Each Customer Engineer is responsible to be certain that 
no action on his part renders product unsafe or exposes 
hazards to customer personnel. 

13. Place removed machine covers in a safe out-of-the-way 
place where no one can trip over them. 

14. All machine covers must be in place before machine is re- 
turned to customer. 

15. Always place CE tool kit away from walk areas where no 
one can trip over it (i.e., under desk or table). 

16. Avoid touching mechanical moving parts (i.e., when lubri- 
cating, checking for play, etc.). 

17. When using stroboscope — do not touch ANYTHING — it 
may be moving. 

18. Avoid wearing loose clothing that may be caught in machin- 
ery. Shirt sleeves must be left buttoned or rolled above the 
elbow. 

19. Ties must be tucked in shirt or have a tie clasp (preferably 
nonconductive) approximately 3 inches from end. Tie chains 
are not recommended. 

20. Before starting equipment, make certain fellow CE's and 
customer personnel are not in a hazardous position. 

21. Maintain good housekeeping in area of machines while per- 
forming and after completing maintenance. 



Artificial Respiration 

GENERAL CONSIDERATIONS 

1. Start Immediately, Seconds Count 
Do not move victim unless abso- 
lutely necessary to remove from 
danger.- Do not wait or look for 
help or stop to loosen clothing, 
warm the victim or apply stimu- 
lants. 

2. Check Mouth for Obstructions 
Remove foreign objects — Pull 
tongue forward. 

3. Loosen Clothing — Keep Warm 
Take care of these items after vic- 
tim is breathing by himself or 
when help is available. 

4. Remain in Position 

After victim revives, be ready to 
resume respiration if necessary. 

5. Call a Doctor 

Have someone summon medical 
aid. 

6. Don't Give Up 

Continue without interruption until 
victim is breathing without help or 
is certainly dead. 

Reprint Courtesy Mine Safety Appliances 
Co. 



Rescue Breathing for Adults 
Victim on His Back Immediately 

1. Clear throat of water, food, or 
foreign matter. 

2. Tilt head back to open air passage. 

3. Lift jaw up to keep tongue out of 
air passage. 

4. Pinch nostrils to prevent air leak- 
age when you blow. 

5. Blow until you see chest rise. 

6. Remove your lips and allow lungs 
to empty. 

7. Listen for snoring and gurglings, 
signs of throat obstruction. 

8. Repeat mouth to mouth breathings 
10-20 times a minute. 

Continue rescue breathing until he 
breathes for himself. 
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The input/output processor (IOP) is that part of the IBM 
System/370 Model 125 that controls one or more I/O 
devices. 

After an IOP is selected and successfully started by the 
instruction processing unit (IPU), the IOP executes the 
different I/O instructions under control of its own micro- 
program and the IOP releases the IPU for further 
processing. 

After the execution of an I/O instruction is completed, 
the IOP requests an interrupt. 

The number of lOPs in a system varies according to the 
system configuration. 
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The interconnections between the subprocessors and 
adapters of the IBM System/370 Model 125 are made by 
an internal bus system. 
This internal bus system consists of the following: 

Jo 18-bit wide MSC data bus (2 bytes) + 1? 

o 1 8-bit wide SVP address and data bus 0. This SVP 
address anc 1 data bus in turn consists of 

— 9 bit wide 'address' portion 

— 8 bit wide 'data' portion 

— 1 line named 'control strobe'. 

• 16-bit wide bus, containing chain control lines (CCL) 

© 12-bit wide bus, containing octopus control lines (OCL). 
This is the number of lines used by one IOP, and there 
are also lines existing, that are common for two lOPs. 

o SVP address and data bus 1 interconnect SVP and SVP 
console units. 

All buses except the OCLs are connected from one sub- 
processor or adapter to the next one throughout the 
whole system. 

OCLs are to be considered as individual control lines 
interconnecting lOPsand MSC/IPU directly. 

Connections between lOPs and front ends are 
accomplished via common external cards. 

For detailed description of CCLs and OCLs refer to 
Pages 2-120 and 2-130. 



From/to 
front ends 
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1-020 



Introduction 



31 25 M LM. I nput/Output Processor [ 1 7533] 



Channel Concept 
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Channel Concept 



I/O devices can be attached to the IBM System/370 Model 125 via native attach- 
ments or channels. 

To the operating system all I/O devices appear as channel attached. This means 
the I/O devices are started by a start input/output (SIO) instruction. 

This I/O instruction contains channel and device address. The actual operation, 
that is to be performed by the I/O device "is defined in the Channel Command 
Word (CCW); refer to Page 2-015" Instructions and Formats. 

Before the actual operation is started, an initial status is presented. This initial 
status indicates, whether or not an I/O device is ready to execute commands. 

After the actual operation is completed, an ending status is presented. This 
ending status indicates whether or not the command or commands were 
executed successfully. Refer to Pages: 2-020, 2-026. 



IPU-MSC 



* Channel ^ 




Display Unit 



Console Disk File 



Keyboard 



Console Printer 



Line Printer 



Card I/O 



Card I/O 



J I I (with 



Multiplexer Channel 

up to 32 subchannels) 



Integrated Communication Adapter 



Channel 1 



lOP'A' 



Direct Disk Attachment 



Channel 2 



Magnetic Tape 
Adapter 'C 



-I I — / i — I I Magnetic Tape Adapter 



Principle of Operation 

Initiation of an I/O Instruction Data Transfer 

The principle of operation shows the communication between IPU, MSC, and IOP. 

IPU Sgj 



MSC 



IOP 



IPU finds I/O instruction in job-program 


— — | 






Generation of lOP/device address and 
instruction ID 








I/O address and instruction ID to MSC-LS 
common register 


1 — * 


I/O address and instruction ID in MSC-LS 
common register 






Activation of: "Select IOP from IPU" 


:•:■ 




^ 


The active "select" line causes the IOP to fetch 
MSC-LS common register 




•V 




1 * 




MSC-LS common register contents to IOP 










Analysis of fetched information 


The active "response" line signals: IOP ready to 
proceed. 

If the I/O instruction is an SIO, IPU now 
fetches the CAW and loads key and CCW address 
into MSC-LS common register 




Activation of: "Response to IPU" 






>:■:•: 










* *" 


Key and CCW address in MSC-LS common register 












Inactivation of: "Select IOP from IPU" 




x : : : : : w_ 


The inactive "select" line causes the IOP again to 
fetch contents of MSC-LS common register 

— 




::• 










MSC-LS common register contents to IOP 









CCW address in assigned MSC-LS register 



< i :;:• 



Load CCW address into MSC-LS register assigned 
to IOP 



CCW from main storage to IOP 



Data address in assigned MSC-LS register 



Condition code in MSC-LS common register 



The inactive "response" line signals: Condition 
Code stored 



The IPU is now released for further processing 
and continues with the next instruction 



Fetch and analyse condition code and decide 
further processing accordingly 



Fetch CCW from main storage 



Check CCW 



Start I/O operation 



Analyse initial status 



Load data address into MSC-LS register assigned 
to IOP 



Generate condition code 



Load condition code into MSC-LS common 
register 



Inactivation of: "Response to IPU" 



MSC-LS common register contents to IPU 



88 



If MSC accepts this request, MSC activates: 
"SELECT IOP from MSC" 






Data transfer to or from MSC 



Modification of data address 



Prepare octopus and chain control lines necessary 
to specify transfer conditions 



Activation of: "REQUEST IOP to MSC" 



"Select" inactivates "request" and activates the 
prepared OCL and CCL 



Inactivation of: "SELECT IOP from MSC" 



The inactive "select" line signals: data transfer 
completed 



3125 MLM. Input/Output Processor [17534] 



Initiation of 

an I/O instruction 



Data Transfer 

"To" or "from" that storage location, which is 
specified by the previously loaded address into 
assigned MSC-LS area. 



Principle of Operation 
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Principle of Operation (continued) \ - O 2- U 



Principle of Operation (continued) 



Interrupt Request 



IPU 



MSC 



IOP 



If the interrupt req uest is accepted (not masked off 
or none waiting with higher priority). 'Select IOP 
from IPU' is activated 



Device address in MSC-LS common register 



After transfer of last data byte is completed, IOP 
requests an interrupt 



Activation of 'Interrupt Request' line 



The active 'select' line signals that the interrupt 
request is accepted 



As a result, the IOP loads device address into 
MSC-LS common register 



The active 'response' line signals, that the device 
address (also called interruption code) is stored. IPU 
now fetches MSC-LS common register contents 



Inactivation of 'Select IOP from IPU' 



MSC-LS common register contents to IPU 



CSW address in assigned MSC-LS area 



CSW in MSC-MS 



Activation of 'Response to IPU' 



The inactive 'select' line signals that IPU has fetched 
MSC-LS common register contents 



The IOP now loads CSW address into MSC-LS and 
stores CSW into MSC-MS 











r 
< — i 


-&+! — . — — 


After CSW is stored, E-bit in MSC-LS common 
register is reset * - -•* 




E-bit in MSC-LS common register is reset 








Inactivation of 'Response to IPU' 








The inactive 'response' line signals, that CSW is 
stored 




















The IPU is now released for further processing and 
continues with the next instruction 





For more information 
about E Bit see page 2-150 



Fetch and analyze contents of MSC-LS common 
register and CSW, then decide further processing 
accordingly 



MSC-LS common register contents to IPU 



CSW to IPU 



Physical Locations (seen from card side) 

IOP Board Locations 



IOP Card Locations 




(view from console side) 



Gate 01 B 

IOP '9' controls the multiplexer channel 
IOP 'B' controls the communication adapter 



IOP '9' or 'A* 
A 



A r 



IOP '8' or 'B' 
A 



Hinge 
Side 

1 


A 


B 






2 


iiopi 

1'9' 1 


fiopf 

'B' 




3 


V 


For card 
locations, 
see detail 







(view from card side) 



Gate 01A 

IOP '8' controls card l/Os and printer 

IOP 'A' controls the direct disk attachment 











iop; 

'A' 


;IOP; . 
;*8' :. 






\ For card 
locations, 
see detail 





/ 



Hinge 
Side 



(view from card side) 



IOP '8' controlling Card l/Os and Printer 
IOP '9' controlling Multiplexer Channel 
IOP 'A' controlling Direct Disk Attachment 
IOP 'B' controlling Integrated Communications 
Adapter 



■ 
















)z. 












c 






o 


ro 




u 


c 




TJ 


CO 




c 


X 






UJ . 




" CO ' 








c 




Q 


o 

F 




U 


F 




CO 

2 


o 
c_> 












i 



A 


B 


C 


D 


E 


F 


G 


H 


J 


K 


L 


M 


N 


P 


Q 


R 


S 


T 


U 


V 


Y1 




Y2 


Y3 




Y4 


Y5 


Y6 




















II 


II 


I 


I II II I 














o 














o 










































































































c 














c 


























o 














o 


























c 














c 


























3 














3 


























oc 














DC 
























DC 


TJ 














TJ 


QC 




















co 


< 

CO 


c 

CO 














c 
<o 


< 
C/5 


CO 






o 

F 












■N 


■U 


TJ 


CD. 










CD- 


TJ 


■o • 


■N- 










^ 




























T) 


TJ 


o 














O 


TJ 


■a 






o 
















CJ 


cn 


CD 


CD 


CD 


CD 




O 














.. I 










CD 


CD 


05 


cn 


cn 


cn 


CD 


CD 








i 


u 






Q_ 




D 


co 


CO 


U 


DC 




co 


CO 


CO 


DC 


U 


CO 


CO 


D 


Q. 


o 






> 

CO 




_l 
< 


_i 
Q 


_l 
< 


a 
O 


a 
O 


u 

GO 


o 

CO 


O 
CO 


O 
CO 


a 
O 


a 
O 


_l 
< 


Q 


< 


> 

CO 


CO 




"J 






II 




II 




I 


rz 




II 




II 




































21 






Z2 






Z3 






Z4 






Z5 






Z6 







For physical locations of these cards, refer 
to the appropriate Front End documentation 



E <-> 
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Signal Interface Chart 



1-040 



Signal Interface Chart 



This page shows interconnections to/from lOPs, grouped together according to their functions. 



From SVP 



From MSC IPU 



FromMSC IPU 



From Front End 





SVP Address Bus 


IOP Board 


SVP Address Bus N 


SeePage FromMSC See Page < 
4-055 '"^ vr num.vu^ 44)68 

>° Ct I ° 1 PUS To MSC IPU 
Ctrl Lines 

From Front See Page < 
End 4-075 

_ Chain _ . .__ ._.. . 
> „ , , . To MSC IPU 
Ctrl Lines 

External Gate (unused) 


„ MSC Data Bus Left 


Front End Board 






SVP Link 


This block represents 
the two cards that 
are of the same type 
for all front ends. 
For that reason these 
two cards are con- 
sidered as part of the 
IOP and therefore 
only documented 
once together with 
the IOP. These two 
cards are: 

MSC Data and Con- 
trol, Common 
External cards 


MSC Data Bus Left > 


\ 


See Page 1 


SVP Data Bus 


SVP Data Bus 


MSC Data Bus Right 


MSC Data Bus Riqht 


4-055 | 


SVP Control Strobe 


SVP Control Strobe 


I 

^ External In Bus 1 




I 


' Control Data Link IOP 


Byte Left Select n, 






This block represents 
one IOP consisting of: 
SVP Link, MSC 
Common cards, and 
the IOP Nucleus 




Octopus 


MSC Check Bit 1 


Main Store Select 




Ctrl Lines 
See Page 


MSC Check Bit 2 


Register 1 Select 




Select IOP from MSC 


Requ IOP to MSC 




2-130 


Select IOP from IPU 


Use Area 2 Select IOP 






" Halt I/O or Device 


Use Common Reg Set 






Interrupt Request IOP 






Halt I/O or Device n 


Sense Strobe > 




Lamp Test 


Lamp Test 


External In Bus 2 


External Write Out 






Metering Out 


Metering Out 


External In Bus 3 


External Select Gates 






System Reset 


System Reset 


Alternate Sense Strobe 






Page Boundary 


Page Boundary 


External In Bus 4 


Prevent I/O IOP 






Power on Reset 


Power on Reset 


^ 


System Reset IOP 




Chain 


Clock Out 


Clock Out 


Power on Reset 




Ctrl Lines < 
See Page 


Parity of MSC Ctrl Lines 


Parity of MSC Ctrl Lines 


ALU Carry to Bit Zero 




Metering In 


Metering In 


Metering Out 




2-120 


Increment 


Increment 


Select Ext Print 






Decrement 


Decrement 


Clock Out 


t 




Data from MSC 


Data from MSC 


Lamp Test 






Half word 


Halfword 


Ext Addr Out Bits to 4 






IOP Busy 


IOP Busy 


Ext Addr Bits Out to 4 






IOP not operational 


IOP not operational 






Response to IPU 


Response to IPU 


Ext Addr Gate Bits to 7 






(Forced) DA Bits to 3 


y 


Ext Addr Group Bits to 7 






External Select 


IOP D-Reg Bits to 7, P 






(IOP Addr) 
^TRAP Bits A, B, C, D 


External Address and Zone Bit P 








External Write Pulse 






Prevent I/O IOP 






System Reset IOP 






Alternate Sense Strobe (T56) 






ALU Carry to Bit Zero 






Sense Strobe 






MSC Tag Pty Corr 


Metering Out IOP 






Carry from External 


Clock Out IOP 




See Page 


Requ to MSC from Front End, 


Lamp Test IOP 




4-075 


IOP Use Area 2 


MSC Data Good IOP 






Suppress Interface IOP 


Power on Reset IOP 






Reset Accum Data Check 


LT MSC Check Bit 1 IOP 






LT MSC Check Bit 2 IOP 






Page Boundary IOP 






Halt I/O or Device IOP 






Select IOP from IPU 






Select IOP from MSC 








/Request to MSC (IOP) 


Request to MSC (IOP) V 




Request IOP to MSC 




'Ext Addr Check 


Ext Addr Check > 






IOP D-Reg Bits to 7, P 






'Ext Test Bit 


Ext Test Bit > 






%xt In Bus Bits to 7, P 


External Zone Bits to 3 


Ext In Bus Bits to 7, P N 






MSC Tag Bits 1 to 7, P 


External Address Bits to 4 


MSC Tag Bits 1 to 7, P 






IPU Tag Bits 1,2, 4, 7 


C-Bus Bits 5, 6, 7 


IPU Tag Bits 1,2, 4, 7 























To MSC 



See Page 
4-068 



To Front 
'End 



See Page 
4-075 
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General Data Flow 



2-010 



Chapter 2. Principle of Operations 

General Data Flow 



SVP Addr Bus 



This general IOP data flow shows all the components of the Input/ 
Output Processor (IOP). 

Part of this general data flow is also used in Chapter 3 for the explana- 
tion of the IOP microinstructions. 

A more detailed data flow is provided on pages: 4-010, 4-020. 

Because two sets of ALDs are provided (one for lOPs '8' and 'B', 
letters EA) (another for IOPs''9' and 'A', letters EB) and a number of 
ALD pages are used to document one card (designated by three digits) 
references to ALDs are made in the following way: 



These three characters define the group of ALD pages for one 
card. The asterisk here stands for the figures to 9, which 
means that ten ALD pages may exist for this card and the 
reference points to one of these ALD pages. 

-The letter E defines IOP ALDs. The asterisk here stands for 
either A or B. These letters A or B designate a set of ALDs that 
is valid for two lOPs (see above). 



OLS t>rsxtv \j^v^Ofr%Vt- 
fcu^fc. t\cd(V. flaii, W,0L_$, 



,SVP Data Bus 



T~F 



Addr Bus Check r 



IOP Select Nv 



fc> A 



SVP Addr Bus 0, 



K-Register 



| 



X-Register 



IOP Checks 



Scope Sense 



CRY Switch 



Bus 
SW 



To IOP Circuitry 



To Op-Register and 
L CRY Switch 



SVP Data Bus 0, 



, Chain Control Lines 



, Octopus Control Lines 



^j MSC Common Card fc 



Chain Control Lines 



(From MSC/IPU) 



SVP Link Card 
ALD E»31* 
FU 4-055 I 



ALD E*34 
^i FU 4-062 

L 



Octopus Control Lines, 



r 



i 



ALS-D In Switch 



ALS-B In Switch 



ALSAR — 



ALS-B 



ALS-Out Reg 



ALS-D 



CSAR-B 



-oz 



SVP 

k 



Modifier 



CSAR-D 



Index-Register 



Pointer 



^tV 



ALS-CSAR Card 
ALD E« 16* 
FU 4-092 



ZLSAR 



ZLS-Out Reg 



Ext Zone Reg 



L 



EXTAR 



Or... 



H3 



DLS/ZLS In Switch 



DLSAR 



DLS 



vlo SVP 
'Link 



&L 



DLS/ZLS Card 
ALUE»19\20* 
FU 4-135 

I 



-H 



Pointer - 



Control Storage 
Data In Buffer 



Control Storage 



0~o 



Op-Register 
CRY 



— I wTo SVP 

CRY-Switch \_Link 



A-Register 



B-Register 



(To MSC/IPU) 



For description of Chain Control Lines and 
Octopus Control Lines, see Pages 2-120 and 2-130 



Control storage data in buffer is physically 

located on the ALU card. 

Control storage cards 

ALD E*2** 

FU 4-100 

The number of control storage cards depends upon 

control storage size. 



IOP Boards 



External In Buses from 
Exter nal Register Cards 



Op-Register Card 
ALD E* 10* 
FU 4-110 



~~l 



Digit Switch 



ALU 



J To ALU CC Buffer 



D-Register 



ALU Card 

. , ALD E»22*23* 

]PC FU 4-245 



r MSC Data Bus 



I ™ I To data transfer buffer 
l^ny if IOP 'A' 



ill 

6* 



K?-9 £> 



Pre-decoder 



Common External Card 
FU 4-070 



External IOP 
Register D-Reg 
Address 

V v ' 

to External 
Register Cards 



M External 
Register 
Addresses 



-n 



Sense Register 



MSC TAG 
Register 



IPU TAG 
Register 



Byte Left 
Register 



Byte Right 
Register 



R 



ZL 



From data transfer 
buffer if I OP 'A' 



1 MSC Data Bus 



£ 



Front End Boards 



MSC Data and Control | 
Card FU 4-068 i 



Instructions and Formats 

I/O Instructions 

There are seven I/O instructions: 
SIO - Start I/O 
HIO - Halt I/O 
HDV - Halt Device 
TIO - Test I/O 
TCH - Test Channel 
STIDC - Store Channel Identifier 

SI OF - Start I/O Fast Release 

Format 

8 15 20 



Op Code 


(Not used) 




RlMjiStf.T 

Address 


Displacement 



This bit is used (or 'HIO' and 
'HDV instructions only 

All I/O instructions use this format. The displacement is added to the 
contents of a specified register; the result represents a main storage 
location that contains the channel and device addresses. 







16 



24 



(Not used) 


Channel 
Address 


Device 
Address 



After successful generation of the channel and device addresses, the 
CAW is fetched. 

'SIO' Instruction 

The 'SIO' instruction initiates an I/O operation. The address part of the 
instruction specifies the channel and the device. 

'Halt' Instructions 

Any 'Halt' instruction terminates an operation that was started by an 
'SIO' instruction. The termination is performed in the electronic 
circuits, while the mechanical operation of the device runs to its normal 
end. 

'HIO' Instruction 

There are two instances where the 'HIO' instruction is used (assume 

that devices A and B are connected to a channel): 

(a) If both devices are working in multiplex mode the addressed 
device is stopped without affecting the other device. 

(b) If device A is not working and device B is working in burst mode, 
an 'HIO' instruction to device A would stop the burst operation 
of device B. 

'HDV Instruction 

This instruction stops the addressed device. While one device is op- 
erating in burst mode, an 'HDV' instruction to another device is not 
performed until the burst operation is complete. 

'TIO' Instruction 

A 'TIO' instruction sets a condition code into the 'PSW' to indicate the 
status of the addressed channel, subchannel, and device. A 'CSW' may 
be stored. 
This instruction may also be used to clear interrupts. 

'TCH' Instruction' 

A 'TCH' instruction sets a condition code into the 'PSW' to indicate 
the status of the addressed channel. 
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Ope rat ion?;; 



'STIDC Instruction 

An 'STIDC' instruction sets four bytes of information into main storage 
starting at location 168 (decimal). 



31 



Channel 
Type 


Channel Model Number 


Maximum I0EL Length 
(Set to zero) 



This instruction is handled entirely by the IPU and does not require any 
IOP action. IBM System/370 Model 125 bits 16 to 31 are set to zero. 

'SIOF' Instruction 

An 'SIOF' instruction in the IBM System/370 Model 125 is treated as 
a normal 'SIO' instruction. 



Control Word Formats 

CAW (Channel Address Word) 

• The CAW is located in the MSC main storage location 72 decimal 
(48 hexadecimal). 



31 



Key 


0000 


Command Address 



Specifies the main storage location of the first 
CCW 

CCW (Channel Command Word) 

• The CCW is transferred and stored in the IOP that is associated with 
the addressed device. 








8 




32 


38 


40 


48 


63 


Command 


Data Address or (for TIC) New CCW Address 


Flags 


00 


(Not used) 


Length Count or Byte Count 



Read: 

Write: 

Read backward: 

SNS: 

CTL: 



Transfer data from device to MSC 

Transfer data from MSC to device 

Read, but in reverse order 

Device information to MSC (sense bytes) 

Set up conditions in addressed control unit and device 



TIC (transfer in channel): Chaining of CCWs that are not located in adjacent 
doubleword main storage locations. TIC does not 
initiate an I/O operation 



After the CCW is transferred to the IOP, and the command does not 
contain the TIC, data transfer starts with the specified data address. 

If the IDA flag is set, the data address specifies an indirect data 
address. This means that the actual data address has to be composed 
in a specified time before the data transfer can start. 

CSW (Channel Status Word) 

• The CSW is located in MSC main storage location 

64 decimal (40 hexadecimal). 
4 8 



Bit 32: CD (chain data) 

Bit 33: CC (chain command) 

Bit 34: si LI (suppress incorrect length indication) 

Bit 35: Skip (suppress transfer of zero bytes) 

Bit 36: PCI (program-controlled interrupt — allows 

interrupts during chaining) 

Bit 37: IDA (indirect data address) 



Three conditions for normal ending of data transfers may occur: 

1 . Byte count and I/O count 0. 

2. Byte count and I/O count not 0. 

3. Byte count not and I/O count 0. 



32 



40 



'63 



Key 


0000 


Command Address 


Unit or Device 
Status 


Channel 
Status 


Residual Count 



Last CCW address + 8 



Bit 32 


Attention 


Bit 33 


Status modifier 


Bit 34 


Control unit end 


Bit 35 


Busy 


Bit 36 


Channel end 


Bit 37 


Device end 


Bit 38 


Unit check 


Bit 39 


Unit exception 



Bit 40 


PCI (program- 




controlled interrupt) 


Bit 41 


Incorrect length 


Bit 42 


Program check 


Bit 43 


Protection check 


Bit44 


Channel data check 


Bit 45 


Channel control check 


Bit 46 


Interface control check 


Bit 47 


Chaining check 



Number of bytes that have 
not been transferred 



After the last byte is transferred, the IOP requests an interrupt. If the 
interrupt is accepted, an interruption code (device address) is set into 
the PSW and either the status or the complete CSW is stored according 
to conditions occurring during the I/O operation. If the interrupt is 
not accepted, the interrupt is stacked. (See 'Interrupts' on Rage 2-155.) 



Instructions and Formats 



2-015 
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Principle of IOP Operation 



Initiation of an SIO 



The flowcharts on this and the following pages show the communication 
between I PL) - MSC - lOPs. 
The initiation of an SIO is shown. 



IPU 



MSC 



c 



IPU finds SIO 
instruction 

r — 



j 



IPU generates: 

Instruction identifier, I/O nddress 



IPU loads instruction ID and I/O address into 
MSC-LS common register 



Instruction ID and I/O address in MSC-LS 
common register 



IPU activates: 

Select IOP from IPU, Time out 



IPU inactivates 'Select IOP 
from IPU', sets condition 
code 3 and goes to next 
l-phase 



If an IOP responds with 
busy instead of response, 
the IPU: 

• inactivates 'Select IOP 
from IPU' 

• Sets up a branch con- 
dition that allows 
repetition of the SIO 
instruction 

• Continues in its 
program 




If the request is accepted, the MSC activates 
'Select IOP from MSC 



With 'Select IOP from MSC and under control of CCLs|^_ 
and OCLs, contents of MSC-LS common register is set 
on MSC data bus 



MSC inactivates 'Select IOP from MSC 



IPU loads CAW information 
into MSC-LS common 
register and inactivates 
select IOP from IPU 



Key and CCW address from CAW in MSC-LS 
common register 



IPU reactivates time out 



If the request is accepted, MSC activates 
'Select IOP from MSC 



With 'Select IOP from MSC and under control of CCLs 
and OCLs, contents of MSC-LS common register is set 
on MSC data bus 



MSC inactivates 'Select IOP from MSC 



CCW address in MSC-LS register 
CCW from main storage to IOP 



Condition code in MSC-LS common register 
Data address in MSC-LS register 



Go to machine check 
interrupt 




Release IPU for further 
processing 



IOP 



Front End 



Activation of 'Select IOP from IPU' causes the IOP to 
fetch contents of MSC-LS common register 



IOP activates: 

• Response to IPU 

• Request to MSC and prepares CCLs and OCLs 



With 'Select IOP from MSC, CCLs and OCLs 
are gated to MSC 



IOP sets instruction ID and I/O address 
into its circuitry 



Inactivation of 'Select IOP from MSC 
signals transfer completed 



Inactivation of 'Select IOP from IPU' causes the IOP to 
fetch contents of MSC-LS common register 



IOP activates 'Request to MSC and prepares 
CCLs and OCLs 



With 'Select IOP from MSC CCLs and OCLs 
are gated to MSC 



IOP sets key and CCW address into its circuitry 



Inactivation of 'Select IOP from MSC 
signals transfer completed 



The IOP now places several requests to MSC and: 

• Loads CCW address into its MSC-LS register 

• Fetches and checks CCW 

• Addresses I/O device 

• I/O device presents initial status 

• Analyzes initial status 

• Generates and stores condition code into MSC-LS 
common register 

• Loads data address from CCW into its MSC-LS 
register 

• Inactivates reponse to IPU 

• Returns to basic loop where it waits for next 
selection or I/O service requests 



The addressed I/O device presents its initial status 



• Instruction Identifiers 
0000 Interrupt 
0010 TIO 

0100 HIO 
0110 HDV 
1000 SIO 
1110 TCH 

• Formats of I/O instruction, CCW, CSW, see Page 2-015. 
Condition codes see Page 2-155. 

MSC-LS common register layout see Page 2-150. 
MSC operations see Pages 2-100, 2-1 10. 
Chain control lines see Page 2-120. 
Octopus control lines see Page 2-130. 



Data Transfer for lOP's '8', '9', % B' 

The flowchart on this page shows communication 
between MSC and lOPs. The data transfer of an I/O 
instruction is shown as it is performed by the lOPs '8', 
'9', 'B\ 

lOPs serving I/O devices with relatively low data rates 
control their data transfers to and from MSC by micro- 
program. 

With an active service request, microprogram passes to 
data handling routine. 

Data Flow for: 

• Write operations is shown on Pages 2-030,2-035,2-050. 

• Read operations is shown on Pages 2-040, 2-045, 2-055. 



MSC 



If the request is accepted, MSC activates select IOP 
from MSC 



With select IOP from MSC and under control of 
CCLs and OCLs. 

• On read operations, data is sent from MSC data 
bus into storage location, addressed by contents 
of MSC-LS register 

• On write operations, data is sent from storage 
location, addressed by contents of MSC-LS 
register on MSC data bus 



Update data address depending upon type of 
operation 

• Backward operation 

• Forward operation 

• Byte transfer 

O Halfword transfer 



Inactivate select IOP from MSC 



IOP 



Front End 



The request bit is gated to IOP '8' ALU via 
external in bus. Here the request bit is detected 
by the microprogram and causes a branch to 
data handling routine 



The TRAP bit is directly ORed to the link 
portion of the index words in IOP '9' ALS/CSAR 
card and microprogram switches to level 1 
routine, that is data handling 



As soon as a device requires service, with: 
IOP '8' a request bit is activated 
IOP '9' a TRAP bit is activated 



Under control of the data handling routines 
devices are served depending upon: 

• Type of device and 

• Type of operation 

With write operations, data is transferred from 
main storage to I/O device. 

With read operations, data is transferred from 
I/O device to main storage 



Activate request to MSC and prepare 
CCLs and OCLs 



With select IOP from MSC CCLs and OCLs are 
gated to MSC 

• On read operations, data from external 
registers is set via IOP ALU and bus registers 
on MSC data bus 

• On write operations, data from MSC data bus 
is set via bus registers and IOP ALU into 
external registers 



Data from I/O device is set into external register 



Data from external register is gated to I/O device 



The inactive select IOP from MSC signals transfer 
completed 




Return to basic loop and 
wait for next service 
request or selection 



Wait for status and go to 
ending sequence 
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Principle of IOP Operation (continued) 



2-022 



Principles of 
Operation 
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Principle of I OP Operation (continued) 



2-024 



Principle of IOP Operation (continued) 

Data Transfer IOP 'A' 



The flowchart shows communication between MSC and 
IOP 'A'. 

The data transfer of an I/O instruction is shown as it is 
performed by lOP'A'. 

lOPs serving high speed I/O devices, do not have micro- 
program controlled data transfers, but special circuitry 
ensures proper communication between I/O devices and 
MSC. 

This circuitry also includes a 4 halfword data buffer to 
compensate dela ys un til requests to MSC are accepted. 

This data buffer is used in both directions^"""™""*"™**'* 

• MSC to I/O device (write operation) 

• I/O device to MSC (read operation). 

Also some of the control lines (octopus and chain con- 
trol lines) which define the transfer conditions, are 
generated by special circuitry. 

Consequently gating of part of the microprogram 
generated control lines to MSC (by the active "select" line) 
has to be prevented. This is done by the line "Suppress 
Interface IOP". (See page 4-062 and appropriate front 
end documentation, e.g. IBM 3125 Processina Unit, 3330 
Direct Disk Attachment, MLM, SY33-1073 



MSC 



IOP 



If the MSC accepts this request, "SELECT" is 
activated 



Data transfer from MSC to buffer positions 1, 2 if 
write operation or data transfer from buffer 
positions 7, 8 to MSC if read operation 



Update data address in MSC LS 



Inactivate SELECT 



Front End 



Data buffer positions 7, 8 full or data buffer 
positions 1 , 2 empty causes activation of request 
to MSC line 



The active select line inactivates request line and 
gates the prepared chain and octopus control lines 



The inactive select line signals: transfer completed 



This sequence is repeated as long as the byte count 
reads zero. After the last data byte is handled, 
status is presented which results in an I RPT request 



Interrupt Request 



The flowchart shows communication between IPU, MSC, 
and lOPs. The ending sequence is shown. 

IPU 



If this interrupt request is accepted (not masked off 

and no interrupts waiting with higher priority) IPU 

generates: 

Instruction ID, I/O address 



MSC 



IOP 



Activation of 'Interrupt Request. IOP' 



Front End 



After the last data transfer is completed, ending status is 
presented 



IPU loads instruction ID and I/O address into MSC-LS 
common register 



IPU activates: 

Select IOP from IPU, and the Time out 




Go to machine check 
interrupt 



Reset Time Out 



Activation of 'Response to 
IPU' signals interruption 
code stored 



Inactivation of 'Select IOP 
from IPU' 



Inactivation of 'Response to IPU' releases the IPU for 
further processing and signals CSW stored 
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Instruction ID and I/O address in MSC-LS common 
register 



Activation of 'Select IOP from IPU' signals: Interrupt 
accepted and causes the IOP to fetch contents of 
MSC-LS common register 





1 






IOP activates 'Request to MSC and prepares CCLs and 
OCLs 


If the request is accepted, MSC activates 'Select 
IOP from MSC 


_ 




With 'Select IOP from MSC CCLs and OCLs are gated 
to MSC 




With 'Select IOP from MSC and under control of CCLs 
and OCLs contents of MSC-LS common register is set 
on MSC data bus 








X* h~. 


IOP sets instruction ID and I/O address into its circuitry 




MSC inactivates 'Select IOP from MSC 


Inactivation of 'Select IOP from MSC signals transfer 
completed 


: : : :-: : 







If the request is accepted, MSC activates 'Select IOP 
from MSC 



With 'Select IOP from MSC and under control of CCLs 
and OCLs interruption code is set into MSC-LS 
common register 



MSC inactivates 'Select IOP from MSC 



CSW address in MSC-LS register 
CSW in main storage 



E-bit is reset in MSC-LS common register 



IOP now activates 'Request to MSC and prepares CCLs 
and OCLs again in order to set interruption code into 
MSC-LS common register 



With 'Select IOP from MSC CCLs and OCLs are gated 
to MSC 



Interruption code is set on MSC data bus 



Inactivation of 'Select IOP from MSC signals transfer 
completed 



IOP now activates 'Response to IPU' 



Inactivation of 'Select IOP from IPU' causes the IOP to 
store CSW. The IOP places several requests to MSC and 

• Loads CSW address into its MSC-LS register 

• Stores CSW into addressed main storage locations 



Request to MSC to reset E-bit in MSC-LS common 
register 



Inactivate 'Response to IPU' 



IOP returns to its basic loop and waits for next selection 
or I/O service request 



Principle of IOP Operation (continued) 



2-026 



Principles of 
Operation 
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Principle of SIO 



2-028 



Principle of SIO 



(As applied to different types of I/O devices) 



When the device becomes 
ready, data of first card 
that is to be read is already 
set into the read buffer 



iRead Command to ! 
Buffered Device 



Read 




Restrictions for Read 
Operations 

This branch is valid only 
for those devices that load 
the first record into their 
read buffers during 'run in' 

Devices that do not load 
the first record into their 
read buffer during 'run-in' 
(for example, a 2560) fol- 
low the unbuffered branch 



CCW is fetched. 
UCW is prepared (where 
applicable). Initial 
status is analysed. 
Condition code is gener- 
ated and stored. 
Response to IPU is inact- 
ivated (that is, IPU is re 
leased for further 
processing). 



Notes: 

1 . When 'channel end' occurs and no chaining is specified, the 
'channel end' interrupt is requested. If this interrupt is ac- 
cepted, the channel is free to perform further operations while 
the Front End or the control unit continues its operation with 
the selected device. 

2. When 'device end' occurs, the 'device end' interrupt is requested. 
If this interrupt is accepted, the device is free to perform further 
operation. 



Write 




Read 



Transfer data from read 
buffer to MSC 




Channel end 
(see Note 1) 



Start the device 



Wait for service request 



Service the device and set 
byte read into read buffer 




After the device has 
completed its operation, 
'device end' is signaled 
(see Note 2) 



Write Command tof 
Buffered Device 



Read Command to j 
Unbuffered Device 



Load print or punch buffer 
with data from MSC 





Write 



Start device 



Channel end 
(see Note 1) 



Start the device 



Wait for service request 



Service the device and 
transfer a byte from buffer 
to device 




Write Command to 
Unbuffered Device 



Activate 'request to MSC 



Wait for service request 



Fetch a byte or a halfword 
from the MSC 



Service the device and 
store the data byte that 
was read 



Yes 




Activate 'request to MSC 



Transfer a byte or a half- 
word to the MSC 



After the device has 
completed its operation, 
'device end' is signaled 
(see Note 2) 




Channel end 
(see Note 1) 




After the device has 
completed its operation, 
'device end' is signaled 
(see Note 2) 



Wait for service request 



Service the device and 
transfer byte to the device 




Channel end 
(see Note 1 ) 



After the device has com- 
pleted its operation, 
'device end' is signaled 
(see Note 2) 
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IOP Write Operation 



2-030 



IOP Write Operation 

(Data Transfer from MSC to I/O Device) 

Data Transfer lOPs '8', '9', 'B' 
Write Operation 

Those I/O devices which do not have a buffer in 
IOP Control Storage. 

The data flow is additional to the flowchart on page 2-022 
(data transfer). It shows the data path for a write opera- 
tion. 

A write operation (related to lOPs) means, outbound 
operation for the MSC under control of chain control lines 
and octopus control lines. (CCLs and OCLs are not shown 
here.) 
For more details refer to pages: 

2-100 MSC Local Storage Operations 

2-110 MSC Main Storage Operations 

2-120 Description of CCLs 

2-130 Description of OCLs. 

A write operation consists of 5 main steps: 

Q Sets I/O data from the addressed main storage loca- 
tion via the bus out registers onto the MSC data bus. 

Q Sets the I/O data from the MSC data bus into the 
byte left and/or byte right registers. 

El Transfers contents of the byte left and/or byte right 
register via the external in bus and common external 
card into D-register on the IOP ALU card. 

n Transfers the contents of the D-register on the IOP 
ALU card into the external register (located on the 
external register card) that is addressed by the 
contents of the external zone register and EXTAR 
located on the IOP ALS/CSAR card. 

El From the external register, I/O data is then trans- 
ferred to the I/O device. 

See also flowchart on pages 2-022, 2-028, 2-060, 2-065. 




IOP'8','9','B' Nucleus 



hi 



A-Register 



K 



-L 



B-Register 



M 



ALU 



Ext Zone 
EXTAR 




D-Register 



Bus Out ixs; 
Registers L and R •$$$ 



MSC 
;:;:j:j:j Data Bus 

1; iV — 



The MSC 

The MSC local storage is subdivided into 3 areas. 

Area 1 and Area 2 are to be considered as address registers. 

These registers hold data addresses for I/O operations. 

Contents of MSC-LS registers are set into MSAR, and used to address main storage. At the 
end of the data transfer, this address is modified (either ±1 or ±2 depending upon the type of 
operation). lOPs '8', '9', and 'B' have one MSC-LS address area assigned. IOP 'A' has two 
MSC-LS address areas assigned. 

The common register (Area 3) is to be considered as a communication register for all lOPs 
within a system and allows communication between lOPs and IPU/MSC. 

The MSC main storage holds I/O data in these locations, specified by the contents of 
MSC-LS. 

Key storage holds information necessary for storage protection. Key storage is not accessible 
by the lOPs. 

The storage protect feature allows restriction of access to main storage areas. 



External 
Register 
Address 



External Register 
Address 



Byte Left 
Register 




X 



CSAR 



Control Storage 




OR 



Byte Right 
Register 



External Register 



External In Bus 



Common External Card 



MSC Data and Control Card 



External Register Card 



From I/O device 



External Register 



o^bL 



To I/O device 



MSC main storage operation (data path for I/O data) 

— — The dotted line in MSC represents an MSC local storage operation, 
when data is transferred from MSC-LS to lOPs 



Data Transfer IOP % 8' Write Operation 

To those I/O devices that have a data buffer in IOP 
control storage 

The data flow shows the data path for a write operation to 
those I/O devices that have a data buffer in the control 
storage of the controlling IOP. 

• Data transfers from MSC to IOP are the same as for an 
unbuffered I/O device, except: 

• Data fetched from MSC is set into the buffer of the 
addressed device (and not directly gated to the I/O 
device). 

• When all bytes of the record are fetched from MSC and 
set into this buffer, then the data transfer from the 
buffer to the I/O device starts. 

(See also flowchart on page 2-028). 
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MSC main storage operation (data path for I/O data) 
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IOP Write Operation (continued) 



2-035 



Principles of 
Operation 
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IOP Read Operation 



2-040 



IOP Read Operation 
(Data Transfer from 
I/O Device to MSC) 

Data Transfer lOPs '8', '9', 'B' 
Read Operation 

Those I/O devices that do not have a buffer in IOP 
control storage. 

This data flow is additional to the flowchart on page 2-022 
(data transfer) and shows the data path for a read operation. 

A read operation (related to lOPs) means, inbound 
operation for the MSC under control of chain control lines 
and octopus control lines. (CCLs and OCLs are not shown 
here.) 
For more details refer to pages: 

2-100 MSC Local Storage Operations 

2-110 MSC Main Storage Operations 

2-120 Description of CCLs 

2-130 Description of OCLs. 



A read operation consists of 5 main steps: 

■fl I/O data from the I/O device is set into the external 
register (on the external register card) that is addressed 
by the contents of the external zone register and 
EXTAR, located on the IOP ALS/CSAR card. 

3 Contents of the external register are gated via the 
external in bus and the common external card into 
the D-register on the IOP ALU card. 

e| From the D-register on IOP ALU card I/O data is 
transferred into either the byte left or byte right 
register. 

J Contents of the byte left and byte right registers 
are gated via the MSC data bus into the MSC pre-bus 
in register. 

3| Contents of the MSC pre-bus in register are set into 
the addressed main storage location. 

See also flowchart on pages 2-022, 2-028, 2-060, 
2-068. 






IOP '8', '9', 'B' Nucleus 




A brief explanation of MSC: 

• Local storage 

• Main storage 

• Key storage 
is given on page 2-030. 



MSC main storage operation (data path for I/O data) 

The dotted line in MSC represents an MSC local storage 
operation, when data is transferred from lOPs into MSC-LS 
(data path for data addresses etc.) 



Data Transfer IOP '8' Read Operation 

From those I/O devices that have a data buffer in 
IOP control storage. 

The data flow shows the data path for a read operation to 
those I/O devices that have a data buffer in the control 
storage of the controlling IOP. 

• Data from the I/O device is set into the buffer of the 
addressed I/O device (and not directly gated to the 
MSC). 

© When all bytes of the record are read and set into this 
buffer, the data transfer from IOP to MSC starts. 

o Data transfers from IOP to MSC are the same as for an 
unbuffered I/O device. 

(See also flowchart on page 2-028). 
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IOP Read Operation (continued) 



2-045 



Principles of 
Operation 
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I OP Write Operation 2 - 5 



IOP Write Operation 

Data Transfer IOP 'A' 
Write Operation 

The data flow is additional to the flowchart on page 2-024 
and shows the data path for: 

• I/O data (solid line), and 

• Control information. 

A write operation (related to lOPs) means, outbound 
operation for the MSC under control of chain control lines 
and octopus control lines. (CCLs and OCLs are not 
shown here.) 
For more details refer to pages: 

2-100 MSC Local Storage Operations 
2-110 MSC Main Storage Operations 
2-120 Description of CCLs 
2-130 Description of OCLs. 

A write operation consists of 4 main steps: 

Q Sets I/O data from the addressed main storage loca- 
tion via the bus out registers onto the MSC data bus. 

Q Sets I/O data from the MSC data bus into the transfer 
data buffer 1st location. 

Q Shifts I/O data through the transfer data buffer. 

Q I/O data is gated from 4th transfer data buffer loca- 
tion, to the addressed I/O device. 

For more details refer to IBM 3125 Processing Unit, 
Direct Disk Attachment, MLM, SY33-1073. 
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A brief explanation of MSC: 

• Local storage 

• Main storage 

• Key storage 

is given on page 2-030. 



^■^™ MSC main storage operation and the data path for I/O data 

— — — The dotted line in the IOP shows the data path for control 

information fetched from either MSC-LS or MSC main storage 
(eg CCW information) 
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External Register 




Common External Card 

2 MSC Data and Control Cards 
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2 External Register Cards 



From I/O Device 



External Register 




Transfer Data Buffer Card 

1stHW 2nd HW 3rd HW 4th HW 







IOP Read Operation 

Data Transfer IOP 'A' 
Read Operation 

The data flow is additional to the flowchart on page 2-024 
and shows the data path for: 

• I/O data (solid line), and 

• Control information. 

A read operation (related to lOPs) means, inbound 
operation for the MSC under control of chain control lines 
and octopus control lines. (CCLs and OCLs are not 
shown here.) 
For more details refer to pages: 

2-100 MSC Local Storage Operations 
2-110 MSC Main Storage Operations 
2-120 Description of CCLs 
2-130) Descriptions of OCLs. 



A read operation consists of 4 main steps: 

BE Transfers I/O data from the I/O device to the 1st 
position of the transfer data buffer. 

Q Shifts I/O data through the transfer data buffer. 

Eg Sets I/O data from the last position of the transfer 
data buffer via the MSC data bus into the MSC pre- 
bus in register. 

Q Sets I/O data from the MSC pre-bus in register into 
the addressed MSC main storage position. 

For more information refer to IBM 3125 Processing 
Unit, Direct Disk Attachment, MLM, SY33-1073. 




■ The heavy line shows a main storage operation and the data path for I/O data 

— The dotted line in the IOP shows the data path for control information 
(eg addresses from the file, status bytes) 
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Interaction Between IOP and MSC 



2-060 



Interaction Between IOP and MSC 



To MSC 




From MSC 



Load information into 
bus registers (byte left 
and byte right registers) 



Prepare MSC tag register 
bit pattern (bit 7 off) 



Prepare MSC tag register 
bit pattern (bit 7 on) 



^ 1 ^ 



Main Storage 



Main storage operations in 
the MSC are always two- 
cycle operations. For further 
information, see 3125 Pro- 
cessing Unit, Main Storage 
Controller, Maintenance 
Library Manual, Order No. 
SY33-1061 




MSC Local Storage 



Prepare MSC tag register 
bit pattern (bits 4 and 5) 



Prepare MSC tag register 
bit pattern (bits 4 and 5 
both on) 



MSC-LS operations in the 
MSC are always one-cycle 
operations. For further 
information, see 3125 Pro- 
cessing Unit, Main Storage 
Controller, Maintenance 
Library Manual, Order No. 
SY33-1061. 



Load bit pattern into the 
MSC tag register 



Activate 'request to MSC 
(OCL) 



The address of the MSC 
tag register is ANDed with 
IPU tag register bit 5 'off 
to generate 'request to 
MSC 



'Request to MSC active 
and IOP time set the 'req 
to MSC FF. The output 
of this flipflop represents 
'OCL to MSC. 



^ 



To page 
3-235 



Bit 5 of the IPU tag register 
may be used individually by 
the micro-program according 
to different needs: 

Bit 5 off = Request to MSC 
is automatically activated 
when the tag register is ac- 
tive. 

Bit 5 on = Allows sup- 
pression of 'request to MSC 
when the address of the 
MSC tag register is active 



'Req to MSC FFand IOP 
time cause bit 5 to be 
set 'on' in the sense reg- 
ister 



Timing 



The two diagrams below show the timing relationship 
(in principle) under the following conditions: 

• IPU tag bit 3 off. 

• Select from MSC active shortly after activation of 
'request to MSC'. 



Signal Name 



One-Cycle Operation (MSC-LS) 
T02 

T45 

Request to MSC f r IOP 

Request IOP to MSC (OCL) 

Select from MSC (See Note) 

Ctrl MSC data link 



Two-Cycle Operation (MSC-MS) 
T02 

T45 

Request to MSC fr IOP 

Request IOP to MSC (OCL) 

Select from MSC (See Note) 

Ctrl MSC data link 

Bit 5 in sense register 



IOP Cycle 



123456789 




IOP activates its request 
and the MSC responds 
with 'select' which resets 
'request' 



JB 



IOP activates its request 
and the MSC responds 
with 'select' which cannot 
reset 'request' because it 
is affected by an IOP 
timing condition 



IOP Cycle 



123456789 



Because 'selec oecame 
active during the last cycle 
bit 5 in the sense register 
is not set. Branch on bit 
5 is unsuccessful — 
proceed 



'Select' resets 'request'. 
'Request' active at the 
beginning of that 
cycle causes bit 5 to 
be set. Branch on 
bit 5 successful — wait 



IOP Cycle 



1234 5 6789 



because branch on bit 5 
was unsuccessful, during 
this cycle the contents of 
the bus register are already 
available for further pro- 
cessing 



'Request' off causes bit 5 
to be reset. Branch is 
now unsuccessful — pro- 
ceed. The contents of the 
bus register may be pro- 
cessed during next cycle 



Note: If 'select from MSC becomes active later, or if IPU tag 
bit 3 is on, a number of consecutive branch operations 
are performed (on sense register bit 5) for as long as 
bit 5 is 'off. 



From page 2-060 
Bit 3 "off" 

For example, the controlling microprogram 
is for the multiplexer channel (IOP '9') 



Bit 3 "on 

For example, the controlling microprogram 

is for card punch, card reader, or printer (IOP '8') 



Depending upon the opera- 
tions type and the direc- 
tion of transfer, the 
'select from MSC resets 
the 'request to MSC FF. 

With I PL) tag register bit 
3 off, reset timing of that 
flip flop is important (it 
causes one cycle delay). 

With I PL) tag register bit 
3 on, reset timing of that 
flip flop is unimportant 
(see note) 




Test and branch on sense 
register bit 5 "on" 



'Select from MSC active 
resets 'request to MSC FF 



'Select from MSC active 
resets 'request to MSC FF 



'Request to MSC inactive 
and IOP time resets bit 5 
in the sense register 



Request to MSC is inac- 
tive, but I PL) tag register 
bit 3 "on" ANDed with 
'select from MSC keep 
in sense register bit 5 set. 
(Bit 5 remains "on" until 
'select from MSC becomes 
inactive) 




"Select off" and IOP line 
now reset bit 5 in the 
sense register 



Prepare branch for error 
conditions according to 
sense register 0,6, and 7 



Zero Result (no error 



Continue with next 
instruction. If this was 
a "data from MSC" 
operation, the bus register 
contents may be 
processed 



X 
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Not Zero (error) 



While 'select from MSC is 
active the MSC check bits 
1 and 2 are gated to the 
IOP and latched. 

Bus registers are parity 
checked; in the event of an 
error, the 'accum data 
check' FL is set. 

The latched MSC check 
bits 1 and 2 and the 'accum 
data check' FL set a bit 
pattern into the sense 
register at the beginning 
of each IOP cycle (bits) 
0,6, and 7 



This is a 'test and imme- 
diate' instruction. The bit 
pattern of the sense reg- 
ister is ANDed with the 
bit pattern from the micro- 
program to prepare a 
result, which is subsequently 
used for branch conditions 



Error Routine 



Note: 

Bit 3 of the IPU tag register may be individually used by the microprogram according to conditions 

under which I/O devices are served. 

Bit 3 "Off" : The beginning of 'select from MSC is used to continue with the microprogram. It is 

important to control bit 5 in the sense register to ensure "good" information in the 

bus registers. If bit 5 in the sense register is set "off" too early, the bus register 

contents might not be "good" (caused by the bus delay). 
Bit 3 "On" The end of 'select from MSC is used to continue with the microprogram. The reset 

of bit 5 in the sense register is unimportant because at the end of 'select from MSC 

the information in the bus registers is always "good". 



For more details about 
MSC tag register 
IPU tag register 

refer to Page 4-068 



1§ This error routine analyses error conditions, requests 
|| SVP service (log), and initiates a retry, if possible. 



Interaction Between IOP and MSC (continued) 



2-065 



Principles of 
Operation 
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External Register Assignment and Layout — MSC Data and Control Cards 



• Addresses '18' to '1 F' are located on the MSC data and control card 

• Address '1 B' does not define a register, but activates a line, which is used to reset the 
'accumulated data check' FL. 

• Addresses '1 C to '1 F' twice define the two bus registers. Once without "request to 
MSC" (used if one or both registers are to be loaded only) and once with "request to 
MSC" (used if one or both registers are to be loaded and transferred to the MSC). 



Register 
Address 


Register Designation 


, 1 | 2 


Bit Positions 

I 3 I 4 I 


5 


1 6 | 


7 


00 to 17 


CH EXT to 23 


The number, the use, and the contents of these registers depend upon device requirements, 
are located on external register cards within the different Front Ends. 


These registers 








18 


CH EXT 24 


Forced to 1 \ 




MSC Tag Register with Request to MSC 








Byte Left Select 1 Register 1 Selection 


lUse Common Register Selection I Increment J 


Decrement 


| Halfword | 


Data from MSC 


19 


CH EXT 25 


.Forced to \ 




IPU Tag Register 








Response to IPU I Metering In 


l Slow Interface I IOP Busy l 


Suppress Request 


| MSC Bus Log (IOP '8' only) | 


Interrupt Request 


1A 


CH EXT 26 


Sense Register 


Accumulated Data Check I Select IOP for IPU 1 Halt I/O or Device 


1 System Reset 1 Page Boundary 1 


Request to MSC 


| MSC Check Bit 1 | 


MSC Check Bit 2 


1B 


CH EXT 27 




Reset Accumulated Data Check 










1C 


CH EXT 28 




Byte Left Register (of MSC data bus) 










1D 


CH EXT 29 


Byte Left Register with Request to MSC 




1E 


CH EXT 30 




Byte Right Register (of MSC data bus) 










1F 


CH EXT 31 


Byte Right Register with Request to MSC 





MSC tag register and IPU 
tag register, see Page 4-068. 
External register addressing, 
see also Pages 4-080, 4-096 



This page is intentionally left blank 
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IOP and MSC Operations 

Local Storage Operations 

• All lOPs communicate with the MSC in the same manner. Two directions for the data transfer 
are possible: 

Store operations — Inbound to the MSC 
Fetch operations — Outbound from the MSC. 

• Store and fetch operations can be performed between: 

IOP and MSC-LS (shown on this page) 
IOP and MSC-MS (shown on facing page). 

• Status shown in the table below is related to the CCLs and OCLs not to the bits in MSC tag 
register. 

Fetching and Storing Possibilities 

• The table below illustrates all the possibilities for storing data into, and fetching data from, the 
MSC-LS. 



MSC-LS Layout 

High-order or 
Left Portion 


Low-order or Right Portion 




4 5 8 


17 


26 


I I I IP 


C| I |P 


I I I I I I I IpI I I I I I I 


I |P 


Key 




Address 













Control Bit 



Note: The three signals marked with an asterisk* determine into what register of local storage the bus bits are 
stored. The following combinations are possible: 

Register in area 1 

Register 1 iri area 1 

Register in area 2 

Register 1 in.area 2. 
If the 'common reg' line is active, the automatic selection of the assigned area (register or 1 in area 1 or 2) is 
inhibited. For layout of MSC-LS Common Register, see Page 2-1 50. 



Signal Name 



'Reg' FL 



Operation 



Request IOP 
to MSC 



MSC Tag Register 



Byte Left Sel 



Bit 2 



Reg 1 Sel* 
(See Note) 



Bit 3 



Use Com 
Reg Sel* 
(See Note) 



Bit 4 & 5 



Main Store Sel 



Halfword 



Data from MSC 



From Front End 



Use Area 2* 
(See Note) 



Examples 

(The upper part represents MSC-LS and the lower part represents MSC-Data Bus) 



1 . Store low-order 
P3rt of address 



2. Store high-order 
part of address 



3. Store high-order 
part of address 
and store key 



4. Fetch low-order 
part of address 



5. Fetch high-order 
part cf address 
and fetch key 



Inactive (right) 



Active (reg 1) 



Active (left) 



Active (reg 1 ) 



Active (left) 



Active (reg 1) 



Inactive (right) 



Active (reg 1) 



Active (left) 



Active (reg 1 ) 



Either inactive 
(assigned area) 
or active 
(Common 
Register) 



45 



Inactive (LS) 



Ignored 



Inactive (to MSC) 



Either active 
(area 2) or 
inactive (area 1) 



MSC-LS Reg 



PC 



7 8 



26 

3 



One halfword (left and right byte of data bus) 
is transferred from the IOP into the low-order 
portion of a specified register 



m 



MSC LS Reg 



Id IpI 



18 



26 



Inactive (LS) 



Inactive (byte) 



Inactive (to MSC) 



S^ 



Ignored 



8 14 15 

|0|0|0|0|0|0| |P| 



iBus bits 8 to 13 are to be zero, if not, LS 
register bit 5 (check bit) is set. LS register 
parity (bit 8) is generated. 



MSC LS Reg 



4 5 8 

IPICI IP I 



Ignored for address modification, 
but used to define MSC-LS 
(both bits in TAG register active, 
cause inactivation of OCL main 
store select) 



Inactive (LS) 



Active 
(halfword) 



Inactive (to MSC) 




Bus bits 4 to 7 must be zero to ensure correct 
parity for the key 



3 , 7i T/ 8 1 . 4 15 . 

0|0|0|0|P|0|0|0|0|0|0| |P~l 



MSC LS Reg 



Inactive (LS) 



Inactive (byte) 



Active (from MSC) 



17 

no 



26 



The line 'halfword' is set to 'byte' even though 
a halfword is requested and transferred 



n 



MSC LS Reg [ 



4 5 8 

IpIcI IpI 



26 



Inactive (LS) 



Inactive (byte) 



Active (from MSC) 



Bus bits 4 to 7 and 8 to 12 are filled with 
zeros, which are generated by the MSC 
(see comment of operation No. 4) 



Bus 



3 ^\ 13 15 

|o|o|o|o|p|o|o|o|o|o|c| I 



E 



Main Storage Operations 



Fetching and Storing Possibilities 

• The table below illustrates all the possibilities for storing data into, and fetching data from, the 
MSC-MS. 

• Bytes may be stored on either an even or an odd boundary. 

• Halfwords may be stored on an even boundary only. 

• If it is necessary to store data on an odd boundary when working in halfword mode, the transfer 
must be started with a byte op. The transfer may then continue with halfwords. The transfer 
ends with the transfer of a byte; see illustration. 

• Every IOP may store in either ascending or descending address sequence (that is, forward or 
backward) or may specify no address modification. 

• All main storage operations that are initiated by an IOP require two cycles because the MSC 
performs an automatic read operation prior to the actual access. This read operation is necessary 
for key comparison. 

• Store operations are suppressed when: 

Key does not match 
Address is invalid 
Hardware errors detected. 

• For detailed information on MSC-MS refer to 3125 Processing Unit, Main Storage Controller, 
Maintenance Library Manual, Order No. SY33-1061. 

• Status shown in the table below is related to CCLs and OCLs, not to the bits in MSC tag register. 



Note: 'Increment' and 'decrement' signals are set as desired, but both must not be active at the same time. For 
the same operation, both signals may be inactive to specify no modification, see also page 4-064. 



Halfword 


/— Even boundary 


6 


/ — Odd boundary 
7,8,9, 







1 


f 

2 ■ 3 | 


4 , 5 




















Byte 


Halfword 


Halfword 


Byte 



















Signal Name 














Comments 




'Req' FL 


MSC Tag Register 


From Front End 


Examples 




Bit 1 


Bit 2 


Bit 3 


Bits 4 & 5 


Bit 4 


Bit 5 


Bit 6 


Bit 1 


Operation 


Request IOP 
to MSC 


Byte Left Sel 


Reg 1 Sel 


Use Com Reg Sel 


Main Store Sel 


Increment 
(see note) 


Decrement 
(see note) 


Halfword 


Data from MSC 


Use Area 2 Sel 


1 . Store halfword 


Active 


Ignored 


- 


- 


Active (MS) 






Active (halfword) 


Inactive (to MSC) 


- 


7P 15P 


Data is transferred via the MSC data bus and is set into the 
MSC pre-bus in register. In the event of an error, data may 
be switched through to the SVP 


MS | | | 


(MS) 
7P 15P 


Bus | | | 




2. Store byte 


Active 


Active (left) 
Inactive (right) 


- 




Active (MS) 






Inactive (byte) 


Inactive (to MSC) 


- 




The IOP may offer a byte on either the right- or left -half 
of the data bus, as indicated by the line 'byte left sel'. 
The byte is stored into either the left- or the right-half 
of the MS halfword, depending on the low-order bit of 
the address. 

Bit on (1 ): Offered byte enters right side of MS halfword. 

Bit on (0): Offered byte enters left side of MS halfword. 


MS | [ 1 | 


H 


n i I o I i i \®M 


u 


i 


bus | \m\ 








3. Fetch halfword 


Active 


Ignored 


- 


- 


Active (MS) 






Active (halfword) 


Active (from MSC) 


- 


7P 15P 


If an error occurs, the MSC does not suppress outbound 
data. The subprocessor must check the received data and 
initiate corrective action 


MS | | | 


(MS) 
r 7P v 15P 


Bus | | | 




4. Fetch byte 


Active 


Ignored 


- 


- 


Active (MS) 






Inactive (byte) 


Active (from MSC) 


- 




The byte is taken from MS depending on the low-order 
bit of the address (see comments for operation No. 2). 
The fetched byte always appears on the right side of the 
data bus. The left side of the bus is ignored by the 
subprocessor 


ms i mmm wmmm i 


♦ 


Bus I WlglW I [Bight \ 
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Chain Control Lines 



Line Name 


IOP Busy 


IOP Not Operational 


Response to IPU 


Metering In 


Decrement 


Increment 


Halfword 


Data from MSC 


Direction 


To IPU 


To IPU 


To IPU 


To IPU« 


To MSC 


To MSC 


To MSC 


To MSC 




Shared 


Shared 


Shared 




Shared 


Shared 


Shared 


Shared 


Line Level 


Up = Active 


Up = Active 


Up = Active 


Up = Active 


Down = Active 


Down = Active 


Down = Halfword; Up = Byte 


Down = Active 


Explanation 


The IPU tag register bit 4 is 


This line becomes active: 


This line is activated by the 


IPU tag register bit 2 and 


This line when active specifies 


When this line is active, an 


With this line an IOP specifies 


With this line an IOP specifies 




set as a result of a "busy" 


1. If an IOP is not installed. 


selected IOP. 


(Not) 'prevent I/O' activate 


the manner in which the 


IOP specifies the manner in 


the data format that is to be 


the direction of a transfer. 




indication. This tag register 


2. As a result of an IOP error 


In the active condition it 


the 'metering in' line, which 


address that is stored in the 


which the address that is 


transferred. 


Related to the MSC, active 




bit, in conjunction with 'select 


'IOP halt' is connected to 


indicates the following: 


signals to the IPU that an 


MSC-LS (assigned area) has to 


stored in the MSC-LS (assigned 




means: data from MSC, or 




IOP FROM IPU', activates 


the SVP link card and is 


• Beginning of an operation: 


I/O operation is in process. 


be updated. 


area) has to be updated. 




outbound, or fetch. 




the 'busy' line. 


signaled to the SVP. 


channel and device address 










Related to the MSC, inactive 






Simultaneously, the 


valid, proceed. 








means: data to MSC, or 






'prevent I/O' FL is set. 


• End of an operation: channel 




Both lines must be specified, but must not be active at the same 




inbound, or store. 






'Prevent I/O', in conjunction 


and device address stored in 




time. Both lines inactive simultaneously specify not modification. 










with 'select', activates the 


MSC-LS common Register. 




(See also Page 4-064). 








.. , 


'IOP not operational' line. 


In the inactive condition it 
indicates the following: 

• Beginning of an opera tion : 
Condition code stored. 

• End of an operation: CSW 
stored. 











Line Name 


Halt I/O or Device 


Metering Out 


Clock Out 


Lamp Test 


System Reset 


Power On Reset (POR) 


Page Boundary 


Parity of MSC Control Lines 


Direction 


From IPU 


From IPU 


From IPU 


From SVP 


From SVP 


From SVP 


From MSC 


To MSC 






Shared 










Shared 




Line Level 


Down = Active' 


Up = Active 


Down = Active 


Down = Active 


Down = Active 


Down = Active 


Down = Active 


Up = Active 


Explanation 


This line when active signals 
that an I/O op has to be 
terminated. The active line 
causes a* bit to be set into the 
sense register that is located 
on the MSC data and control 
card. The contents of the 
sense register are gated to the 
IOP nucleus, where the bit 
is detected by the micro- 
program. Termination is 
electronic but the mechanical 
operation of the device runs 
to its normal end. 


This line is activated by the 
IPU at the moment when the 
process meters start running. 


This line when active indicates 
that the IPU is running and that 
no exceptional or unusual 
condition exists and prevents 
the changing of enable state to 
disable state (and vice versa) in 
control units. 


This line is activated by 
operating a switch on the 
operator's panel. With this 
line active, all lamps are 
turned on for test purposes. 


This line is activated by the 
manual operation "System 
Reset". With this line active, 
a bit is set into the sense 
register that is on the MSC data 
and control card. The contents 
of the sense register are gated 
to the IOP necleus, where the bit 
is detected by the microprogram, 
which selects the SYSRES 
routine. 


This line is generated when 
power is switched on and 
causes generation of the 'clock 
reset' signal, which resets and 
sets clock ring latches and 
triggers to a defined status, 
(see Op Decode and Run 
Control card on Page 4-120). 


This line is activated from 
the MSC and indicates that the 
next halfword or the next 
byte will be read from, or 
written into, a new page (area) 
of main storage. If this new 
page is the next adjacent one, 
this signal may be ignored. 
If this new page is not the 
next adjacent one the IOP has 
to make available, in sufficient 
time, the new data address. 

The 'page boundary' signal 
is activated during the last 
fetch or store operation 
before the page boundary is 
actually crossed. 


This line is generated from 
MSC tag register bits 4, 5, 
and P in conjunction with 
the 'page boundary' line. 

Parity of the MSC control 
lines represents the parity 
of the chain control lines 
and is used in the MSC 
for check purposes (see 
Page 4-064). 

luPs that serve high- 
speed I/O devices use two 
additional lines ('MSC tag 
parity corr' and MOP use 
are 2') for this parity 
generation. 



Octopus Control Lines 



Line Name 


Interrupt Request IOP 


Request IOP to MSC 


Main Store Sel 


Reg 1 Sel 


Byte Left Sel 


Use Com Reg Sel 


Use Area 2 Sel 


Direction 


To IPU 


To MSC 


To MSC 


To MSC 


To MSC 


To MSC 


To MSC 


(See Note) 


Non Shared 


Non Shared 


Shared 


Shared 


Shared 


Shared 


Shared 


Line Level 


Up = Active 


Up = Active 


Up = To MS 
Down = To LS 


Up = To Reg 1 
Down = To Reg 


Up = Byte Left 
Down = Byte Right 


Up = Active 


Up = Area 2 
Down = Area 1 


Explanation 


An IOP activates this line 
under the following 
conditions: 

(a) Data transfer between the 
IOP and the MSC is 
completed (CE). 

(b) Data transfer between the 
IOP and device is 
completed and the device 
has completed its 
mechanical runout (DE). 

If interrupts of that IOP are 
not masked off and if none is 
waiting with a higher priority, 
the IPU responds with 'select' 


Each IOP has its own request 
line, which identifies the 
requesting IOP and its MSC-LS 
area. Request lines are 
connected to priority networks 
and must remain active until 
the MSC responds with 'select' 


This line specifies access to 
either MS or LS and must 
specify the destination until 
'select' becomes inactive 


This line specifies whether 
register or register 1 of the 
assigned area in the MSC-LS is 
to be used 


On main storage operations, 
the IOP indicates on what part 
of the MSC data bus the byte 
is delivered. 

On local storage operations, 
the IOP specifies into what 
part of the designed register 
delivered data is to be set 


With this line active an IOP 
specifies that delivered data 
is to be set into the MSC-LS 
common register instead of 
register or register 1 of the 
area that is assigned to the 
IOP. 

The automatic selection of 
the assigned area is inhibited. 


This line is used only on those 
lOPs that service devices with 
high data transfer rates, for 
example, direct disk 
attachment. 

The assigned area of these 
lOPs consists of four MSC-LS 
registers to ensure that the 
necessary addresses are 
available in sufficient time 



Line Name 


Select IOP from IPU 


Control Data Link 


MSC Check Bit 1 


MSC Check Bit 2 


Select IOP from MSC 


Direction 


From IPU 


From MSC 


From MSC 


From MSC 


From MSC 


(See Note) 


Non Shared 




Shared 


Shared 


Non Shared 


Line Level 


Up = Active 


Down = Active 


(See text below) 


(See text below) 


Up = Active 


Explanation 


This line signals to the IOP 
that the IPU expects action 
from the IOP. When initiating 
an I/O operation, the IOP 
fetches the contents of the 
MSC-LS common register. 
With interrupt requests the 
selected IOP sets the channel 
and device address into the 
MSC-LS common register 


This line is AIMDed with 'sel 
IOP from MSC and then 
named 'MSC data good'. The 
line 'MSC data good' in 
conjunction with 'MSC tag 
reg bit 7' is used to generate 
'byte left reg' and 'byte 
right reg elk' for outbound 
operations. 


The combination of these two lines represents coded information 
that is determined for the IOP which started the current 
operation 

Bit 1 Bit 2 

Up Up : No checks 

Up Down : Key mismatch and not invalid address 

Down Up : Invalid address 

Down Down : Any MSC circuit check 


Activation of this line informs 
the requesting IOP that its 
request has been accepted. 
The line indicates for what 
duration data and control lines 
have to be kept valid 



Note: Octopus control lines may be shared or non shared. 

Shared lines are common for two lOPs. To prevent confusion (if two lOPs specify a 
shared line differently) a shared line is considered to be active by the MSC only as long as 
'select' is active. (Because only one IOP may be selected at one time, only one IOP 
defines the levels of these control lines.) 

Non-shared lines are individual IOP lines, each IOP having its own line. 
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Supplementary Information 



MS C-LS Common Register Layout 



Left Halfword 
















CR1 


Right Halfword 










CRO 


K 


K 


K 


K 


N 


N 


N 


N 


N 


N 


N 


N 


N 


E 


A 


A 


I 


I 


1 


1 


X 


C 


C 


C 


D 


D 


D 


D 


D 


D 


D 


D 



MSC-LS Common Register Contents 

IPU to IOP for Initiation of XIO 











1 


1 


1 


1 


X 


c 


c 


c 


D 


D 


D 


D 


D 


D 


D 


D 



— V— 

Ignored 



J \ 




Control Register Bit 
specifies block multiplexing 
(channels and direct disk 
attachment only) 



IOP to IPU after Initial Selection of Device 



K 


K 


K 


K 


N 


N 


IM 


N 


N 


N 


N 


N 


N 


E 


A 


A 











w 



v 

(Not used) 




0001 (LCL Stored) 
0000 (LCL not stored 
and CC^ 01) 



Condition Code 
00,01, 10, 11 



IOP to IPU for Normal Interrupt Request 











I 


I 


I 


I 


X 


c 


c 


c 


D 


D 


D 


D 


D 


D 


D 


D 



— v — 

Ignored 



J V 



— v — 

0000 



v^ 



Channel 
Address 



"V 

Device 
Address 



Block Multiplexing Control 

When bit of Control Register is set, disk files operate in 
block multiplexing mode and interleaving is allowed. For 
example, if command chaining has been specified and 
channel end is presented separately from device end, the 
channel or CTL-interface logically disconnects from the 
control unit to make the interface available for other disk 
operations. In block multiplexing mode, the channel or 
CTL-interface also provides a 'channel available' interrup- 
tion to indicate to an instruction which previously caused 
a channel busy response (condition code 2) that it may now 
proceed. 

The E bit is set by the IPU for all IPU and IOP communica- 
tion and in all normal cases is reset by the selected I OPs. 
If an E bit is not reset at the end of an IOP-IPU communica- 
tion, this condition signals the IPU that something is 
wrong (microprogram did not read the instruction and 
causes the IPU to go to machine check IRPT). 



IOP to IPU to Ignore Interrupt Request 



x c c c 



— v — 

Ignored 



J V. 



Note: The instruction identifiers are listed on Page 1-030. 



I/O Condition Codes 

• Resulting from certain tests performed by the IOP a condition code (CC) is 
formed. This condition code is generated within the IOP and is set, via the 
MSC-LS common register, into PSW bits 34 and 35 

• The condition code is set after initiation and after execution of an I/O instruc- 
tion, thereby releasing the IPU-MSC for further processing 

• The condition code indicates whether or not the IOP has started or executed 
the operation, and also indicates the reason for the rejection (see diagram 
below) 

• Subsequent 'branch-on-condition' operations can be used to decide what 
actions have to follow. 



Conditions 




Condition Codes 








SIO 


TIO 


HIO 




TCH 


Available 


00 


00 


01 




00 


Interrupt pending in the device 


01 


01 


01 




00 


Device is working 


01 


01 


01 




00 


Device is not operational 


11 


11 


11 




00 


Interrupt pending in subchannel 


10 


01 or 10* 


00 




00 


Subchannel working 


10 


10 


01 or 


00* 


00 


Subchannel is not operational 


11 


11 


11 




00 


Interrupt pending in channel 


(Note 3) 


(Note 3) 


(Note 3) 


01 


Channel working 


10 


10 


10 




10 


Channel is not operational 


11 


11 


11 




11 



Notes: 

1. Condition code 01 indicates that either a complete CSW or the status portion of a CSW is 
stored 

2. Condition codes marked with *: 

The first condition code is for the addressed device 

The second condition code is for another device (but only if it uses a shared UCW of the 

multiplexer channel) 

3. A channel that contains a pending interrupt appears the same as an 'available' channel. 
The condition code depends upon the state of the subchannel and the device. 



The 'STIDC instruction is not handled in the same manner as the other I/O 

instructions (see Rages 2-015 and 2-185 for further information). 

The STI DC condition codes are generated entirely within the I PU and are as 

follows: 

00 : Indicates that the channel identification is correctly stored 

01 : Indicates that the CSW is stored 

10,: Indicates that the channel is active, but execution is prohibited 
1 1 : Indicates that the channel is not operational. 



Interrupts 

• At the completion of an I/O operation, the IOP requests an interrupt 

• If this interrupt is accepted (that is, it is not masked off and none is waiting 
with a higher priority) the following events happen: 

The Interruption code (device address) is stored into MSC-LS common 
register 

The CSW is stored into main storage 
The interrupt condition is reset 
The PSW is exchanged in the IPU 

The interrupt handling routine in the operating system evaluates the CSW 
and initiates the appropriate steps 
» In the example below, the PSW exchange (that is, store old PSW, load new PSW 
to lead to interrupt handling routine) is performed automatically in the IPU. 



SIO 



Initial Selection 



Channel End 



Data Transfer 

I I - ' 



Interrupt Request 



Store CSW 



Exchange PSWs 



Terminating with a 'load 
PSW instruction provides a 
return to the main program 



Interrupt Handling 



(operating system) Load PSW 



If an interrupt is not accepted it is stacked. (Channels and/or I/O devices that 

have stacked interrupts respond to subsequent SIO instructions issuing the 'busy' 

status) 

When an interrupt is stacked, a 'TIO' instruction may be used to clear the 

interrupt condition, but a condition code is set 

In the example below, the PSW exchange is not performed automatically. The 

period called 'status processing' can be part of any program depending on the 

operating system that is being used. Further actions by the operating system 

depend upon the result of status processing. 



SIO 



Initial Selection 



Channel End 



Data Transfer 



Interrupt Request 



TIO 



Store CSW 



Set CC 



Status Processing 

II 

(operating system) 
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I OP Microprogram 



2-180 



IOP Microprogram 

Task and Operation of lOPs 

The IOP, in connection with one or more front ends, 
controls I/O operations and links one or more I/O devices 
toSVP, IPU,and MSC. 

The IOP initiates I/O operations, performs data transfers 
between I/O devices and the MSC and terminates I/O 
operations. 

The IOP may be considered as a common and standardized 
part of an I/O attachment. The front ends in turn are those 
parts of an attachment, that fulfil the individual require- 
ments of the I/O devices to be attached to an IOP. The 
front ends represent implementation of the required 
circuitry, and perform those functions that exceed the 
capacity of the IOP. 

Each IOP is controlled by its own device oriented micro- 
programs (see example on page A-500). These individual 
microprograms are stored in the control storage of each 
IOP and are loaded under control of the SVP during IMPL. 

After IMPL is successfully completed each IOP idles in 
its basic loop and waits for selection or I/O service requests. 

These microprograms may either run in: 

• Normal mode, or 

• Time slice mode. 

Normal mode may be used if only one microprogram (or 
routine) is to be executed. Time slice mode allows the 
execution of several microprograms (or routines) simul- 
taneously. 

Time slicing here means that the execution of one or 
more microinstructions of the one routine is followed by 
the execution of one or more microinstructions of another 
routine, but in a pre-determined sequence. 

Execution of one or more microprograms (or routines) 
is controlled by index words. Index words consist of: 

• A pointer portion, and 

• A link portion. 

The pointer portion points to the Instruction Address 
Register (IAR) that holds the control storage address of 
the instruction to be executed, while the link portion 
always leads to the next index word. (See also pages 
3-050 and 3-500). 

These index words (or chain of index words) are 
generated during initialization, after IMPL has been 
successfully completed. 

These may be altered in a pre-determined way (according 
to the time requirements of the attached I/O device) during 
execution of the microprograms either by: 

• Load ALS instructions, or 

• Trap bits. 

Load ALS instructions allow the overwriting of ALS 
registers, while the trap bits are directly ORed to the link 
portion of an index word in the lOPs circuitry. 



The last index word of the chain always leads back to the 
first index word of the chain. 

This ensures execution of microinstructions and routines 
in a proper and pre-determined sequence. 

A chain of index words may also be defined as a time 
slice period. 

Normally an IOP runs in its basic loop monitoring: 

• Select from IPU and 

• I/O service requests. 

This basic loop mainly consists of a number of test and 
branch operations. 

After selection of an IOP by the IPU, the IOP fetches, 
under control of its own microprogram, all necessary 
information from the MSC, to execute an I/O instruction. 

After the I/O instruction is initiated, the IOP releases the 
IPU for further processing, while the IOP supervises the 
execution of the I/O operation under control of its own 
microprogram. 

For data transfers of IOP '8' and IOP '9', the IOP requests 
service from MSC because data transfers are microprogram 
controlled. 

For data transfers of IOP 'A', the front end circuitry 
requests service from MSC because here data transfers are 
circuitry controlled. 

If a request is accepted by the MSC, the MSC activates its 
select line and the data transfer takes place. 

After the data transfer is completed, MSC inactivates its 
select line, the IOP continues in its microprogram, and 
either the IOP or the front end prepares the next data 
transfer. 

After the last data byte has been handled, the status byte 
is generated and the IOP activates its interrupt request line 
to IPU. 

If the interrupt is accepted by the IPU (none waiting 
with higher priority, and not masked off) the IPU selects 
the requesting IOP. The IOP stores the I/O device address 
(interruption code) into the MSC-LS common register and 
CSW information into main storage. 

The IOP signals to the IPU, when this information transfer 
is completed. This causes the IPU to continue in its own 
program which normally is the interrupt handling routine, 
while the IOP returns to its basic loop, waiting for next 
select or I/O service request. 



Because lOPs are controlled by their own individual 
microprograms, the flowcharts on the following pages can 
show only the conventionthat all IOP microprograms have 
to follow. 

For individual and detailed information refer to respec- 
tive front end documentation. 

Execution of IOP microinstructions and cycle arrange- 
ment is shown in Chapter 3. 



IMPL under control of SVP 



C 



Start IOP 



J 



Initialization 



Clear IOP interfaces 
Set up local registers 
Clear Mode buffer 
Set up local zones 
Set up external registers 
Set up external zones 
Force correct ALS and 
ZLS parity 
Set up start address 
Generate index words 



Basic Loop 



IOP Microprograms 



IPU/IOP Communications 

• Microprogram convention 

IPU Microprogram (that part which controls the lOPs) 



H IOP Microprogram Principle 



Inactivate 'select' 



FT 



c 



Fetch instructions 



J 



From Page 
2-186 



Calculate effective 
I/O address 



Set condition code to 3 
and go to next I -phase 



Set program check into 
CSW. Set condition code 
to 1 and go to next l-phase 







Load address and instruc- 
tion identifier into MS-LS 
common register 



Activate select 



Start timeout 



Store information into 
MS locations 168 to 171 
(decimal). Set condition 
code to and go to next 
l-phase 



This loop is called 

* Basic Loop or 

• Main Loop. 

In this loop an IOP 
idles as long as it will 
be selected or an I/O 
service request 
becomes active. 



IMPL under care of SVP 



Initialization 



J 




Set condition code to 3 
and go to next l-phase 
(which could belong to 
the machine check hand- 
ling routine) 



Yes 



From Page 
2-190 





Wait for response. Set 
busy and status modifier 
into CSW. Inactivate the 
HIO/HDV line and inact- 
ivate the 'select' line. Set 
condition code to 1 and go 
to next l-phase 



Yes 



No (SIP) 



Set key mid CCW address 
into MSC-LS common reg. 



Inactivate 'select' 



Set condition code to 3 
and go to next l-phase 
(which could belong to 
the machine check hand- 
ling routine) 



Inactivate 'HIO/HDV 
line 



Inactivate 'select' 



- i=7 



Inactivate 'select' 



J^ 



Start timeout 



$ 



To Page 2-186 



^ 



Inactivate 'select' 



Set condition code to 2 
and go to next l-phase 



To Page 2-186 



— i m 



Set busy and status mod- 
ifier into CSW. Set con- 
dition code to 1 and go to 
next l-phase 



Fetch address and 
Instr Identifier from 
MS-LS Com Reg 



See details on page 2-190 



Response to IPU 



Activate response 



31 



Wait for select off 



"^ 



Wait for select off 



Set cond code 3 into 
MSC-LS common register 



I c J To Page 
\y 2-186 



O— 



W, 



Page 
86 
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Note: Be aware, that the principle, that is shown here, is not as complete 
as the microprogram listing and therefore is not correct in all instances. 
For more details, oafer to individual microprogram documentation in 
the front end books or microprogram listings. 




TRAP 1 requ FL is set, that 
in turn forces microprogram 
to data handling routine 



Microprogram prepares the 
data transfer, only. 
Complete data handling is 
done by the front end 
circuitry 



A request bit is set, that in 
turn causes the micro- 
program to branch to data 
handling routine 



zs: 




Last byte handled 
Yes 



Return to basic loop and 
wait for next service requ 



Log 



Wait for select off 



-$ 



_V 



Wait for select off 



Request Interrupt and 
return td Basic Loop 



© 



IOP Microprogram. (continued) 



2-185 



Principles of 
Operation 
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IOP Microprogram (continued) 



2-186 



IOP Microprogram (continued) 

IPU/IOP Communications (continued) 



IPU Microprogram 

From Page 2-185 
A 




From Page 2-185 



Yes 



Set condition code into 
MS-LS common register 



Set condition code 1 into 
MSC-LS common register 



I Go to next l-phase J 



(Initiate machine \ 
check interrupt J 




Read condition code from 
MSC-LS common register. 
Set condition code into 
machine program (PSW) 



;IOP Microprogram 

From Page 2-185 



^ 



From Page 2-185 
D 








Yes 




Test status of operation 


OPSTAT 2 


OPSTAT 3 or 5 


OPSTAT 4 
or device not 
ready 


Device ready 


Set condition 
code 2 


Reset IRPT 
condition 




Set condition 
code 


Store CSW into main storage 


Set condition code 1 




Fetch key and CCW 
address from MSC-LS 
common register 



Test status of operation 



OPSTAT 3 or 5 



Set condition 
codeO 



OPSTAT 4 or 6 



OPSTAT 2 



Terminate 
transfer 



Store status into CSW in main 
storage 



Set condition code 1 





Test status of operation 





OPSTAT2or3 


OPSTAT 4 


OPSTAT 5 


OPSTAT 6 


Set condition 
code 3 




Reset IRPT 
condition 


Fetch and 
check CCW 


Initial select 


If initial status 
is at zero set 
condition code C 


Store status into CSW in main 
storage 


Set condition code 1 



Inactivate response 



Inactivate response 



Inactivate response 



Inactivate response 



OPSTAT = Status of Operation 

This operation status shows the progress of each operation. With each individual IOP microprogram this 
operation status may be used according to device specialities as long as the following rules are followed: 

OPSTAT is defined as follows: 

OPSTAT 1 = Time of communication with IPU between activating "select" and inactivating "response". 

OPSTAT 2 = Time between OPSTAT 1 and CHE IRPT request. 

OPSTAT 3 = Time between OPSTAT 2 and CHE IRPT request. 

OPSTAT 4 = Time between OPSTAT 3 and DE I RPT request. 

OPSTAT 5 = Time between OPSTAT 4 and DE I RPT request. 

OPSTAT 6 = Time following OPSTAT 5 (after operation is completed, which means = available again). 

OPSTAT 3 and OPSTAT 4 do not exist, if CHE and DE occur together. 



r±) 



to page 
2-185 




gjg The IOP has activated its 'interrupt request' 
•Si; line and waits in its main loop for 'select' 
(or service request) 



Yes 



Analyze which IOP is 
interrupting. Set the 
interrupt identifier into 
MSC-LS common register 



Activate 'select' 



Start timeout 





Response 



To page 
2-185 



No 




If not in sufficient time, 
initiate machine check 
interrupt 



Yes 



Fetch I/O address from 
MSC-LS common register 



Inactivate 'select' 



Set I/O address into 
main storage locations 
186 and 187 (decimal) 



Exchange PSW 



Wait for "response off 



Go to next l-phase 
with new PSW 




From page 
2-186 




Set device address into 
MSC-LS common register 



Ac tivate 'response' 

l 



Reset interrupt conditions 



Store status bytes into 
CSW in main storage 




Wait for "select off" 



Store complete CSW into 
main storage 



Yes 




Store LCL into main 
storage locations 176 to 
179 (decimal) 



Set condition code 1 into 
MSC-LS common register 



Fetch address and 
instruction identifier 
from MS-LS common 
register 
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IOP Microprogram (continued) 



2-190 



Principles of 
Operation 
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I OP Microprogram (continued) 



2-195 



IOP Microprogram (continued) 



Indirect Data Addressing 

Indirect data addressing may also be used with CCWs. If 
so, the IDA flag is set, indicating that the data address is 
an indirect address. 

The indirect address has to be converted to the actual 
data address before data transfer may start. This means 
that the indirect address of the CCW is transferred to the 
MSC-LS and addresses the IDA list in main storage. 
• An actual data address is transferred to the IOP, where 
the actual data address is checked, stored, and again 
transferred to the MSC-LS. Data transfer can now start. 
The very first address fetched from the IDA list, can 
specify any byte location in a storage page or area, but 
subsequent addresses must specify the first page 
address for forward operation, or last page address for 
backward operation. 

If the address fetched from the IDA list does not 
conform to system architecture, the IDA check indicator 
is set. This results in a program check as soon as the new 
address is used. 

For more information about indirect addressing and 
paging, refer to 3125 Processing Unit, Main Storage 
Controller, Maintenance Library Manual, Order No. 
SY33-1061 and 3125 Processing Unit, Instruction 
Processing Unit, Maintenance Library Manual, Order No. 
SY33-1062. 

For a definition and use of chain control line "page 
boundary", see the following page 2-120. 



C 



X 



SIO 



3 



Analyse CCW 




Yes 



CCW contains real 
data address 



Set data address 
into MSC-LS 



Data transfer 



Data is transferred. If 
page boundary crossing 
is signaled and next 
address is not located on 
next adjacent page, the 
new data address has to 
be delivered from the IOP 
in a certain time 



CCW contains address 
from IDA list 



IOP microprogram 

controls: 

I DA to MSC-LS, 

Real address to IOP, and 

Real address to MSC-LS 




Data is transferred. 
Simultaneous with the data 
transfer, the IOP micro- 
program branches (via a 
trap) to a routine that 
fetches a new address from 
the IDA-list. (Necessary 
cycles are stolen from data 
transfer.) The new address 
is checked and set into the 
MSC-LS area 2 



Chaining 

IOP activity started by an 'SIO' instruction may be 
continued by fetching a new CCW instead of using a 
second 'SIO' instruction. Chaining is indicated by a flag 
in the CCW. 

Chaining proceeds in an ascending order of addresses, 
which means that the new CCW address is obtained by 
adding "eight" to the address of the currently used CCW. 
This indicates that chaining only takes place between 
CCWs that are located in successive doubleword locations 
in storage. 

If CCWs that are located in non-contiguous storage areas 
are chained, a CCW using the 'transfer in channel (TIC)' 
command has to be used. 

Two types of chaining are available: 
Data chaining (CD) 
Command chaining (CC). 

Data Chaining (CD) 

In data chaining, the new CCW provides a new start 
address for the new data storage area only. Data chaining 
is considered to occur immediately after the last data byte 
designated by the current CCW, has been transferred. 



Command Chaining (CC) 

In command chaining, the new CCW provides a new 
command and specifies a new I/O operation. The IOP 
fetches the new CCW and initiates the new operation 
after receipt of the 'device end' signal of the current 
operation. Completion of the current operation does not 
cause an I/O interruption. 



'IOP Busy' Line 

In opposition to lOPs that serve low-speed I/O devices (for 
example card reader, card puncher, line printer, 
communication adapter) other lOPs sometimes may not 
be able to answer the 'select' from the IPU. In this 
instance, the busy IOP periodically tests its 'HIO/HDV 
line (bit 2 in the sense register); (see Page 4-068) and 
keeps its 'busy' line active. 

The flowchart below illustrates the microprogram 
principle. 



No 


^ 'HIO/HDV ^^ 
^^ line active ^S* 


Yes 






' 


HDV 






Reset 'busy' and fetch 
MSC-LS common register 


^s^ Busy 




^^ HIO or 


HDV J> 

HIO 


with >v 


Yes 




^. address I/O ^s^ 
[No 








Activate response 


Terminate transfer, 
activate response, reset 
chaining (if any), and 
set condition code 






Wait for "select off" 












Reactivate "busy" 


Wait for "select off" 






















Inactivate response 
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Microinstructions 



3-010 



Chapter 3. Operational Details 

Microinstructions 

Visual Index of Groups 

• lOPs are microprogram controlled and use their own microprogram language. 

• Each microinstruction is 3 bytes or 6 hexadecimal characters wide. The first 
hexadecimal character is not used directly so that each microinstruction 
consists of 20 function bits. 

• The I OP microprogram language consists of four main groups of instructions. 

• These groups are: 



Microinstruction 
Group 


Definition of Microinstructions 


C-Field Bits 2, 
3 Part of 3rd 
Hex Character 


Y-Field Bit 
Part of 5th 
Hex Character 


1 


Branch Instructions 

Test Bit and Branch Instructions 


00 
01 


U 



2 


Data Store/ Load Instructions 


01 


1 


3 


Move Instructions 


10 


u 


4 


Logic Instructions 


11 


u 



Further definition of the single microinstructions is achieved by decoding: 

C-Field bits 4 to 7 

R-Field bit 2 

Y-Field bits and 1. 
For more details refer to the following pages: 

Description of microinstruction groups, pages 3-015 and 3-020. 

Microinstruction decoding, page 3-030. 

Access cycle (all instructions), pages 3-050, 3-055. 

Process cycles, microinstructions of 
Group 1, pages 3-1 XX 
Group 2, pages 3-2XX 
Group 3, pages 3-3XX 
Group 4, pages 3-4XX. 



Group 1: IOP Branch Instructions 

Primary Function: The microprogram branches to another instruction anywhere 
in the control storage instead of continuing with the next sequential instruction. 
The branch may be unconditional or depend on a certain condition. 

Secondary Functions: Program level switching is possible in case of a successful 
branch. 

Group 2: IOP Data-Storage Instructions 

Primary Function: The primary function either stores a byte from a register into 
data storage or loads a byte from data storage into a register. Multibyte transfer 
is possible if the multiple byte bit (ALS-B bit 0) has been set by a previous instruc- 
tion. In such a case storage- and register-address will be incremented by one after 
each byte transfer. The operation is repeated until a double word boundary (8 
bytes) in the register area is reached. In other words the operation is ended after 
a register with three low order one-bits in its address has been loaded or stored. 

Secondary Functions: It is possible to increment or decrement the data-storage 
address contained in the register defined by the R-field. It must be emphasized 
that this type of increment/decrement has nothing to do with the incrementing in 
multibyte transfer. It is performed before the byte transfer, therefore, it affects 
the program only when this instruction is executed the next time. 

Group 3: IOP Move Instructions 

Primary Function: To move a byte of information from one location to another. 

Secondary Function: With the "move" and "move crossed" instruction, level 
switching (main routine to subroutine and vice versa) is possible. 

Group 4: Logical IOP Instructions 

Primary Function: The contents of the 'From '-register and the 'To'-register are 
logically combined by the ALU (Added, ANDed, ORed or Exclusively ORed). 
Unless it is a test type instruction, the result is stored into the 'To' work register 
defined by the R-field. 

Secondary Functions: The ALU condition code is set depending on the ALU out- 
put to indicate whether the ALU output (D-register) was zero or not and to 
indicate a carry or no carry out of the high order position of the ALU. 

With test operations (mnemonic Txx..) the result is not stored into the 'To' 
work register, because the purpose of these instructions is only the setting of the 
ALU condition code. 

With suffix 'U' instructions MIAR and SIAR will be interchanged (level 
switching). , ' 



Groups 1 & 2 

The contents of the op-register is divided into three portions called: C-, R-, and 

Y-field. 

Generally: 

C-f ield represents the op-code. 

R-field represents the to register. 

Y-field represents either the from register or immediate data. 



Group 1 

Branch Operations 



Group 2 

Load and Store Operations 



Test and Branch on Bit Conditions 

• These instructions allow branching if: 

One bit is "on" or "off" 
All bits are "on" or "off". 

• C-field bit 4 specifies whether branch is performed on the bits "on" or "off" 
condition. 

• C-field bits 5, 6, and 7 specify the bit (within the byte) that is to be tested. 

• R-field indirectly specifies the byte that is to be tested. 

• Y-field contains the low-order part of the branch address (to be loaded into 
CSAR if the branch is successful). 

Unconditional Branch 

• Branch address is the R- and Y-field. 

• If C-field bit 5 is "off", R-field is set into the high-order portion of CSAR and 
Y-field is set into the low-order portion of CSAR. 

• If C-field bit 5 is "on", Y-field specifies a register. The content of this register 
is set into the low-order portion of CSAR. 

Conditional Branch 

o These instructions allow branching on conditions that were set in previously 

performed arithmetic or logical instructions. 
o R-field is set into the high-order portion. 

• Y-field or the content of the register specified by Y-field, is set into the low- 
order portion of CSAR, according to the setting of C-field bit 5. 

• The branch condition is the ALU condition code of the cycle in which the 
branch operation is performed. 

Note: In the event of time slicing, the branch address is stored in ALS and not 
set into CSAR. The branch address then becomes active when the pointer of 
the program, interrupted by time slicing, becomes active again. 



Load Single Byte 

• R-field contains a local or external register address, which in turn contains the 
displacement portion of the control storage address. 

• The contents of this register is set, via the ALU into CSAR-D. 

• The block portion of the control storage address has to be set into CSAR-B by 
a separate instruction. 

• C-field bits 5 to 7 specify the amount of increment and decrement and C-field 
bit 4 specifies whether the address has to be incremented or decremented. 

• Y-field specifies any register into which control storage data is to be set. 

Store Single Byte 

• This instruction uses the same principle as the load operation except that the 
flow of the data is reversed. 

o Y-field specifies any register, from which data is stored into control storage. 



Load and Store Multiple Byte 

• These instructions allow fetching or storing of up to eight bytes. 

o Data is transferred to or from DLS registers only. (The external registers may 

not be specified.) 
o The number of bytes to be transferred is determined by the location of the 

first (or "start") register within an eight-register block. 
o If the first register of a block is specified, eight registers are transferred. 
o If the fifth register of a block is specified, three registers are transferred. 
© The "start" register is specified by the Y-field of the instruction. The 

succeeding registers are addressed in ascending sequence up to the next byte 

block boundary. 

Note: In the event that one of these operations is interrupted by time slicing, 
the necessary addresses are stored in the DLS and ZLS. 

With LIST operations data and displacement registers must not both be 
external. 
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Microinstructions (continued) 



3-015 



Operational 
Details 
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Microinstructions (continued) 
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Microinstructions (continued) 

Groups 3 & 4 

Group 3 

Move Operations 

Immediate Data into Register 

• This instruction loads Y-field into the register that is specified by R-field 

Register to Register 

• These instructions allow the transfer of data from register to register 

• R-field specifies the to register 

• Y-field specifies the from register. 

Immediate Data into ALS, ZLS, or SVP Link 

• These instructions allow loading of Y-field into either ALS, ZLS, or SVP link 

• ALS, ZLS, and SVP link are specified by the C-field 

• R-field specifies the to address or control information. 

Register into ALS, ZLS, or SVP Link 

• These instructions set the contents of a register that is specified by the Y-field 
into either ALS, ZLS, or SVP link 

• ALS, ZLS, and SVP link are specified by the C-field 

• R-field specifies the to address or control information. 

SVP Link Data into Register 

• These instructions allow the transfer of data from SVP link into local or 
external registers of the I OP 

• Y-field specifies the to register, C-field specifies the SVP link, and R-field 
contains the from address. 



Group 4 

ALU Operations 

Immediate Data and Register with Result 

• One operand is represented by the immediate data in the Y-field of the 
instruction itself 

• The second operand resides in the register that is specified by the R-field 

• The result is set into the to register, which means that the original second 
operand is overwritten 

• An ALU condition code is stored into the ALU condition code buffer 

• ALU conditions are: 

ALU zero or not 
ALU carry or not. 

Immediate Data and Register without Result (ALU Condition Code Only) 

• Logically, these operations are the same as for "Immediate Data and Register 
with Result" with the exception that the result is not stored. (Both operands 
remain unchanged) 

• An ALU condition code is stored into the ALU condition code buffer. 

Register and Register with Result 

• Both operands are represented by the contents of the registers. (A register may 
be either local or external, but only one register is allowed to be external) 

• The logical result is set into the to register, which means that the second 
operand is overwritten 

• An ALU condition code is stored into the ALU condition code buffer. 

Register and Register without Result (ALU Condition Code Only) 

• Logically, these operations are the same as for "Register and Register with 
Result" with the exception that the result is not stored. (Both operands 
remain unchanged) 

• An ALU condition code is stored into the ALU condition code buffer 

• Only one register is allowed to be external. 



Decoding of Microinstructions 



• This table shows the decoding of the op-register 
contents for the different microinstructions. 



Hex characters on screen 


DS 


L/ST 


1 


CS 
Pty 


2nd 


3rd 


4th 


5th 


6th 



These lines on the right-hand side of the 
table lead to microinstruction groups, 
which are defined by letters. These 
labels represent abbreviations that are 
used for microinstruction groups 



Instruction 
Group 



Instruction 



Test Bit and Branch 



Branch on Condition 



Store 



Load 



TB on 
TB off 



BC 
BCR 



Bit "on" 



Bit "off 



Immediate 



Register 



SDEC, SINC 



LDEC, LINC 



Store Byte Immediate 



Load Byte Immediate 



Move 



LBR 



LBI 



MV 



MVX 



Store Byte from Register 



(SABI) 



(SADI) 



(SZI) 



(SLKI) 



Straight 



Crossed 



(SABR) 



(SADR) 



(SZR) 



(SLKR) 



Load SVP Link to Register 



LLKR 



Logic 
Instructions 



Y-field contains 
immediate data 



Y-field contains 
register address 



Test only 



With store 
result 



Test only 



With store 
result 



C-Field 



Bit position to 
be tested 



ALU cond 
code mask 
(Note 4) 



Incr/Decr 
amount 



ALU 
function 

00 = AND 

01 =OR 
10 = XOR 
11 -ADD 



R-Field 



2 

Note 5 



Address of register that contains 
byte to be tested 



Block portion of control 
storage address 



Register that contains the 
control storage address 



ALS-B address 



ALS-D address 



ZLS address 



SVP link address 



"To" register 



ALS-B address 



ALS-D address 



ZLS address 



SVP link address 



SVP link address 



"To" register 



Y-Field 



2 

Note 5 



Displacement portion of control 
storage address 



Address of register that 
contains displacement 



"From" register 



"To" register 



Immediate byte 



"From" register 



"To" register 



Immediate byte 



"From" register 



TB ops 




MV ops 



AL ops 



ALR ops 



Legend 



(Not used) 

(Not used, but is set to zero) 

Identifier for 'suffix-U' microinstructions. If this bit is 
"on" after the execution of the microinstruction, lARs 
are exchanged. (For further information, see Page 3-040.)i 



Notes: 

1. Bit C4 = - Increment (+ve) 
Bit C4 = 1 — Decrement (— ve). 

2. Bit C4 = - Bit "off" condition 
Bit C4 = 1 — Bit "on" condition. 

3. Bit Y1 = 1 - ALU performs normal AND, OR, and XOR 

functions 
Bit Y1 = - ALU performs ADD function, with bits C6 and 
C7 decoded as follows: 

Function 

ADD normal (reset previous carry) 
ADD carry to bit 7 (previous carry) 
ADD external bit (external carry) 
ADD '01' (forced carry) 

4. The ALU condition code masks are as follows: 

Mask 

No condition 

1 Zero 

1 Not carry 

1 1 Zero or not carry 

5. Bits R2 and Y2: 

If "on" specify external registers 
If "off" specify local registers (DLS) 

Exceptions: 

Bit R2: if LSC ops 

Bit Y2: if immediate data 



Bit 


Bit 


C6 


C7 











1 


1 





1 


1 


ie ALU co 


Bit 


Bit 


C6 


C7 



Group 1 Microinstructions see Pages 3-1xx 
Group 2 Microinstructions see Pages 3-2xx 
Group 3 Microinstructions see Pages 3-3xx 
Group 4 Microinstructions see Pages 3-4xx 
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Microinstructions (continued) 



3-030 
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Microinstructions (continued) 



3-040 



Microinstructions (continued) 

'Suffix U' Microinstructions 



SAB-Op 



C-Bus Bit 5 



Clock Ring Bus T61 



Y-Bus Bit 



Op-Decode and Run Control 

ALD E*136 



ALS/CSAR 

ALD E*166 

if not otherwise noted 



OE 
(Odd) 



T61 S-Mode Op 



LBR-Op 



BC-Go 



ALR-or LST-Op 



OR 



Mode Bf r Wr Gate 



Access Mode Register 



ALSAR 



Set SR Mode 



OR 



a 



4 

EM67 

Process Mode 
Register 



Mode Bfr 



o 



The microinstruction groups that allow the lARs to change are 
ANDed with Y-bus bit (which is also called "suffix U" bit) to 
generate the 'mode bfr wr gate' signal. 



'Mode bfr wr gate' is XORed with the existing mode to generate 'set 
SR-mode'. Thus, if SR-mode does not already exist, 'mode bfr wr gate' 
switches to SR-mode; if SR-mode already exists, 'mode bfr wr gate' 
resets SR-mode. 

The contents of the mode buffer are set into the ALSAR via the 
access mode register and the SR bit "on" or "off" causes a change 
of lARs by addressing different locations in ALS. 





I OP Cycle 


I OP Cycle 




No. 


Signal 


I 9 


0|1 |2|3 |4|5 |6|7|8|9 


|1 |2|3|4 |5|6|7|8 |9 





1 


T02 Op Reg Clock, 
Op-Reg Content 
T61 S-Mode Op 
T35 Index Clk 
T12 Proc Ptr Clock 
T78 Mode Bfr Wr Pulse 
T42 ALSAR Clk 










2 










3 
















4 










5 










6 




— 






7 








I 










^^\. ""•KX::: ft< ... 



Microinstruction in op-register 

At the beginning of an access cycle the "mode" 
is analyzed. 

During this time the mode that was found is set into 
Access Mode Register 

During this time the mode is set into the process pointer 
register 

During this time the mode is set into the mode buffer 

During this time the mode is set into the ALSAR to 
address the desired I AR in ALS 



Access Cycle for all Instructions 

All microinstructions of the IOP microprograms (except 
those for data load/store operations) are performed in two 
cycles: 

• The access cycle, during which an instruction is fetched 
from control storage 

• The process cycle, during which an instruction is 
actually executed. 

Because the access cycle is the same for all instructions, 
it is documented only once. 

The representation of this access cycle may be used in 
connection with the documentation of process cycles of 
all instructions or instruction groups on the pages that 
follow. 

Access cycle/process cycle principle and timing is shown 
on page 3-055. 



Each access cycle may be subdivided into steps, that are 
performed in the following sequence: 



I 



Link from previous index 
word is set into ALSAR 



Contents of ALSAR 
addresses ALS to read out 
next index word 



Pointer of this index word 
now becomes the access 
pointer and is set into 
ALSAR 



Contents of ALSAR 
addresses ALS to read out 
corresponding IAR 



Contents of this IAR is set 
into CSAR and used to 
address control storage 



Contents of addressed con- 
trol storage position is set 
into op-register 



The instruction is decoded, 
analysed, and the gates, 
necessary to execute the 
instruction, are now 
generated 



X 



Continue with any process 
cycle on one of the pages 
that follow 



T 



During process cycle, with 
ALS-D write pulse (T23) 
modified CSAR-D is res- 
tored into ALS-D. At this 
time the access pointer in 
ALSAR addresses ALS 



T 



ALS-D In Switch 




Modifier 
1 



Index-Register 



WWUIlllPMK'.HIiaMa ..'■'I.Wimj»!lU),l.aUnijMU.,H t NU^WM|B 

E*16* 




ll'll'-'"-T. l JyU"fc 



BTJiiswgftrait 



ZLSAR 



ZLS 



ZLS-Out Register 



External Zone Register 



T 




DLS/ZLS In Switch 



DLSAR 



-.■..«-s.wJi«j"-.M!jpyej. 



DLS 



Modifier 



E*19\20* 



/ 



Pointer 



Control Storage 
Data In Buffer 



■■ Control Storage 



Op* Register 
C | R | V 



CRY-Switch 




A-Register 



B-Register 



Digit Switch 



ALU 



E*22* 
23* 



D-Register 



E*2* 



E*10* 
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licroinstructions (continued) 



3-055 



Microinstructions (continued) 



Access and Process Cycle 



Access and process cycles overlap. This leads to the impression that the 
instructions are performed in only one cycle. 
The overlapping is implemented according to the following scheme: 



Pn-1 



The sequence in which the microprogram is executed, is controlled 
by index words, which consist of a pointer and a link portion. 

The pointer indicates an IAR, that holds the control storage 
address of the instruction to be executed, while the link leads to the 
next index word. 

On the right, the flowcharts show the steps or actions performed in 
an access and process cycle, while the timing chart shows when these 
steps or actions are performed within the appropriate cycle. 

Details of process cycles for individual microinstructions are shown 
on the pages that follow. 

See also pages 3-500 to 3-550 for microprogram control with and 
without time slicing and trapping. 



• Actions during access and process cycles: 

X 



Set link into ALSAR 



Index word in ALS-out 
register 



Address mode buffer 



Pointer and mode in 
index register 



Access pointer in ALSAR 



Control storage address 
in CSAR 



Addressed control storage 
position in op-register 



Access pointer in ALSAR 



Restore modified control 
storage address 



Store pointer for use 
during process cycle to 
address ALS, ZLS, ALU 
condition code buffer 
control storage data in 
buffer 



Execution of instruction 
according to contents of 
op-register 



Process pointer in 
ALSAR, used in 
connection with T78 
ALS-D write pulse 



Generation of write 
pulses to store, results of 
process cycle into defined 
registers now addressed 
by the process pointer 



I 



Arrangement and timing of IOP cycles 



ALSAR Clock (T42) 

Link in ALSAR (SX, SY) 

ALS-Out Registers Clock (T61) 

Index word in ALS-Out register 

Index Register Clock (T35) 

Pointer and mode in index register 

Access pointer and mode in ALSAR (SX, SY) to read out control storage address 

CSAR Clock (T56) 

Control storage address in CSAR 

Op-Register Clock (T02) 

Contents of addressed control storage location in op-register 

Access pointer in ALSAR (SX, SY) to restore modified control storage address 

ALS-D Write Pulse (T23) 

Pointer Register Clock (T79) 

Pointer in pointer register 

Process Pointer Register Clock (T12) 

Pointer and mode in process pointer register 

Process Pointer in ALSAR (SX, SY) 

Control Storage Data In BFR Wr Pulse 

ALS-D Write Pulse (T78) if branch-OP or SAB-OP 

ALS-D Write Pulse (T78) if branch-op, or SAD-OP, or LST-OP 

ZLS Write Pulse 

DLS Write Pulse 

EXT Write Pulse 

Control Storage Write Left or Right 

During this time link may be modified by trap bits. This is early enough to 
have modified link available for control storage addressing 

At the beginning of each cycle current pointer (index register) is compared 
with new pointer (ALS-out register) compare equal = normal mode 
Compare equal = normal mode 
Compare unequal = time slice mode 



w;/)//n 



T7-, vss;ss'Ss'/;ss'sssss7\ 



Access cycle 



9 



Process cycle 



VSSSS//SSSSS/SSSSS77). 



n 



*ZZZZZZZZ1- 



\ss;ss/ss\ 1 



JZZZZZZZZZZZZZZZ2ZZZZZZZZZZZZ2 



S-ZS-I V//////A 



BNZ, BCY, BCN, BZ, BNC, BZN Process Cycle 

• Group 1 : Process cycle of BC (Branch on Condition) instructions. 
The following branch conditions are possible: 



Op-Register Layout 



Mnemonic 


C-Field Bits 


Branch 


Op Code 


4 5 6 7 2 3 


Condition 


BNZ 


10 


Not zero 


BCY 


10 


Carry 


BCN 


1. 1 


Carry and not zero 


BZ 


10 10 


Tero 


BNC 


10 10 


No carry 


BZN 


10 110 


Zero or no carry 



(Instruction to be ^ 

executed in op register J 



Analyse op code (C-Field) 




Propagate R-field into 
ALS-B in switch 



Propagate Y-field via 
CRY-Switch 
ALU A-Register 
ALU D-Register 

into ALS-D in switch 




Set contents of ALS-B in 
switch into CSAR-B under 
control of CSAR clock 



Set contents of D-register 
into CSAR-D under con- 
trol of CSAR clock 



Set pointer into ALSAR 
to address ALS-B and -D 
to store branch address 



Set contents of ALS-B in 
switch into ALS-B under 
control of ALS-B wr pulse 



Set contents of ALS-D in 
switch into ALS-D under 
control of ALS-D wr pulse 



T 



Set contents of ALS-D in 
switch into ALS-B in 
switch 



T 



New branch address is not 
set into CSAR-B and -D, 
but only stored in ALS 



Microprogram continues 
with instruction specified 
by IAR of new pointer 



Only when the IAR speci- 
fied by the old pointer is 
addressed, is the stored 
branch address used to 
address control storage 



T 





- C-Field Bits - 








- R-Field Bits - 










Y-Field Bits 






4 


5 


6 


7 


2 


3 


2 


3 


4 


5 


6 


7 





1 


2 


3 


4 


5 


6 


7 



■ PS-Cycle f^ 



Op code 



Block portion of 
branch address 



See Displacement portion of 

Note branch address 

1 



C3 



Instr Cycle 



BC Op 



ALU zero fr CC BFR 



C6 



ALU Carry fr CC BFR ^ 



E*134 

E*231 

Branch Condition (see Note 2) 



• Control Signals for: 
CRY Switch (E*10*)are: 
CRY Switch SX to 5 - Inactive 
CRY Switch SX 6, 7 - Inactive 
CRY Switch SY - Active 

ALU A-Register (E*13*) are: 
A-RegSX - Active 
A-Reg SY - Inactive 

ALU D-Register (E*13*) are: 
D-RegSX - Inactive 
D-Reg SY - Active 

ALSAR (E*16*) are: 
ALSAR SX - Inactive 
ALSAR SY - Active. 

Note 1: Suffix U bit; if on, it allows the changing of lARs in case of a 
successful branch. 

Note 2: Active level of the line branch condition is plus. 



C4 



BC-Op 




BC-Go 



BC-Go 



E*136 



Time Slicing 



J^ 



R-Bus to CSAR-B 



ALS-B Wr Pulse 



E*139 



T78 



ALS-D Wr Pulse 



LST-OP 



Time Slicing 



OE 

(ODD) 



_ti 



D-Reg to CSAR-D E*136 



• Timing 



Signal Names or Actions 



Contents of CRY switch 
A-reg Clock 
Contents of A-register 
D-reg Clock 
Contents of D-register 

ALS-D In Clock 
D-reg to ALS-D In Sw (T41 ) 
Contents of ALS-D in switch 
Contents of ALS-B in switch 
Contents of ALSAR 
ALS B or D Wr Pulse (T78) 
Contents of ALS-B 
Contents of ALS-D 

CSAR B and D Clock 
Contents of CSAR-B 
Contents of CSAR-D 



Y-Field 



CRY-Switch 



A-Reg 



D-Reg 



<v\v^^\v.vsv\\\v\\\\\\\\ vs.\vvvv\\v^v-^^v 



Pointer 



Block 



kWWWAWsV 



Displacement 



k\^\^\Vv\\\^V^\VvVvV ^ 



Displacement 



ISS (R-Field) 
KWWWWSSWW ^ (Y-Field) 




ALS-Out Register 



smm&o&BB 



CSAR-B 



Modifier 



CSAR-D 



Index-Register 
— " * *1 I 



Pointer 



Link 



ZLS 



zssm 



ZLS-Out Register 



External Zone Register 



X 




DLS/ZLS In Switch 



DLSAR 



»'.■«■■■■!.'? W.»».'g",'W..^.l 



DLS 



Pointer 



Control Storage 
Data In Buffer 



Control Storage 



Op-Register 
C I R | Y 



SB3 E* 19*20* 



EXTAR 




D-Register 



* 



T 



Branch 
Condition 



3125 MLM. Input/Output Processor [17557] 



Operational 
Details 



Microinstructions 



3-110 
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Microinstructions (continued) 



3-115 



Microinstructions (conti 

BNZR, BCYR, BCNR, BZR, BNCR, 

(Local register holds displacement portion of 
branch address) 

• Group 1 : Process cycle of BCR (Branch on Condition) 
instructions. 
The following branch conditions are possible: 



nued) 

BZNR Process Cycle 



• Op- Register Layout 
— C-Field Bits — 



Mnemonic 


C-Field Bits 






Branch 


Op Code 


4 5 6 7 


2 


3 


Condition 


BNZR 


10 1 








Not zero 


BCYR 


110 








Carry 


BCNR 


111 








Carry and not zero 


BZR 


110 1 








Zero 


BNCR 


1110 








No carry 


BZNR 


1111 








Zero or no carry 



Instruction to be 
executed in op-register 



Analyse op code (C-field) 




Yes 



Propagate R-field into 
ALS-B in switch 



Set local zone and Y-field 
into DLSAR to address 
register specified by Y-field 



Set contents of ALS-D in 
switch into ALS-B in 
switch 



T 



Propagate contents of 
address local register via: 

ALU A-register 

ALU D-register 
into ALS-D in switch 




Yes 



Set branch address into 
CSAR-B and -D 



Address ALS 



Set branch address into 
ALS-B and -D 



X 



Same steps as shown on 
page 3-110 



T 



R-Field Bits 







Y-Field Bits 






^ 




w 





1 


2 


3 


4 


5 


6 


7 



Control Signals for: 

ALU A-Register (E*13*) are: 

A- Reg SX — Inactive 

A- Reg SY - Inactive 

ALU D-Register 

ALSAR 

See page 3-110. 



Op Code 



Block portion of 
branch address 



See 
Note 



Generation of the signals: 

-\ Branch Condition 

1 BC-Go 

-\ R-Bus to CSAR-B 

-I D-Reg to CSAR-D 

-\ ALS-B and -D Wr Pulses 



\ 



> See page 3-1 1 



C3 



-b* 



C5 



Instr Cycle 



BCR or SCR or LBR Ops 



This signal is used to 
change selection of inputs 
to A-register by signals: 

A-register SX 

A-register SY 



Note: 

Y0 - Suffix U bit 

Y1 — Has to be zero 

• Timing (see page 3-110) 

Same as if Y-field represents displacement portion 
of branch address, except that A-register is loaded 
from DLS. 



Address of the register, 
that contains the dis- 
placement of the branch 
address 




ALS-D In Switch 



ALS-B In Switch 



ALSAR 



| ALS-O 



ALS-B 




ALS-D 



ut Register 



Modifier 



CSAR-B 



CSAR-D 



Index-Register 



Pointer 



E*16* 



Link 



ZLSAR 



ZLS 



ZLS-Out Register 



3 



DLS/ZLS In Switch 




DLSAR 



Modifier 



DLS 



External Zone Register I I EXTAR 

~ir^ — i — 



E*19\20* 



Pointer 



Control Storage 
Data In Buffer 



Control Storage 



Op-Register 
C | R | Y 



CRY-Switch 




E*2* 



E*10* 



T 



Branch 
Condition 



BNZR, BCYR, BCNR, BZR, BNCR, BZNR 

(External register holds displacement portion of 
branch address) 

• Group 1 : Process cycles of BCR (Branch on Condition) 
instructions. 
See page 3-110 for branch conditions 



G 



Instruction to be 
executed in op-register 



D 



Analyse op code (C-field) 




Propagate R-field into 
ALS-B in switch 



Propagate contents of 
address external register 
via ALU D-register into 
ALS-D in switch 




Yes 



Set branch address into 
CSAR-B and CSAR-D 



Address ALS 



Set branch address into 
ALS-B and ALS-D 



T 



Set contents of ALS-D 
in switch into ALS-B in 
switch 



T 



Same steps as shown on 
page 3-110 



I 
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Process Cycle 

• Op- Register Layout 



Control Signals for ALSAR. See page 3-110. 





- C-Field Bits — 








— R-Field Bits - 






h^ 


Y-Field Bits 






4 


5 | 6 


7 


2 


3 


2 


3 


4 


5 


6 


7 







1 


2 


3 


4 


5 


6 


7 



Op Code 



Block portion of 
branch address 



See 
Note 1 



C3 



Instr Cycle 



£> A — • 



BC-OP 



C5 



Y2 



Y2 and BCR-OP 



r 



E»13* 



C3 



T27 



LBR-OP 



D-Reg SX 



_fc«c 



C5 



Instr Cycle 



T27 



A/ 
OR 



D-Reg SY 



(Note 2) 
BCR- or SCR- or LBR-OP 



Y2 



A-Reg SY Proc Mode 



,T27 



Ext Select 



Generation of: 
-\ Branch Condition 
"l BC-Go 
-\ R-Bus to CSAR-B 



-\ D-Reg to CSAR-D 

-} ALS-B and -D Wr Pulses J 



See page 
3-110 



Notes: 

1 : Y0 = Suffix U bit 

Y1 = Has to be zero 
2: This box represents a number of AND/OR blocks 



Timing (See page 3-110) 

Same as if Y-field represents displacement portion 
of branch address except that displacement from 
external register is directly set into D-register 



Address of the 
register that holds 
displacement 
portion of branch 
address 



ALS-D In Switch 



ALS-B In Switch 
I ALSAR l-i- ALS-B 



ALS-D 



ALS-Out Register 



Modifier 



CSAR-B 



CSAR-D 



Index-Register 



Pointer I 



E*16* 



Link 




ZLS 



ZLS-Out Register 



External Zone Register 



DLS/ZLS In Switch 



DLSAR 



DLS 



Modifier 



EXTAR 



External Register 
Address 



E*19*20* 



Pre-decoder 



T 



To External Registers 



Pointer 




Control Storage 
Data In Buffer 



Control Storage 



Op-Register 
C | R | Y 



CRY-Switch 




Digit Switch 



ALU 




r i cc 

■Buffer 



External 
Registers 



D- Register 



I 



E*22* 
23* 



Microinstructions (continued) 



T 

Branch 
Condition 

3-120 
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Microinstructions (continued) 

TB Process Cycle 

(TB on bits in local registers). 

• Group 1 : Process cycle of TB (Test Bit and Branch) instructions 
Bit 'on' or bit 'off conditions are tested, depending upon bit C4. 
If the condition to be tested is met, displacement portion (Y-Field) 
is stored 



(Instruction to be \ 

executed in op-register J 







<. Bit C4.on 2 
: ►!-< "" ; 






Test for bit 'on' condition 


Test for bit 'of f condition 











(Local register) No 



Address DLS 




Yes (External register) 



Address external register 



Set contents of addressed 
local register into ALU 
B-register 



Gate ALU B-register via 
B-register bus and C-field 
bits via C-bus to test cir- 
cuitry 



Gate contents of address 
external register via external 
in bus to common external 
card " ' " 



Set contents of address 
external register into ALU 
B-register 



Test circuitry generates 
signal 'test bit go' 



Test bit go active signals: 
test condition is met and 
causes generation of 
ALS-D write, pulse 



If the test condition is met, 
signal 'external test bit' is 
generated on common 
external card, and signal 
'test bit go' is generated on 
ALU card ; 



Generate ALS-D write . 
pulse 



-►r*- 



Y-field is now propagated 
via 

CRY-switch 

ALU A-register 
. ALU D-register 
into ALS-D m switch ' 



Set branch address into 
CSAR-B and CSAR-D 




Address ALS 



Set branch address into 
ALS-B and -D 



T 



Same steps as shown on 
page 3-1 10 



T 



Op-Register Layout and Control Signal Generation 



456723 23456701234567 



Op-Code 



C3 



Instru Cycle 



Y0 



u: 



Address of the Has Displacement portion of 

register, containing to branch address 
bit pattern to be be 

tested - zero 

TB- or LST-OP 



Instru Cycle 



TB-Op 



_ti 



TB-OP and not R2 



.Time Slicing . t\ . 



'Test Bit Go 



R-Bus BitsO to 7 



Bit Test 

Circuitry 

E*225 



D-Reg to CSAR-D 



• Control Signals for: 
CRY Switch (E* 10*) are: 
CRY Switch SX to 5 - Inactive 
CRY Switch SX 6, 7 - Inactive 
CRY Switch SY - Active 

ALU A-Register (E*13*)are: 
A- Reg SX - Active 
A-Reg SY - Inactive 

ALU B-Register (E*13*) are: 
B-RegSX - Active 
B-Reg SY - Inactive 

ALU D-Register (E*13*) are: 
D-Reg SX — Inactive 
D-Reg SY - Active 

ALSAR (E*16*)are: 
ALSAR SX - Inactive 
ALSAR SY - Active 



ALS-D Wr Pulse 



TB-Op 



B-Reg SX 



(Note) 



TB-Op 



B-Reg SY 



Note: This box represents a number 
of AND/OR boxes 



Timing 



Signal names or actions 



Contents of CRY Switch 
A-Reg Clock 
Contents of A-register 
B-Req Clock 
Contents of B-register 
D-Reg Clock 
Contents of D-register 
ALS-D In Clock 
D-Reg to ALS-D In Sw 
Contents of ALS-D In 
Contents of ALSAR 
ALS-D Wr Pulse 
CSAR-B and D Clock 



Y-Field 



CRY-Switch 



Reg to be Tested 



A-Reg 



D-Reg 



iaw.wawawawawj ^t 



Pointer 




ALS-D In Switch 



ALS-B In Switch 



ALSAR 



ALS-B 



ALS-Out Register 



Modifier 



CSAR-B' 



CSAR-D 



Index-Register 



I Pointer I 



| ZLSAR [~ 



ZLS 



ZLS-Out Register 



DLS/ZLS In Switch 



| DLSAR |~ 



DLS 



External Zone Register 



T 



EXTAR 



X 



Pointer — 



Control Storage 
Data In Buffer 



Control Storage 



Op-Register 
C | R | Y 



CRY-Switch 



A-Register 



2 



B-Register 



E*2« 



Digit Switch 



Bit Test 
Circuitry 



v -^^ ALU ^^ T 

^"""i 1 — r-^^ i Test Bit Go 




E*22\ 23« 



TB Process Cycle (continued); 

(TB on bits in external register) 

• Group 1 : Process cycle of TB Test Bit and Branch 
instructions. 
Test and branch conditions see page 3-125. 



Common External Card C-Bus 
(See page 4-070) 



Ext In Bus 1 



Ext In Bus 2 



Ext In Bus 3 



Ext In Bus 4 



Bit Test 
Circuitry 



C-Bus 



ALU Card E*225 

, R-Bus Bits 0-7 



Bit Test 
Circuitry 





— C-Field Bits - 








— R-Field Bits - 










Y-Field Bits 






4 


5 


6 


7 


2 


3 


2 


3 


4 


5 


6 


7 





1 


2 


3 


4 


5 


6 


7 



Op Code 



C2 



J^ 



C3 



Instr Cycle 



YO 



Address of the regis- Has Displacement portion of 
ter that contains bit to branch address 

pattern to be tested be 
zero 
TB- or LST-Op 



Instr Cycle 



.,£» 



R2 



TB-Op 



Time Slicing 



J^ 



C4 



Ext Test Bit 



Jb> 



C4 



_fc» 



Ext Test Bit 



OR 



D-Reg to CSAR-D 



E*13* 



T78 



TB-Op 



Test Bit Go 



ALS-D Wr Pulse 



TB-Op 



\ 

TB-Op 



A/. 
OR 



B-Reg SX 



(Note): 



R2 



B-Reg SY 



Note: This box represents a number of AND/OR blocks 




ALS-D In Switch 



ALS-B In Switch 



ALSAR 



ALS-B 



ALS-Out Register 



ALS-D 



Modifier 



CSAR-B 



CSAR-D 

IE 



Index-Register 



I Pointer 



Link 



E*16* 



ZLS 



ZLS-Out Register 



DLS/ZLS In Switch 



DLSAR 



DLS 



Modifier 



External Zone Register J EXTAR I E*19*,20* 



Timing 

Same as for TB on bits in local registers. See page 3-125. 



External Register 
Address 



Pre-decoder 



T 



To External Registers 



Control Signals for: 

CRY Switch 

ALU A-Register 

ALU D- Register 

ALSAR 

See page 3-125 

ALU B-Register (E*13*) are: 
B-Reg SX - Active 
B-Reg SY - Active. 



Pointer 



Control Storage 
Data In Buffer 



Control Storage 



Op-Register 
C | R \ Y 



CRY-Switch 




From 

External 

Registers 



Bit Test 
Circuitry 



T 



Test Bit Go 



E*22*,23* 



External In Buses 1 to 4 }- 
(From external registers) l" 



Bit Test 
Circuitry 



Ext Test Bit\ 
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3125 MLM. Input/Output Processor [17562] 



Microinstructions (continued) 



3-210 



Microinstructions (continued) 

Store (SDEC, SINC), Load (LDECLINC) 

(Generation of control signals used during process cycles.) 
• Group 2 Process Cycles of Store and Load 

— Store (data from register into control storage) 

— Load (data from control storage into register) instructions. 

It is possible to increment or decrement, simultaneously, the contents of 
the register specified by the R-field. If so, the contents of tnat register 
may be modified from ±0 to ±8, as specified by the C-field bits 4 to 7. 
The result of this modification is restored into that register. 

This modification has nothing to do with the modification of the 
register address, specified by the Y-field, during a multiple byte operation. 

Modification of the displacement takes place in the first cycle 
following the access cycle of the instruction. 



(Instruction to be A 

executed in op register J 



Analyze op code (C-field) 



Register, that holds 
displacement, is local 
(DLS) 



Register, that holds load 
or store-data is local 
(DLS) 




Yes 



Register, that holds dis- 
placement, is external 



Yes 



Register, that holds load- 
or store-data is external 



Single byte operation 




Multiple byte operation 
I 



Store operation 
Set contents of specified 
register into address 
control storage position 



Load operation 
Set contents of address 
control storage position 
into specified register 



Op- Register Layout 





- C-Fieldbits — 








- R-Field bits — 










Y-Field bits 






4 


5 


6 


7 


2 


3 


2 


3 


4 


5 


6 


7 





1 


2 


3 


4 


5 


6 


7 



PS-cycle ^ 



K2 



_fc* 



Op Decode & Run 
Control Card E* 13* 



Op-Code 



Address of the register Address of the register: 
that holds displace- — from which data is stored into 

ment portion of con- control storage 

trol storage address — into which control storage data is 

t 



C2 



-b* 



ALU ADD 



YO 



C3 



-t^ 



Instr Cycle 



TB- or LST-OP 



loaded 

LST-OP 



OB 



Any Write OP Time Slicing K , 



LST-OP 



e 



D-Reg to CSAR-D 



ALS-D Wr Pulse 



Y2 



fc* 



K2 



Set DS Mode 



_fci. 



DS cycle 



DLSAR to Mod In Reg 



DS Cycle and Set DS Mode 



R2 



LST-QP 



C5 



AL-OP 



AL- or LST-OP 



ALR- or LST-OP 



Mode BFR Wr Gate 



EXTAR to Mod In Reg 



B-RegSX 



B-Reg SY 



D-Reg SX :g¥: T27 



D-Reg SY m T83 



Time 



Load to 
ZLS-Out Reg _ Ext 



Load cycle 



DLS Wr Gate 



JC* A 



T87 Mode BFR Wr Pulse 



T80 DLS Wr Pulse '.. Time Slicing f^ 



T35 Index Clock 



Lo a ' ffto Ext FL 



C 



Set DS Mode 



Access Mode Reg 



ra 



Access Ptr Bit MO 



SSSTime 



:•:':::::: Load cycle 



Time 



m K2 



Ext Write |~~~1T91 Ext Wr Pulse 



a 



TB- or LST-OP 



tin 1 



DLS/ZLS Card 
E*19*, 20* 



I Set DS Mode 



ZLS Wr Gate 



Time 



ALS/CSAR Card E*16* 

CSAR B-Bit6 



wm 



T57 ZLS Wr Pulse 



ZLS-Qut Reg Bits 0, 5, 6, 7 



Y1 



Instr cycle! 



I*v Increment 

;_□ ii— i^U 



T57 CS Data In BFR Wr Pulse 



DLS/ZLS In SW 



-fc» 



T57 ZLSWr Pulse | 



V_X T83 [s^ 



Mod 

In 

Reg 



Mod 
+ 1 



T57 ZLSWr Pulse 



Set DS Mode 



ZLS Address 



T38lncrtolnpSw 



IM-RegJ 



ZLS-Out Register 




ZLS-Out Clock 



Reset DS Mode 



EXTAR 



DLSAR/EXTAR Clk 



ZLS-Out Reg Bits 3 to 7, P 



Ext Register Addresses 



DLSAR 



DLSAR/EXTAR Clk 



ZLS-Out Reg Bits 2 to 7, P 



13 



Local Register Addresses 



DLS/ZLS In SW Bit 1 



I— fc> 



OR MMH 

H& 



C-Reg Clock 
OP-Reg CS Select 


A 










.eft Byte Select 
not CSAR-D bit 


> A 




DS Cycle and Byte Left Se 














Access Ptr Bit MO 




FL 


£8: DS cvcle T 








Store Proc Cycle f^ 




















Load Cycle 


— $ see Note 

CR-Reg Clock 




A 






M 






K? ^ 








Six 




OP-Reg CS Select 




FL 


Load Left 


A 


CRY Switch SY 




C-Reg Clock 




A 




FL 


£* 


A 


Store Process Cycle ^ 






ZLS-Out Reg Bit 




i 








Access Ptr Bit M0 










Op-Register Card 


L, 

ZLS-Out Reg Bit 










E* 10* 


A 




Store Acce? 


> (jycle 










CSAR-D Bit 
T02 Access 


r-G 


I Right Byte Select 








T05 












' ' ■ - 






T62 Access FF 


A 




k: 


I Left Byte Select 








PH 


1 


Ctrl Stg Write Left 




















K 


2 N 













Note: DS cycle active prevents op 
decoding during DS cycles, so that data 
in op-register cannot be handled as an 
instruction 



Store, Load Process Cycles 



• Group 2: 

Store (single byte) operation 

Load (single byte) operation 

The flowchart shows typical actions of Store process cycles and 
DS cycles. 

All actions simultaneously performed by the IOP, but not belonging 
to the actual LST operation, are not shown. 

The cycle sequence is as follows: 



Store Process Cycle 



DS Cycle 



Store Access Cycle 



Fetch store instruction 

Process previous 
instruction 



Fetch load instruction 

Process previous 
instruction 



Store Process Cycle 



Set contents of 
register, specified by 
Y-field into control 
storage data in buffer 

Prepare control 
storage address 

Prepare control 
storage address and 
address control 
storage location from 
which data will be 
taken 



Set data from control 
storage data in buffer 
into control storage 

Fetch next instruction 



Set data from 
addressed control 
storage location into 
op-register 

Address data register 
specified by Y-field 

Set data into 
addressed register 

Fetch next instruction 



• Number of cycles, required for store and load operations are the 
number of bytes to be handled +1 . 

• References: 

— Store (single byte) operations are continued on Pages 3-220 to 
3-230 

— Load (single byte) operatiqns are continued on Pages 3-235 to 
3-245 

— Multiple byte operations, see Pages 3-250 and 3-255 

— Op-register layout and 

— Generation of control signals see Page 3-210. 



OS-Cycle 



\ex 



nstruction to be 
executed in op-registers 



) 



Analyse op-code 



Set C-field into ALU 
digit switch 



C R2 bit on Z 
INo 








Address register, that 
holds displacement in DLS 
by local zone and R-field 




Address register, that 
holds displacement by 
external zone and R-field 




















Gate displacement via: 
ALU A-register 
ALU D-register 
into ALS-D in switches 





Pointer addresses ALS-B 
and ALS-D 




Set contents of addressed 
ALS-B into CSAR-B and 
set contents of ALU 
D-register into CSAR-D 



Address ALS 



Set displacement 
into ALS-D 



The active ALU ADD 
function has generated 
a result from C-field 
(increment decrement 
amount) and ALU 
A-register (displacement) 



Microprogram continues 
with instruction specified 
by IAR of new pointer 



ALU result is set into 
ALU D-register 




Only if IAR specified by 
old pointer is addressed, 
does program continue 
with DS cycles, because 
DS mode bit in mode 
buffer is on 



<D" 



X 



(Load) 



Address data register in 
DLS by local zone and 
Y-field 



Address external data 
register by external zone 
and Y-field 



6 



£ 



Note: Displacement and data registers 
must not both be external 



Set contents of addressed 
data register into ALU 
B -register 



Set contents of ALU 
B-register into position of 
control storage data in 
buffer addressed by pointer 




Modify DLSAR contents 
by +1 and store into ZLS 



Modify EXTAR contents 
by +1 and store into ZLS 



Store displacement into 
ALS-D 




Restore modified 
displacement 
into DLS 




Restore modified 
displacement into 
external register 



Address control storage by 
CSAR-B and CSAR-D 




Store DLSAR contents 
into ZLS without 
modification 



Store external contents 
into ZLS without 
modification 



Via: 

CRY-Switch 
ALU A-register 
ALV D-register 



Store displacement 
into ALS-D 



& 






8. 



Control storage address in 
CSAR-B and -D 



I 



Set data byte from control 
storage data in buffer into 
addressed control storage 
position under control of 
either control storage 
write right or control 
storage write left 



Modify data address 
from CSAR-D by +1 
and store into ALS-D 




Restore modified 
displacement 
into DLS 



Restore modified 
displacement into 
external register 



Control storage address 
in CSAR-B and -D 



Set data from addressed 
control storage position 
into op-register 




Take DLS address from 
ZLS and set into DLSAR 



Take external address from 
ZLS and set into EXTAR 



Set either byte right 
(Y-field) or byte left 
(R-field) depending upon 
CSAR-D bit into 
addressed DLS register 
under control of DLS 
write pulse 



Set either byte right 
(Y-field) or byte left 
(R-field) depending upon 
CSAR-D bit into 
addressed external register 
under control of external 
write pulse 



Via: 

CRY-Switch 
ALU A-register 
ALU D-register 



Modify DLSAR contents, 
by +1 and store into ZLS 



Modify EXTAR contents 
by -i-l and store into ZLS 



/Modify data address f romv 
f CSAR-D by +1 and store! 
\jnto ALS-D V 
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3-215 



Operational 
Details 
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Microinstructions (continued) 



3-220 



Microinstructions (continued) 

Store 

(Single byte, with both registers in DLS) 

• Store (single byte) operation with both displacement and data registers in DLS. 
i^ Store Process Cycle 



Group 2: The cycles of a store (single byte) operation, 
with both displacement and data registers in DLS, are 
executed according to the following scheme: 



DS-Cycle- 



Store Access Cycle 


Store Process Cycle 


DS-Cycle 


Fetch instruction 


Analyze instruction: 


Set data from con- 


from control storage 


R2 bit - off 


trol storage data in 


and set into op- 


Y1 bit - off 


buffer into addressed 


register 


Y2 bit - off 


control storage posi- 




A LS-B bit - off 


tion under control of 




Prepare control 


'control storage write 




storage address 


right' or 'control 




Add increment/ 


storage write left' 




decrement amount 






to displacement (see 






dotted line) 






Address register that 






contains data byte 






Set contents of data 






register into control 






storage data in 






buffer 






Modify data register 






address and store 






into ZLS 




Process cycle of pre- 


Store displacement 


Store modified data 


vious instruction, 


into ALS-D 


address from CSAR- 


store modified 
address into ALS 
(MIAR or SIAR) 


Restore modified 
displacement into 
DLS 

ALU controls: 

DLS to A-register 
A-register SX = 
A-register SY = 

A-register to D- 

register 
D-register SX = 
D-register SY = 1 

Result to D-register 
D-register SX = 1 
D-register SY = 

DLS to B-register 
B-register SX = 1 
B-register SY = 


D into ALS-D 

Access cycle of next 
instruction 




• References: 



Subject 


Pages 


Load (single byte) ops 


3-235 to 3-245 


Multiple byte ops 


3-250, 3-255 


Op-register layout 


3-210 


Generation of control signals 


3-210 


Store/load flowchart 


3-215 



Contents of ALU digit switch 
Contents of DLSAR 
ALU A-Reg Clock 

Contents of A-register 

B-Reg Clock 

Contents of B-register 

D-Reg Clock 

Contents of D-register 
T96 ALS-D In Clock 
T41 D-Reg to ALS-D In Switch 



Si C-Field SSI 



A B C wS 



Displacement SIS 



Data to be Stored 



D ALU Result 



A — address of register, that holds displacement 

B — address of data register 

C - address of register, that holds updated displacement 

Note: A = C 



D — Displacement 



Displacement'??. Modified CIA R-ft 



vious instruction, 
store modified 
address into ALS 
(MIAR or SIAR) 



oiuie uispicitemeni 
into ALS-D 

Restore modified 
displacement into 
DLS 

ALU controls: 

DLS to A-register 
A-register SX = 
A-register SY = 

A-register to D- 

register 
D-register SX = 
D-register SY = 1 

Result to D-register 
D-register SX = 1 
D-register SY = 

DLS to B-register 
B-register SX = 1 
B-register SY = 



store moamea aaia 
address from CSAR- 
D into ALS-D 

Access cycle of next 
instruction 



References: 




i 



ZLS 



ZLS-Out Register 



ternal Zone Register 



T 



DLS/ZLS In Switch 



IdlsarJ - 



DLS 



Modifier 



EXTAR 



X 



E*19\20* 



Op-Register 
C I R | Y 



CRY^witch 



A-Register B-Register 




Digit Switch 



E*22* 
23* 



D-Register 



I 



Subject 


Rages 


Load (single byte) ops 


3-235 to 3-245 


Multiple byte ops 


3-250, 3-255 


Op-register layout 


3-210 


Generation of control signals 


3-210 


Store/load flowchart 


3-215 



Contents of ALU digit switch 
Contents of DLSAR 
ALU A-Reg Clock 

Contents of A-register 

B-Reg Clock 

Contents of B-register 

D-Reg Clock 

Contents of D-register 
T96 ALS-D In Clock 
T41 D-Reg to ALS-D In Switch 
Contents of ALS-D In Switch 
T14 Modifier to ALS-D In Switch 
T38 Incr to Input Switch (DLS/ZLS) 
Contents of input switch 
T57 ZLS Write Pulse 
ALS Write Pulse 
T80 DLS Write Pulse 

T58 Control Storage Data In Buffer Write Pulse 
Contents of control storage data in buffer 
T56 CSAR Clk 
Contents of CSAR-B and -D 
Control storage Write Left or Right 
Contents of control storage 



S! C-Field SSi 



A B C W> 



Displacement SS: 



Data to be Stored 



D ALU Result 



Displacements Modified CSAR-D 
GSSSSSSSSS SSSSSSSSSESSSSSSSSSSSSSSSSSSSSSa 



e Fm 



Data to be Stored 



Control Storage Address 



A — address of register, that holds displacement 

B — address of data register 

C — address of register, that holds updated displacement 

Note: A = C 



D — Displacement 



E — modified data register address 

F — modified displacement 

Set contents of input switch into ZLS 

Set contents of ALS-D In switch into ALS-D t 

Set (restore) modified displacement into DLS 



t Displacement from D-register at T78 
Modified data address at T23 



:SS Data Byte %: 



Store 

(Single byte with external data register and displace- 
ment in DLS) 

• Group 2: The cycles of a store (single byte) operation, with 
external data register and displacement in DLS, are 
executed according to the following scheme: 



Store Access Cycle 


Store Process Cycle 


DS-Cycle 


Fetch instruction from 


Analyse instruction: 


Set data from control 


control storage and 


R2 bit - off 


storage data in buffer 


set into op-register 


Y1 bit - off 


into addressed control 




Y2bit-on 


storage position under 




ALS-B bit - off 


control of either 




Prepare control 
storage address 

Add increment/ 


'control storage write 
right' or 'control 
storage write left' 




decrement amount to 






displacement (see 






dotted line) 






Address register that 






contains data byte 






Set contents of data 






register into control 






storage data in buffer 






Modify data register 






address and store into 






ZLS 




Process cycle of pre- 


Store displacement 


Store modified data 


vious instruction. 


into ALS-D 


address from CSAR-D 


store modified 
address into ALS 
(MIARorSIAR) 


Restore modified dis- 
placement into DLS 


into ALS-D 

Access cycle of next 




ALU controls: 






DLS to A-Register 






A-Register to D- 






Register 






Result to D-Register 






see page 3-220 






External to B-Register 






B-Register SX = 1 






B-Register SY = 1 





• References: 



Subject 


Pages 


Load (single byte) ops 
Multiple byte ops 
Op register layout 
Generation of control signals 
Store/load flowchart 


3-235 to 3-245 
3-250, 3-255 
3-210 
3-210 
3-215 



Store (single byte) operation with displacement in DLS and external data register 
Store Process Cycle 



► S i * * 



DS-Cycle 



Si, 

| ALSAR | 



ALS-D In Switch 



ALS-B In Switch 



ALS-B 



ALS-Out Register 



ALS-D 



CSAR-B 



Modifier 



CSAR-D 



s 



Index-Register 



I Pointer 



Link 



| ZLSAR j— 



ZLS 

Ext -i i- Local 
Zone! f Zone 



Y-Field, 



ZLS-Out Register 



h 



External Zone Register 






DLS/ZLS In Switch 



DLSAR 



EXTAR 



External Register 
Address 



Modifier 



To External Registers 



Data f rorti 
external register 



E*226 



Pointer 



Control Storage 
Data In Buffer 



Control Storage 



Op-Register 
C | R | Y 



I 



CRY-Switch 



A-Register 



1 ."I 



igister I 

I— I 



B-Register 




_I_ 



Digit Switch 



ALUiADDf 



ZH 



E*22* 



D-Register 



I 



I * LSAR H 



ALS-D In Switch 



ALS-B In Switch 



ALS-B 



ALS-Out Register 



ALS-D 



CSAR-B 



Modifier 



CSAR-D 



Index-Register 




Pointer 



Link 



| ZLSAR |— 



ZLS 



ZLS-Out Register 



External Zone Register 



DLS/ZLS In Switch 



DLSAR 



DLS 



Modifier 



E»19»,20* 



EXTAR 



Pointer 



E*2« 



Control Storage 
Data In Buffer 



Control Storage 



E»10» 



Op-Register 
C I R I Y 



CRY-Switch 



A-Register 



B-Register 




Digit Switch 

r 



ALU 



LJ > 23* 



D-Register 



I 



ALU A-Reg Clock 

$SS Displacement ass 

Contents of &.rey«°rim ^^^^^^^^^^^^^^^^ww^^^^ 



B-Reg Clock 

*HS Data to be Stored :?S: 

Contents of B-reoisterS ffi NV<\\\\\\\\\\V\\\\\\V^^^ < ^ 



D-Reg Clock 
Contents of D-registerij: 



D ALU Result 



Data Register 



#:* Displacement Register" 
Contents of DLSAR % &j ^^^^^^^^^^^^KW^^^^^^^^^^^^s^ 

Contents of EXTAR 

T57 ZLS Write Pulse 

ALS Write Pulse 

T80 DLS Write Pulse 

T91 Ext Write Pulse 



D — Displacement 

Set modified data register address into ZLS 
Set contents of ALS-D in switch into ALS-D t 
Restore modified displacement into DLS 

t Displacement from D-register at T78 
Modified data address at T23 



Not generated 
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Microinstructions (continued) 
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Microinstructions (continued) 

Store 

(Single byte with data register in DLSand displace- • ^ — — 
ment in external register) p! 

• Group 2: The cycles of a store (single byte) operation, if:! 
with displacement in external register and data register in :|§: 
DLS, are executed according to the following scheme: 



Store (single byte) operation with displacement in external register data register in DLS 
Store Process Cycle : 



-*W<- 



DS-Cycle 



Store Access Cycle 


Store Process Cycle 


DS-Cycle 


Fetch instruction 


Analyse instruction 


Set data from control 


from control storage 
and set into Op 
register 


R2 bit - on 
Y1 bit - off 
Y2 bit - off 
ALS-B bit - off 

Prepare control 
storage address 


storage data in buffer 
into addressed con- 
trol storage position 
under control of 
either 'control storage 
write right' or 
'control storage write 




Add increment/ 


left' 




decrement amount 






to displacement (see 






dotted line) 






Address register that 






contains data byte 






Set contents of data 






register into control 






storage data in 






buffer 






Modify data register 






address and store 






into ZLS 




Process cycle of pre- 


Store displacement 


Store modified data 


vious instruction. 


into ALS-D 


address from 


store modified 
address into ALS 
(MIARorSIAR) 


Restore modified 
displacement into 
external register 

ALU controls: 
External to A- 
Register 

A-register SX = 
A-register SY = 1 
External to D- 
register 

D-register SX = 1 
D-register SY = 1 
Result to D-register 
DLS to B-register 
see page 3-220 


CSAR-D into ALS-D 

Access cycle of next 
instruction 



References': 



Subject 


Pages 


Load (single byte) ops 


3-235 to 3-245 


Multiple byte ops 


3-250,3-255 


Op-register layout 


3-210 


Generation of control signals 


3-210 


Store/load flowchart 


3-215 



I ALSAR | 



ALS-D In Switch 



ALS-B In Switch 



ALS-B 



ALS-Out Register 



ALS-D 



CSAR-B 



Modifier 



CSAR-D 



Index-Register 



I Pointer 



Link 



| ZLSAR f— 



ZLS,, 
Ext -, ,— Local. 



Zonef 



ZLS-Out Register 



DLS/ZLS In Switch 



DLSAR 



DLS 



Modifier 



External Zone Register 



External Register 
Address 



E*19*,20* 



To External Registers 



X Displacement from 
E 226 External Registers 



Pointer 




Control Storage 
Data In Buffer 



Control Storage 



E*10» 



Op-Register 
C | R | Y 



CRY-Switch 



A-Register 



L „, 



B-Register 



| ALSAR | 



ALS-D In Switch 



ALS-B In Switch 



ALS-B 



ALS-D 



ALS-Out Register CSAR-B CSAR-D 



Modifier 



Index-Register 



I Pointer I 



Link 



Digit Switch 




|ALU JAPPf 



ALU 



F-l 



| ZLSAR |— 



ZLS 



ZLS-Out Register 



External Zone Register 
1 




DLS/ZLS In Switch 



| DLSAR |~ 



DLS 



Modifier 



Pointer 



EC2* 



Control Storage 
Data In Buffer 



Control Storage 



EM0* 



Op-Register 
C I R I Y 



CRY-Switch 




EXTAR 



E*19*,20? 



D-Register 



ALU result 
f (modify displacement) 
:|5|; to external register 



B-Register 




Digit Switch 



E»22* 
23* 



D-Register 



I 



ALU A-Reg Clock 



:¥:$ Displacement SSi 

Contents of A-register*: ?: t^^v^^^vvvv^^vy t <X<i 



B-Reg Clock £ 

Contents of B-registerSl 
D-Reg Clock 8 

Contents of D-registeri;l; 

Contents of DLSAR :§ 

Contents of EXTAR j§ 

T57 ZLS Write Pulse 

ALS Write Pulse | 

T80 DLS Write Pulse | 

T91 Ext Write Pulse 



Dafa to be stored *>:* 



D ALU Result 



Dafa Register :•*:*' 



Displacement Register 



D — Displacement 

Set modified data register address into ZLS 
Set contents of ALS-D in switch into ALS-D t 
Restore modified displacement into external register 

t Displacement from D-register at T78 
Modified data address at T23 



Not generated 






Load 

(Single byte with both registers in DLS) 

• Grouo 2: The cycles of a load (single byte) operation, 
with both displacement and data registers in DLS, are 
executed according to the following scheme: 



Load (single byte) operation with both displacement and data registers in DLS. 
— Store Process Cycle 



DS-Cycle ■ 



Store Access Cycle 


Store Process Cycle 


DS-Cycle 


Fetch instruction 


Analyse instruction 


Set data from address 


from control storage 


R2 bit - off 


control storage loca- 


and set into op- 


Y1 bit -on 


tion into op-register 


register 


Y2 bit - off 

ALS-B bit - off 
Prepare control 
storage address 


Address data register 




Add increment/ 


Set either byte right 




decrement amount 


(Y) or byte left (R) 




to displacement (see 


depending upon 




dotted line) 


CSAR-D bit into 




Set control storage 
address into CSAR- 
8 and CSAR-D 


addressed data regis- 
ter under control of 
respective write pulse 




Store data register 


Modify data register 




address into ZLS 


address and store 




(modification is 


into ZLS 




suppressed by bit 






Y1 -on) 




Process cycle of pre- 


Store displacement 


Store modified data 


vious instruction, 


into ALS-D 


address into ALS-D 


store modified 
address into ALS 
(MIAR or SIAR) 


Restore modified 
displacement into 
DLS 


Access cycle of next 
instruction 




ALU controls: 


ALU controls: 




DLS to A-register 


CRY switch to A- 




A-register SX = 


register 




A-register SY = 


A-register SX = 1 




A-register to D- 


A-register SY = 




register 


A-register to D- 




D-register SX = 


register 




D-register SY = 1 


D-register SX = 




ALU result to D- 


D-register SY = 1 




register 






D-register SX = 1 






D-register SY = 
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Op-register layout 


3-210 


Generation of control signals 


3-210 


Store/load flowchart 


3-215 



| ALSAR | 



ALS-D In Switch 



ALS-B In Switch 



ALS-B 



ALS-D 



ALS-Out Register CSAR-B CSAR-D 



Modifier 



Index-Register 



I Pointer I 



Link 



ZLS 
(Local zone) 



ZLS-Out Register 



External Zone Register 



T 



EXTAR 



R& Y 
Field 



DLS/ZLS In Switch 



DLSAR 



DLS 



Modifier 



No L_ 

Modification 



E*19*,20* 



Pointer 



Control Storage 
Data In Buffer 



Control Storage 



E*10* 



Op-Register 
C | R | Y 






CRY-Switch 



A-Register 



L. 4~- n -, r 



B-Register 



ALSAR 



ALS-D In Switch 



ALS-B In Switch 



ALS-B 



ALS-Out Register CSAR-B 



Modifier 



CSAR-D 



Index-Register 



I Pointer I 



Digit Switch 




ALU JAPPf 



ZF— i 



23* 



E*16* 



ZLS 
Data Reg Address 



ZLS-Out Register 



o 



DLS/ZLS In Switch 



DLSAR 



Modifier 



Modification 



External Zone Register 



T 



EXTAR 



E*19*,20* 



D-Register 

Z3~ 



Pointer 



Control Storage 
Data In Buffer 



Control Storage 



Op-Register 
C | R | Y 



CRY-Switch 



A-Register 




B-Register 



Digit Switch 



E*22* 
23* 



D-Register 



Contents of ALU digit switch 
Contents of DLSAR 

Op- Reg Clock 

Contents of Op-register 

ALU A-Reg Clock 

Contents of A-register 

D-Reg Clock 

Contents of D-register 
T96 ALS-D In Clk 
T41 D-Reg to ALS-D In Switch 
T14 Modifier to ALS-D In Switch 
Contents of ALS-D in switch 
T38 Incr to Input Switch (DLS/ZLS) 
Contents of input switch 
T57 ZLS Write Pulse 
ALS Write Pulse 
T80 DLS Write Pulse 
T56 CSAR Clk 
Contents of CSAR-B and -D 



S C-Field M 



A C xW: Data KegAddr 



Load Instruction Data Bytes 

■:: tS\\SSSS\S\S\\\S\SSSS\SSSS\SS , >!\SS\ , >SSSS\SSSNSSSSS\\SSS\\S\VSV :;: 



Displacement Data Byte 



D ALU Result Data Byte 



A — Address of register, that holds desplacement 

C — Address of register, that holds updated displacement 

Note: A = C 



D — Displacement 



mm 



Displacement:® Modified CSA R-D 
^^«.^».^».■,k^^^vv^v^:^:gC^ ^^^^■^^v^.^«>^v^^^^vv^^<^■^^ 




E — not modified data register address 

F — modified displacement 

G — modified data register address 

Set contents of input switch into ZLS 

Set contents of ALS-D in switch into ALS-Dt 

Sat content* of input twitch into DLS 



register 
D-register SX = 
D-register SY = 1 

ALU result to D- 

register 
D-register SX = 1 
D-register SY = 



A-register to D- 

register 
D-register SX = 
D-register SY = 1 
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Op-register layout 
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Generation of control signals 
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Store/load flowchart 


3-215 




Contents of ALU digit switch 
Contents of DLSAR 

Op-Reg Clock 

Contents of Op-register 

ALU A-Reg Clock 

Contents of A-register 

D-Reg Clock 

Contents of D-register 
T96 ALS-D In Clk 
T41 D-Reg to ALS-D In Switch 
T14 Modifier to ALS-D In Switch 
Contents of ALS-D in switch 
T38 Incr to Input Switch (DLS/ZLS) 
Contents of input switch 
T57 ZLS Write Pulse 
ALS Write Pulse 
T80 DLS Write Pulse 
T56 CSAR Clk 
Contents of CSAR-B and -D 




S C-Field 



A L vX;:: Data Reg Addr vx 

«,l^^^.^^^«.^^^.^^l■^^^,»■^^^»■^.» t <;< l « ^ ^n.^».^.^^«■>■^«■».«■«■«■^^<^:«■»■^.^«■^^.^^. <A>|« 



Load Instruction %& Data Bytes 

::: l^^^^^^^^^^^^^^^^^^^^^^^^^^k<':v:^^^«.^^^^^^^^^'.^^^^^.^■^.»>».«.^^^^ ::: 



Displacement Data Byte :•;£:: 

KgS5S5SSSSSSSSSg5^SSSSgSSSSSSSS5S^SSSSSS5S5SSSS SSa^ ^ l 



D ALU Result Data Byte :$;§: 



mm 



Displacement Modified CSAR-D 



f HJE G DataW 



A — Address of register, that holds desplacement 

C — Address of register, that holds updated displacement 

Note: A = C 



D — Displacement 



E — not modified data register address 

F — modified displacement 

G — modified data register address 

Set contents of input switch into ZLS 

Set contents of ALS-D in switch into ALS-Dt 

Set contents of input switch into DLS 



Ctrl Stg Wi Address 



t Displacement from D-register at T78 
Modified data address at T23 
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3-235 



Operational 
Details 



3125 MLM. Input/Output Processor [17568] 



Microinstructions (continued) 



3-240 



Microinstructions (continued) 

Load 

(Single byte with data external register and displacement 
in DLS) -"s^ 



• Load (single byte) operation with displacement in DLS and external data register 
(Store) Process Cycle 



-**m+- 



-DS-Cycle 



Group 2: The cycles of a load (single byte) operation, with 
external data register and displacement in DLS, are executed 
according to the following scheme: 



(Store) Access Cycle 


(Store) Process Cycle 


DS-Cycle 


Fetch instruction 


Analyse instruction 


Set data from add- 


from control storage 


R2 bit - off 


ressed control storage 


and set into op- 


Y1 bit -on 


position into Op- 


register 


Y2 bit - on 


register 




ALS-B bit - off 


Address data register 




Prepare control 


Set either byte right 




storage address 


(Y-field) or byte left 




ADD increment/ 
decrement amount to 
displacement. See 
dotted line 


(R-field) depending 
upon CSAR-D bit 
into addressed data 
register under control 




of respective write 




Set control storage 


pulse 




address into CSAR-B 
and CSAR-D 


Modify data register 
address and store into 




Store data register 


ZLS 




address into ZLS 
(modification is 
suppressed by bit 
Y1 - on) 


Store modified data 
address into ALS-D 
(from CSAR-D) 


Process cycle of pre- 


Store displacement 


Access cycle of next 


vious instruction, 


into ALS-D 




store modified 
address into ALS-D 
(MIAR or SIAR) 


Restore modified 
displacement into 
DLS 


ALU-controls: 
CRY Switch to A- 
register 




A-register to D- 




ALU controls: 


register 




DLS to A-register 


see page 3-235 




A-register to D-register 






Result to D-register 






see page 3-235 
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to External 
Registers 



ALU A-Register Clock 

Contents of A-register ::::•::;: 

D-Register Clock 

Contents of D-register $$$. 
Contents of DLSAR igig. 

Contents of EXTAR j||:L 

T57 ZLS Write Pulse f|fj. 

ALS Write Pulse |||. 

T80 DLS Write Pulse i|;L 

T91 Ext Write Pulse WL 






Displacement 



Data Byte 



^^^^^^\^^^^^^vvvvc^^^^v^Nxv^v^N»N^^^^^v^^vc^vv^^v^ 



D ALU Result Data Byte MZ 

Displacement Reg : : : : : S : ■:•$:§ 



Data Reg Addr i&: 



m 



D — Displacement 

Set contents of input switch (DLS/ZLS) into ZLS 
Set contents of ALS-D in switch into ALS-D t 
Restore modified displacement into DLS 
Set data byte into addressed external register 

t Displacement from D-register at T78 
Modified data address at T23 



Load 

(Single byte with data register in DLSand displace- 
ment in external register) 

• Group 2: The cycles of a load (single byte) operation with 
displacement in external register and data register in DLS, 
are executed according to the following scheme: 



(Store) Access Cycle 


(Store) Process Cycle 


DS-Cycle 


Fetch instruction from 


Analyse 'instruction 


Set data from 


control storage and 


R2 bit - on 


addressed control 


set into Op-register 


Y1 bit -on 


storage location into 




Y2bit -off 


op register 




ALS-BbitO-off 


Address data register 




Prepare control 
storage address 


Set either byte right 
(Y) or byte left (R- 




Add increment/ 


field) depending upon 




decrement amount to 


CSAR-D bit into 




displacement (see 


addressed data register 




dotted line) 


under control of res- 




Set control storage 


pective write pulse 




address into CSAR-B 


Modify data register 




and CSAR-D 


address and store into 




Store data register 


ZLS 




address into ZLS 


Store modified data 




(modification is sup- 


address into ALS-D 




pressed by bit Y1 -on) 


(from CSAR-D) 


Process cycle of pre- 


Store displacement 


Access cycle of next 


vious instruction. 


into ALS-D 


instruction 


store modified 
address into ALS 
(MIARor S1AR) 


Restore modified dis- 
placement into 
external register 


ALU-controls: 
CRY Switch to A- 
Register 




ALU controls: 


A-Register to D- 




External to A-Register 
A-Register SX 


Register 

see page 3-235 




A-Register SY 






External to D-Register 


l 




D-Register SX 






D-Register SY 






Result to D-Register 






see page 3-235 
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Store/load flowchart 


3-215 



Load (single byte) operation with displacement in external register and data register in DLS 



-(Store) Process Cycle 



->m<- 



-DS-Cycle 



| ALSAR j 



ALS-D In Switch 



ALS-B In Switch 



ALS-B 



ALS-Out Register 



ALS-D 



Modifier 



CSAR-B 



CSAR-D 



H 



Index-Register 



I Pointer I 



E»16« 



| ZLSAR j— 



ZLS. 
External Local 
Zone *}fZone 



ZLS-Out Register 



External Zone Register 



DLS/ZLS In Switch 



I DLSAR [~ 



DLS 



Modifier 



No — 

modification 



EM9»,20* 



EXTAR 



External Register 
Address 



Pre-decoder 



to External Registers 



X Displacement 

from external register 



Pointer 



Control Storage 
Data In Buffer 



E*>2* 



Control Storage 



E»10* 



Op-Register 
C I R | Y 



CRY-Switch 



A-Register 



I 



B-Register 



T "J 



I ALSAR | 



ALS-D In Switch 



ALS-B In Switch 



ALS-B 



ALS-D 



ALS-Out Register CSAR-B CSAR-D 



Modifier 



Index-Register 



I Pointer I 



3 



E»16* 



Link 



Digit Switch 




] L_I 



E«22* 
23* 



ZLS^ 

Data Register 

Address 



ZLS-Out Register 



y 



External Zone Register 



DLS/ZLS In Switch 



DLSAR 



DLS 



Modifier 



E*19*,20* 



EXTAR 



D-Register 



I 



Pointer 



Control Storage 
Data In Buffer 



E*2* 



Controi Storage 



E*10* 



Op-Register 
C | R | Y 



CRY-Switch 



A-Register 



B-Register 




Digit Switch 



E»22* 



JJ— i 23* 



D-Register 



? 



ALU A-Register Clock 

•:•:•:* Displacemen t ;:W:; Data Byte £& n _ Dirn| acerrlen t 

Contents of A-rfigisterySj : K\V\\\\\\ \^VVKV^\V\V^^ " "■»►"«•«»■='"• 



D-Register Clock 



Contents of EXTAR 
T57 ZLS Write Pulse 
ALS Write Pulse 
T80 DLS Write Pulse 
T91 EXT Write Pulse 



■ ^^g^^W?^^^ ^ contents of input switch (DLS/PLS) into ZLS 

Data Reg A SS Set contents of ALS-D switch into ALS-D t 



Contents of D-registergS? 

Mi K** Data Reg Addr vm 

Contents of dlsar 3% f~ - — <M l^^ssw^s^ww^^sw^^^ ^ 



Displacement Reg : 



Set data byte into DLS 

Restore modified displacement into external register 



t Displacement from D-register at 178 
Modified data address at T23 
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Operational 
Details 
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Microinstructions (continued) 



3-250 



Microinstructions (continued) 



Store, Load (Multiple Byte) Operations 



STORE (Multiple byte) Operation 



Multiple byte operations in principle are executed in the same way as single byte 
operations with the exception that the same number of DS cycles take place, as 
bytes handled. 

A maximum of eight bytes may be handled with one instruction. A multiple 
byte operation is terminated as soon as a data register address with all the three 
^ low order bits on or off is reached (8 byte boundary). This means the number of 
bytes that is handled is defined by the start address, defined by the Y-field in the 
instruction. 

Multiple byte operations are executed according to the schemes shown here 
for a store-op, and on Page 3-255 for a load-op. 



Instruction to be 
executed in op register 



D 



Analyse op-code (C-field) 



Register that holds displace- 
ment is local (DLS) 



Register that holds load- or 
store-data is local (DLS) 



Single byte operation 



Store operation 

Set contents of specified 
registers into addressed 
control storage positions 




Yes 



Register that holds displace- 
ment is external 



Yes 



Register that holds load- or 
store-data is external 



Yes 



Multiple byte operation 



Yes 



Load operation 

Set contents of addressed 
control storage positions 
into specified registers 



Note 1: Registers displacement and data must not both be external. 




Store, Load (Multiple Byte) Operations (continued) 



The way in which a load multiple byte operation is executed is shown on this 
page. 

With either DLS or external write pulse, data from addressed control storage 
position is set into addressed data register. These write pulses are active 
exclusively with the two signals: 

-Left byte select (CSAR-D bit = 0) JJ 

- Right byte select (CSAR-D bit = 1 ) 

R-field or Y-field from op-register are set into CRY-switch. From here, f§ 

selected data byte is gated via ALU circuitry into addressed register. 



LOAD (Multiple byte) Operation 
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Operational 
Details 
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Microinstructions (continued) 



3-310 



Microinstructions (continued) 



SABI and SADI Process Cycle 

• Group 3: Process cycle of SABI (Store into ALS-B) 
instruction and SADI (Store into ALS-D) instruction. 



C 



Instruction to be 
executed in op-register 



d 



PS Cycle^ 



K2 



-N. 



Analyze op code (C-field) 



Set R-field into ALSAR 
to address 'To' register in 
ALS-B or ALS-D 



Generate 

ALS-B write pulse or 

ALS-D write pulse 



Set immediate data 
(Y-field) via CRY-switch, 
ALU A-register and 
ALU D-register into 
addressed 'To' register 
under control of ALS 
write pulse 



T 



• Timing 



Signal Names or Actions „ 


9 







Y-Field 




Contents of CRY switch 


^**N*i*i*i*i<&*i*fc*N*i**fc*« 




A-Reg Clock 






CRY-Sw 




Contents of A-register 


KiZ&i&S^Sii^^ 


D-Reg Clock 


.^^_^_ 






A-Reg 




Contents of D-register 


K^\\\^Xs^^N^^v 


^ 


TQfi Al <?.n In Plnrk ■ 






T41 D-Reg to ALS-D In 






D-Reg 




Contents of ALS-D in switch 


NV\\\\V\\^\\\\\\\\N 


ALS B or D Wr Pulse 






Contents of ALS-B or -D 


ALS-D In 






I 



• Op Register Layout and ALS Write Pulse Generation 



^ P Finlrl Rite , ^J 


•4 R-Field Bits ^> 




^ 




V-e;«»m cite 




fc- 








4 


5 


6 


7 


2 


3 




2 


3 


4 


5 


6 


7 





1 


2 


3 


4 


5 


6 


7 



Op Code 



C2 



C3 



±5. 



Instr Cycle 



C6 



LSC Ops 



C4 



-IN 



C7 



J^. 



R2 



LSC Ops 



_t^ 



C4 



-t^T 



C7 



J^ 



R2 



LSC Ops 



'To' Address 



Immediate Data 



Move Ops. 



SAB Op 



■ T78 



E*13* 



ALS-B Wr Pulse 



SAD Op 



T78 



ALS-D Wr Pulse 



ALS-D In Switch 



1 




ALSAR 



ALS-B In Switch 

I 



ALS-B 




ALS-D 



Modifier 



CSAR-B 



CSAR-D 



E*16* 



ZLSAR 



ZLS 



ZLS-Out Register 



External Zone Register 

I 



DLS/ZLS In Switch 




DLSAR 



DLS 



Modifier 



E*19* # 20* 



EXTAR 



T 



] 



Control Signals for: 
CRY Switch (E*10*)are: 
CRY Switch SX to 5 - Inactive 
CRY Switch SX 6, 7 - Inactive 
CRY Switch SY - Active 

ALU A-Register (E*13*)are: 
A-Reg SX - Active 
A-Reg SY - Inactive 

ALU D-Register (E*13*)are: 
D-Reg SX - Inactive 
D-Reg SY - Active 

ALSAR (E*16*)are: 
ALSAR SX - Inactive 
ALSAR SY - Inactive 



Pointer 



Control Storage 
Data In Buffer 



Control Storage 



Op-Register 
C I R I Y 



CRY-Switch 




E*2* 



E*10* 



E*22*,23* 



SABR and SADR Process Cycle (DLS register to ALS) 



Group 3: Process cycle of SABR (Store into 
ALS-B) instruction and SADR (Store into 
ALS-D) instruction. 



(Instruction to be \ 

executed in op-register J 



Analyse op code (C-f ield) 



Set R-field into ALSAR to 
address 'To' register in 
ALS-B or ALS-D 



Set local zone and Y-field 
into DLSAR to address 
'From' register 



Generate 

ALS-B Write pulse or 

ALS-D Write pulse 



Set contents of 'From' 
register via 
ALU A-Register and 
ALU D-Register into 
addressed 'To' register 
under control of ALS 
write pulse 



T 



• Timing 

Signal Names or Actions 



A-Register Clock 
Contents of A-register 
D-Register Clock 
Contents of D-register 
T96 ALS-D In Clock 
T41 D-Register to ALS-D In 
Contents of ALS-D in switch 
ALS-B or -D Wr Pulse 
Contents of ALS-B or -D 



• Op- Register Layout 


































^ C-Field Bits — ► 




•< R-Field Bits ► 






Y-Field Bits 


-H 


4 


5 


6 


7 


2 


3 


2 


3 


4 


5 


6 


7 





1 


2 


3 


4 


5 


6 


7 



Op-Code 



C2 



C3 



_fc* 



Instr Cycle 



'To' Register 



MVOps 



'From' Register 



See Note 1 



C6 



LSC-Ops 



LSC-Ops 



C4 



_fc» 



C7 



J^ 



R2 



J^. 



C3 



r 



SAB-Op 



_fc> 



C5 



Instr Cycle 



YO 



.£> 



BCR or SCR or LBR Op 



J^ 



A/ 
OR 



A-Reg SX 



(Note 2) 



Y2 



A/ 
OR 



A-Reg SY 



(Note 2) 
Generation of ALS-B or -D 
Write Pulse see page 3-310 



I 



ALS-D In Switch 



I 




ALSAR 



ALS-B In Switch 

I 



ALS-B 



ALS-D 



ALS-Out Register 



CSAR-B 




Modifier 



CSAR-D 



E*16* 



'From' Reg 



A-Reg 



D-Reg 



ALS-D 



FSY>V>Y>V> 53 



Note 1: YO — Has to be zero 
Y1 — Has to be zero 
Y2 if 'On' = external register 
if 'Off = DLS register 

Note 2: This box represents a number 

of AND/OR blocks 

See also notes on page 3-030 



Ex 



ZLS-Out Register 



ternal Zone Register! I EXTAR 




DLS/ZLS In Switch 




Modifier 



DLS 



E*19*,20» 



In 



• Control Signals for: 

ALU A-register (E* 13*) are: 
A-Register SX - Inactive 
A-Register SY - Inactive 

ALU D-register (E*13*) are: 
D-Register SX — Inactive 
D-Register SY - Active 

ALSAR (E*16*)are: 
ALSAR SX - Inactive 
ALSAR SY - Inactive 



Pointer 



Control Storage 
Data In Buffer 



Control Storage 



Op-Register 
C | R | Y 



CRY-Switch 




E*2* 



E*10» 
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3-315 



Operational 
Details 



3125 MLM. Input/Output Processor [17574] 



Microinstructions (continued) 



3-320 



Microinstructions (continued) 

SABR and SADR Process Cycle (External register to ALS) 



Group 3: Process cycle of SABR (Store into 
ALS-B) instruction and SADR (Store into 
ALS-D) instruction 



Q 



nstruction to be 
executed in op-register 



) 



Analyse op-code (C-field) 



Set R-field into ALSAR to 
address 'To' register in 
ALS-B or ALS-D 



Set external zone into 
external zone register and 
Y-field into EXTAR to 
address 'From' register 



Generate 

ALS-B write pulse or 

ALS-D write pulse 



Set contents of 'From' 
register via ALU A-register 
and ALU D-register into 
addressed 'To' register 
under control of ALS 
write pulse 



T 



OP-Register Layout 

— C-Field Bits — 



R-Field Bits 



<4 Y-Field Bits 


► 





1 


2 


3 


4 


5 


6 


7 


■• am 



Op Code 



To' Register 



See 
Note 1 
on page. 
3-315 



'From' Register 



-f Generation of Op Code see page 3-315 

H Generation of ALS-B or D Write Pulse see page 3-310 

~i Generation of External Select see page 3-120 



. BCR or SCR or LBR op r^. 



A/ 
OR 



A-Reg SX 



(Note) 



Y2 



A/ 
OR 



A-Reg SY 



(Note) 



E*13* 



Timing (see page 3-315) 

Same as for DLS to ALS except that external 

register is loaded into ALU A-register. 



ALS-D In Switch 



1 



ALS-B In Switch 




ALSAR 



ALS-B 



ALS-D 



Modifier 



ALS-Out Register | | CSAR-B | CSAR-D | 



Index-Register 



Pointer I 



Link 



E*16* 



ZLSAR 



ZLS 



ZLS-Out Register 



DLS/ZLS In Switch 




DLSAR 



DLS 



Modifier 



[External Zone Register | | EXTAR | EM 9*, 20* 



T 



• Control Signals for: 

ALU A-register (E*13*) are: 
A-Register SX — Inactive 
A-Register SY — Active 

ALU D-Register 

ALSAR 

See page 3-310 

Note /This box represents a number of 
AND/OR blocks 



Pointer 



Control Storage 
Data In Buffer 



Control Storage 



Op-Register 
C I R I Y 



CRY-Switch 




E*2* 



E # 10» 



From 

External 

Registers 



I 



ALU ^^-" E*22» 




D-Register 



? 



SZI Process Cycle 

• Group 3: Process cycle of SZI (Store into ZLS) • Op-Register Layout and ZLS Write Pulse Generation 



instruction. 



Instruction to be 
executed in op register 



< C-Fiel 


d Bits - 






«<- 


- R-Field Bits - 






*" 




Y-Field Bits 


■ te> 


4 


5 


6 


7 


2 


3 


2 


3 


4 


5 


6 


7 







1 


2 


3 


4 


5 


6 


7 



Analyse op code (C-field) 



Set R-field into ZLSAR to 
address 'To' register in 
ZLS 



Generate 

ZLS write pulse 



Op-Code 



C2 



C3 



J^ 



Instr Cycle 



C6 



LSC Ops 



C4 



C7 



R2 



LSC Ops 



Set immediate data (Y- 
field) via CRY-switch, ALU 
A-register and ALU D- 
register into addressed 
register under control of 
ZLS write pulse 



I 



© Timing 

Signal Names or Actions g 



Contents of CRY Switch 
ALU A-Register Clock 
Contents of ALU A-register 

ALU D-Register Clock 
Contents of ALU D-register 
D-Reg to Input Sw 
T57 ZLS Wr Pulse 
Contents of address ZLS 



Y-Field 

.\\\\\\\\\\\\\\\\\\\\\\\\w;to 



CRY-Switch 




D-Reg 



'To' Register 



Move Ops 



Immediate Data 



-fc* 



fc> A 



SZop 



A/ 
OR 



ZLS Wr Gate 



T05 



} IUD ^ 



(Note) \ 



121 



E*13* 



T57 ZLS Wr Pulse 



Control Signals for: 

CRY-Switch 

ALU A-Register 

ALU D-Register 

See page 3-310 

Note: This box represents a number of AND/OR blocks 



ALS-D In Switch 



ALS-B In Switch 




ALSAR 



ALS-B 



ALS-Out Register 



ALS-D 



Modifier 



CSAR-B 



CSAR-D 



Index-Register 



Pointer j 



E*16* 



Link 



pi*mBJIHfe» 



ZLSAR 



ZLS 




DLS/ZLS In Switch 



DLSAR 




DLS 



Modifier 



EXTAR 



E*19*,20* 



Pointer 



Control Storage 
Data In Buffer 



Control Storage 



Op-Register 
C \ R | Y 



CRY-Switch 




D-Register 



I 



E»2»* 



E*10« 
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Operational 
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3125 MLM. Input/Output Processor [17576] 



Microinstructions (continued) 



3-330 



Microinstructions (continued) 

SZR Process Cycle (DLS Register to ZLS) 

• Group 3: Process cycle of SZR (Store into ZLS) • Op- Register Layout 



instruction. 



(Instruction to be ^ 

executed in op register J 

I 



Analyse op code (C-field) 



Set local zone and Y-f ield 
into DLSAR to address 
'From' register 



Set R-field into ZLSAR to 
address 'To' register in ZLS 



Generate 

ZLS write pulse 



Set contents of 'From' 

register via 

ALU A-Regand 

ALU D-Reg into addressed 

'To' register under control 

of ZLS write pulse 



T 



Timing 



Signal Names or Actions 



ZLSAR Clock 
Contents of ZLSAR 

A-Register Clock 
Contents of A-register 
D-Register Clock 
Contents of D-register 
D-Register to Input Sw 
T57 ZLSWr Pulse 
Contents of Address ZLS 



Po 



PAVV-S.W ^\\\VAV.VVSRVA\\VVJ 



inter 



I 


^ R-Field Bits ^ 








V.PioiH n;+e 






«^ C-Field Bits ► 




M m ■ ■ "-■" "-" i - *~ 


4 


5 


6 


7 


2 


3 




2 


3 


4 


5 


6 


7 





1 


2 


3 


4 


5 


6 


7 



'To' 



'From' Re g 



A-R eg 



D-Reg 



Op Code 



To' Register 



Generation of the signals 
-I BCR or SCR or LBR Op see page 3-315 
-tT57 ZLS Wr Pulse see page 3-325 



s< 



sn 



See 
Note 1 
on page 
3-315 



ALS-D In Switch 



ALS-B In Switch 



ALS-B 



ALS-Out Register | CSAR-B CSAR-D 





ALS-D 



Modifier 



E*16* 



X 



DLS/ZLS In Switch 




DLS 



External Zone Register I I EXTAR 

— ~r — — t 



E*19*,20* 



• Control Signals for: 

ALU A-Register (E*13*) are: 
A-Register SX — Inactive 
A-Register SY - Inactive 
ALU D-Register (E*13*)are: 
D-Register SX - Inactive 
D-Register SY - Active 



Pointer 



Control Storage 
Data In Buffer 



Control Storage 



Op-Register 
C | R | Y 



CRY-Switch 




E«2* 



E*10* 



SZR Process Cycle (External Register to ZLS) 



• Group 3: Process cycle of SZR (Store into 
ZLS) instruction. 



Instruction to be 
executed in op-register 



Analyse op code (C-field) 



Set external zone into ex- 
ternal zone register and Y- 
field into EXTAR to address 
'From' register 



Set R-field into ZLSAR to 
address 'to' register in ZLS 



Generate ZLS write pulse 



Set contents of 'From' 
register via 
ALU A-register and 
ALU D-register into 
addressed ZLS position 



T 



• Op-Register Layout 
H C-Field Bits — ► 



R-Field Bits 



^ Y-Field Bits — ►! 


12 3 4 5 6 7 



Op Code 



'To' Register 



'From' Register 



See 

Note 1 on 
page 3-31 5 



Generation of the signals: 
-) BCR or SCR or LBR Op see page 3-315 
-\ T57 Wr Pulse see page 3-325 
-I Ext Select see page 3-120 



o Timing (see page 3-330) 

Same as for DLS to ZLS except that external register is 
loaded into ALU A-register. 



ALS-D In Switch 



ALS-B In Switch 



ALSAR 



ALS-B 



ALS-Out Register 



ALS-D 



Modifier 



CSAR-B 



CSAR-D 




E*16* 



• Control Signals for: 

ALU A- Register (E*13 # )are: 
A-Register SX — Inactive 
A-Register SY - Active 
ALU D-Register (E*13*)are: 
D-Register SX - Inactive 
D-Register SY - Active 



Pointer 



Control Storage 
Data In Buffer 



Control Storage 



E*10* 



Op-Register 
C | R | Y 



E*2« 




From External 
Registers 



to External Registers 
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Operational 
Details 



3135 MLM. Input/Output Processor [17578] 



Microinstructions (continued) 



3-340 



Microinstructions (continued) 

SLKI Process Cycle 

• Group 3: Process cycle of SLKI (Store into • Op-Register Layout and X-Register Clock Generation 



X-Register of SVP link card) instruction. 



Q 





- C-Field Bits — ► 


4 


5 


6 


7 


2 


3 



| 2 3 



-Field Bits 



nstruction to be 
executed in op-register 



) 



Analyze op code (C-field) 



Propagate immediate data 
(Y-field) via 

CRY switch 

ALU A-register 

ALU D-register 

ALS-D in switch 

ALS-out register 
to SVP link 



Generate 
X-register clock 



Set immediate data into 
X-register under control of 
X-register clock 







Y-Field Bits 









1 


2 


3 


4 


5 


6 


7 



Op Code 



R-Field here 
represents control 
information 



Immediate Data 



C2 



C3 



Instr Cycle 



Move Ops 



C6 



LSC Ops 



C4 



C7 



R2 



LSC Op 



SLKOp 



T05 



,T27 



R3 



X-Reg Wr Gate 



A 
E*313| 



X-Reg Clock 



-\ R3 'on' Specified data is transferred to X-register (immediate 
data or contents of register specified by Y-Field) 



-\ R4W Set 'PCR' FL 

-\ R5 'on' Reset 'SVP Requ' FL 

-\ R6 Unused 

-\ R7 'on' Reset 'prevent I/O' FL. See also page 4-055 



Timing 



Signal Names or Actions 



Contents of CRY switch 
ALU A-Reg Clock 
Contents of ALU A-register 
ALU D-Reg Clock 
Contents of ALU D-register 
T96 ALS-D In Clock 
T41 D-Reg to ALS-D In 
Contents of ALS-D in 
T61 ALS-Out Clock 
Contents of ALS-out register 
(T57) X-Reg Clock 
Contents of X-register 



Y-Field 



CRY-Switch 



SS3 



A-Reg 



D-Reg 
KSSSSSSSSSSSSSSSSS4SS^ 



S3 




ALS-B In Switch 




ALSAR 



ALS-B 



ALS-Out Register 



ALS-D 



Modifier 



CSAR-B 




CSAR-D 



Index-Register 



fam^xaim 



Pointer 



to X-register on SVP Link Card 
(E*31*) 



E*16* 



Link 



ZLSAR 



ZLS 



E 



ZLS-Out Register 



V 



DLS/ZLS In Switch 



DLSAR 



r—WWI 



DLS 



Modifier 



External Zone Register 



T 



EXTAR 



T 



E*19*,20* 



ALS-D In 



ALS-Out Reg 



• Control Signals for: 
CRY Switch 
ALU A-Register 
ALU D-Register 

See page 3-325 

ALS-Out Register (E*16*) are: 
ALS-Out SX - Inactive 
ALS-Out SY - Active 
ALS-Out Clock - T61 

X-Register (E*31*) are: 
X-Reg SX — Inactive 
X-Reg SY - Inactive 
X-Reg Clock - T57 




E*2* 



E*10* 



SLKR Process Cycle 
(DLS register to X-register) 

• Group 3: Process cycle of SLKR (Store into X-Register 
of SVP Link) instruction 



(Instruction to be A 

executed in op-register J 



Analyse op code (C-field) 



Propagate contents of 
address DLS register via 
ALU A-register 
ALU D-register 
ALS-D in switch 
ALS-out register 
to SVP Link 



Generate X-register clock 



Set contents of 'From' 
register into X-register 
under control of X- 
register clock 



Op-register Layout 







C-Field Bits 










R-Field Bits 












Y-Field Bits 










" 






4 


5 


6 


7 


2 


3 


2 


3 


4 


5 


6 


7 





1 


2 


3 


4 


5 


6 


7. 



OpCode 



R-field here represents 

control information see page 

3.34O See Note 1 

on page 3-115 



Generation of the signals: 

BCR or SCR or LBR see page 3-315 

X-Reg Clock see page 3-340 



Timing 



Signal Names or Actions 9 



ALU A-Register Clock 
Contents of ALU A-register 
ALU D-Register Clock 
Contents of ALU D-register 
T96 ALS-D In Clock 
T41 D-Register to ALS-D In 
Contents of ALS-D In . 
T61 ALS-OutClock 
Contents of ALS-Out register 
(T57) X-Register Clock 
Contents of X-register 



'From' Reg 



\//;;s; ///;;;;;;;;;;;;;;;;/;>/ ;\ 



A- Reg 



yxVyV/VyV/V/V/V/yTTTT: 



D-Reg 



vsjsj;;s>Sy>;;;;s;/7777: 



ALS-D In 



iss//ss///s/>//a 



. ALS-Out Reg . 
I- - 1 



'From' register 



Control signals for: 
ALU A-Register (E*13 # ) are: 
A-Reg SX — Inactive 
A-Reg SY — Inactive 
ALU D-Register 
ALS-Out Register 
X-Register 
See page 3-340 



ALS-D In Switch 




Modifier 



ij)Uio*«Jii.mni 



CSAR-D 



To X-Register on 
SVP Link Card 
(E*31*) 



DLS/ZLS In Switch 



External Zone Register 



Pointer 



Control Storage 
Data In Buffer 



Control Storage 



Op-Register 
C I R I Y 



CRY-Switch 




E»22» 
23» 



D-Register 



T 
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Microinstructions (continued) 



3-345 
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Microinstructions (continued) 



3-350 



Microinstructions (continued) 

SLKR Process Cycle 

(External register to X-register) • Op-Register Layout 



Group 3: Process cycle of SLKR (Store into X-Register of 
SVP Link) instruction 



(Instruction to be ^v 

executed in op-register J 



Analyse op code (C-field) 



Set external zone into 
external zone register and 
Y-field into EXTAR to 
address 'From' register 



Transfer contents of 

addressed external register 

via 

ALU A-register 

ALU D-register 

ALS-D In switch 

ALS-Out register 

to SVP Link 



Generate X-register clock 



Set contents of 'From' 
register into X-register 
under control of X- 
register clock 



T 







C-Field Bits 










R-Field Bits 












Y -Field Bits 










" 










4 


5 


6 


7 


2 


3 


2 


3 


4 


5 


6 


7 





1 


2 


3 


4 


5 


6 


7 



Op Code 



R-field represents control 

information see page 3-340 See Note 1 

on page 3-1 15 



'From' Register 



Generation of the signals: 
' BCR or SCR or LBR Ops see page 3-315 
; X-Reg Clock see page 3-340 
' Ext select see page 3-120 



Timing (see page 3-345) 

Same as for DLS to X-register except that external register is 

loaded into ALU A-register 



Control Signals for: 

ALU A-Reg (E*13*) are: 

A-Reg SX — Inactive 

A-Reg SY - Active 

ALU D-Register see page 3-335 

ALS-Out Register see page 3-340 

X-Register see page 3-340 



ALS-D In Switch 



ALS-B In Switch 



| ALSAR | 



ALS-B 



ALS-D 



ALS-Out Register 



CSAR-B 




Modifier 



CSAR-D 



Index-Register 



Pointer I 



Link 



To X-Register on SVP 
Link Card (E*31*) 



E»16* 



| ZLSAR j— 



ZLS 

(External Zone) 



ZLS-Out Register 



*- 



External Zone Register 



DLS/ZLS In Switch 



DLSAR 



DLS 



Modifier 



EXTAR 



External Register 
Address 



E»19\20* 



Pre-decoder 



To External Registers 



Pointer 



Control Storage 
Data In Buffer 



Control Storage 



E*10* 



Op-Register 
C | R | Y 



CRY-Switch 



A-Register 




B-Register 



Digit Switch 



ALU 



E»2* 



From External 
Registers 



i 



TH 



E»22* 



D-Register 



T 



LLKR Process Cycle 

(X-Register to DLS) 

• Grouo 3: Process cycle of LLKR (load X-Register 
contents into 'To' register) instruction. 



(Instruction to be ^ 

executed in op-register J 



Analyse op code (C-field) 



Set local zone and Y-field 
into DLSAR to address 
'To' register 



Transfer X-register 
contents via 
CRY- switch 
ALU A-register 
ALU D-register 
into 'To' register 



Generate DLS write pulse 



Set contents of X-register 
into addressed DLS 
register under control of 
DLS write pulse 
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• Op-Register Layout 







J-Fiel 


d Bits 








4 


5 


6 


7 


2 


3 







R-Fie 


d Bit 








2 


3 


4 


5 


6 


7 







V-Field Bits 













1 


2 


3 


4 


5 


6 


7 



Op Code 



R-field represents control See Note 1 
information see Note 1 on page 

3-315 



'To' Register 



Y2 




Any Wr Op 












1 ■ 


A 


DLS Wr Gate 






C2 






A 


Wr Ext Op 




A 


DLS Wr Pulse 


C3 ^ 


A 


MV ops 










Time 




/ Instr cycle 


I 
















5 
C6 




A 


_ 


E*13* 


Time 


A/ 
OR 


Ext Write 


Fvt Wr Puke 








Any Wr Op 




FL 










C4 






(Note 2) 








A 














LCR OP 






LCR OP 










( T49 


A 


A-Reg Clock 













H 



X-Register 



_E2 U 



31 fc> 



SVP Request FL 



vz 



E*316 
E*317 



• Timing 
Signal Names or Actionsg 



Contents of CRY-switch 
A-Register Clock 
Contents of A-register 
D-Register Clock 

Contents of D-register 

D-Register to DIS/715 
in Sw 

T80 DLS Write Pulse 
Contents of DLS 



9 



X-Reg 



\>>/>///>//>/i/////>//nu 



CRY-Sw 



t />;//>//////// j ///> r >/ / >>> /7-r1\ 



A-Reg 



\u/fj?t///t 



////////////// >-TT7\ 




t>t////;//r///^ 



9 Control Signals for: 

CRY -Switch (E # 10*) are: 
CRY-Switch SX to 5— Active 
CRY-Switch SX 6,7 - Active 
CRY-Switch SY - Active 

ALU A-Register (E*13*) are: 
A-Register SX - Active 
A-Register SY — Inactive 

ALU D-Register (E*13*) are: 
D-Register SX — Inactive 
D-Register SY - Active 



Notes: 

1. R2 — unused 

R3 to R6 — have to be zero 

R7 off - X-register is set into register specified by Y3 to Y7 

R7 on - X-register bits to 5 are set into bit positions to 5 

of register specified by Y3 to Y7. 

Bit position 6 = SVP Requ FL 

Bit position 7 = PCR FL 

2. This box represents a number of AND/OR blocks 



BBSS 




4 — r 



ALS-B In Switch 



jaaa 



ALSAR 



ALS-B 



| "■-■-"• ■"—"-" 



■Knar! 



ALS-Out Register 



aaBEBEB^Bsa 



ALS-D 



Modifier 



CSAR-B 



CSAR-D 




Pointer 



BB!WteWi'ft''iHl 



External Zone Register 




DLS/ZLS In Switch 



32323 



UWIIiMMl— M 



E*19\ 20* 



Pointer 



MMUIM 



foam 

Control Storage 
Data In Buffer 



E*2« 



Control Storage 



Op-Register 
C | R | Y 




From X-Register 



D-Register 



T 



Microinstructions (continued) 



3-355 
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Microinstructions (continued) 



3-360 



Microinstructions (continued) 

LLKR Process Cycle 
(X-Register to External Register) 

• Group 3: Process Cycle of LLKR (load X-Register contents into| 
'To' Register) instruction. 



(Instruction to be ■ A 
executed in op-register J 



Analyse op code 
(C-field) 



Set external zone into 
external zone register and 
Y-field into EXTAR to 
address 'To' register 



Transfer X-register 
contents via 
CRY-switch 
ALU A-register 
ALU D-register 
into 'To' register 



Generate external 
write pulse 



Set contents of X-register 
into addressed external 
register under control of 
external write pulse 



I 



• Op- Register Layout 
C-Field Bits 










Ft-Fie 


d Bits 














Y-Field Bits 
















4 


5 


6 


7 


2 


3 


2 


3 


4 


5 


6 


7 
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2 


3 


4 


5 


6 


7 



Op Code 



R-field represents control See Note 1 
information see Note 1 on page 

on page 3-355 3-31 5 



'To' Register 



Generation of the signals: 

A- Register Clock see page 3-355 

Ext Write Pulse see page 3-355 



• Timing (see oage 3-355) 
Same as for X-register to DLS, 
except that D-register contents 
is loaded into external 
register 



Control Signals for: 
CRY-Switch 
ALU A- Register 
ALU D-Register 
see page 3-355 



ALS-D In Switch 



ALS-B In Switch 



ALS-Out Register CSAR-B 




ALS-D 



Modifier 



CSAR-D 



E*16« 



| ZLSAR [— 



ZLS 



ZLS-Out Register 



External Zone Register 



"Li" 



DLS/ZLS In Switch 



I DLSAR f— 



Modifier 



E*19\20« 



EXTAR 



External Register 
Address 



to External Registers 



Pointer 



Control Storage 
Data In Buffer 



E»2« 



Control Storage 



Op-Register 
C | R | Y 



CRY-Switch 



A-Register 

I 



B-Register 




Digit Switch 



ALU 




1ZM 



E*22* 



T 



to External Registers 



From 
X-Register 



I 



LBI to DLS Register Process Cycle 

• Group 3: Process Cycle of LBI (load byte into DLS register specified 
by R-field and contents of addressed ZLS position) 



(Instruction to be ^\ 
executed in op-register J 



Analyse op code (C-field) 



Pointer addresses ZLS 
viaZLSAR. Contents of 
address ZLS position 
together with R-field 
is set into DLSAR to 
address 'To' register in 
DLS 



Generate DLS write pulse 



Set immediate data Y-field 
into addressed DLS 
register 



X 



Timing 
Signal Names or Actions 9 



Contents of CRY-switch 
ALU A-Register Clock 
Contents of ALU A-register 
ALU D-Register Clock 
Contents of ALU D-register 
T80 DLS Write Pulse 
Contents of DLS 



9 



Y-Field 



CRY-Switch 



>jssjsjj>ssj\ 



A-Reg 



VSSJSSSSSfSJSSS) 



A-Reg 



VSSfSSSA. 
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Op-Register Layout and DLS Write Pulse Generation 



- 




C-Field Bits 




' 






4 


5 


6 


7 


2 


3 



« » 

2 3 4 5 6 7 



* 




Y-Field Bits 













1 


2 


3 


4 


5 


6' 


7 





Op Code 



'To' Register 



Immediate Data 



C2 



C3 



Instr Cycle 



C2 



Operational 
Details 



£> A 



Move Ops 



Any. Write Opl 



Write Ext Op ^ 



DLS Wr Gate 



(T80) DLS Write Pulse (E»137) 



(Note) 



• Control Signals for: 
CRY-switch 
ALU A-Register 
ALU D-Register 
see page 3-355 

Note: This box represents a number of AND/OR blocks 



ALS-D In Switch 



ALS-B In Switch 



I alsar"'! — 



ALS-B 



ALS-Out Register 



ALS-D 



CSAR-B 



Modifier 



CSAR-D 



Index-Register 



Pointer 



E*16* 



| ZLSAR \~ 



ZLS-Out Register 



^ 



DLS/ZLS In Switch 




DLS 



Modifier 



External Zone Register 



T 



EXTAR 



E*19\20 # 



Pointer 



Control Storage 
Data In Buffer 



Control Storage 



Op-Register 
C | R [ Y 



CRY-Switch 



A-Register 





Digit Switch 



E*2« 



E»10* 



IH. 



E«22* 
23 # 



D-Register 



T 



Microinstructions (continued) 



3-365 
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Microinstructions {continued) 



3-370 



Microinstructions (continued) 

LBI to External Register Process Cycle 



Group 3: Process Cycle of LBI (load byte into the external register specified by 
external address) 



(Instruction to be ^ 

executed in op-register J 



Analyse op code (C-field) 



Pointer addresses ZLS via 
ZLSAR. 

Contents of addressed ZLS 
position are set into 
external zone register. 
R-field is set into EXTAR. 
Contents of both, the 
external zone register and 
EXTAR are used to 
address 'To' register 



Generate external write 
pulse 



Set immediate data 
(Y-field) into addressed 
external register 



T 



• Timing 
Signal Names or Actions g 



Contents of CRY-switch 
ALU A-Register Clock 
Contents of ALU A-register 
ALU D-Register Clock 
Contents of ALU D-register 
External Write Pulse 
Contents of external register 



»;^/v^/;^^/^/^^/w^^^^///77 




l« p - Reg — / 



Op-Register Layout and External Write Pulse Generation 



u 




C-Field Bits 




. 




- 




R-Field Bits 








„ 




Y-Field Bits 






„ 


I 




* 


' 














4 


5 


6 


7 


2 


3 




2 


3 


4 


5 


6 


7 







1 


2 


3 


4 


5 


6 


7 



Op Code 



C2 



C3 



Instr Cycle 



C2 



R2 



Any Wr Op 



Wr Ext Op 



Move Ops 



'To' Register 



Any Write Op. 



.Write Ext Op 



(Note) 



Ext Select, 



Immediate Data 



• Control signals for: 

CRY-Switch 
ALU A-Register 
ALU D-Register 
see page 3-355 

Note: This box represents a number of AND/OR blocks 



(E»137) 



Ext Write Pulse, 



(T91) 




To External Registers 



To External Registers 
As specified by 
external address 
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Operational 
Details 
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Microinstructions (continued) 



3-375 



Microinstructions (continued) 

MV, MVX Process Cycle 

(Both Registers in DLS) 

• Group 3: Process cycle of LBR operations. 

These operations allow the movement of the content of one register to 
another register by either 'straight' operation or 'crossed' operation. 



Op- Register Layout and Control Signal Generation 



(Instruction to be ^ 

executed in op-register J 



Analyse op code 
(C-field) 




Move straight operation 



Move crossed operation 



Address 'From' register 
and set data into A-register 




'From' and 'To' registers 
are located in DLS 



'From' register is external, 
'To' register is located 
in DLS 



Gate contents of 'From' 
register into D-register 



Address 'To' register 



General DLS write pulse 



Set D-register contents 
into addressed DLS 
register under control 
of DLS write pulse 



X 



L 







C-Field Bits 












R-Field Bits 












Y-Field Bits 


















4 


5 


6 


7 


2 


3 




2 


3 


4 


5 


6 


7 





1 


2 


3 


4 


5 


6 


7 






















Op Code 
















'To 


Register 






See Note 1 




From 


' Register 





C2 



(Instr Cycle 



fc> A 



Mv-Op 



u: 



C5 



CLBR-Op 



C7 



A-Req SX — Inactive 



D-Reg SX - Inactive 



A-RegSY- Inactive |^ A LU controls for both 
registers in DLS — move 
'straight' 



D-Reg SY — Active 



(Note 2) 



c 


-Register 


A-Reg Bits to 3 






7 
P 




4 to 7 




P 







D-Register 



E '233 



LBR-Op 



C7 



Y2 



_fc* 



A-Reg SX — Inactive 



A-Reg SY- Inactive I ALU controls for both 



D-Reg SX - Inactive < registers in DLS - move 
D-Reg SY - Inactive | 'crossed' 



C4 



Instr Cycle 



Any Write O 



L, 



-bn 



H 



Write Ext Op r\ 



(Note 2) 
E»13* 
DLS Write Gate 



/A-Reg Bits 4 to 7 






7 
P 


e 


Oto 3 




P 







T05rv 



T83 



T80 DLS Write Pulse 



(Note 2) 




'From' register is located 

in DLS, 

'To' register is external 



'From' and 'To' registers 
are both externals 



' Timing 
Signal Names or Actions 9 



Gate contents of 'From' 
register into D-register 



Address 'To' register 



Generate external 
write pulse 



Set D-register contents 
into address external 
register under control of 
external write pulse 



TT 



r 

i 

For these operations, the following are shown on page 3-080: 

• Op-Register Layout and Control Signal Generation 

• Timing 

• Data Flow 



J 



Contents of DLSAR 
A-register Clock 
Contents of A-register 
D-register Clock 
Contents of D-register 
DLS Write Pulse 
Contents of DLS register 



'From' Reg 'To' Reg 



vssjss;ssjxjj>jssj-7?7. 



'From' Reg 



A-Reg 



vsss;/;; ;;;;/^ 






Notes: 

1 . Y0 — Suffix U bit, allows the changes of lARs 

after execution of the instructions 
Y1 — Has to be zero 

2. This box represents a number of AND/OR blocks 



| ALS- 



ALS-D In Switch 



ALS-B In Switch 



ALS-B 



ALS-Out Register CSAR-B 




ALS-D 



Modifier 



CSAR-D 



E*16* 



| ZLSAR |— 



ZLS-Out Register 



<r 



t_L 



DLS/ZLS In Switch 




Modifier 



DLS 



External Zone Register 



X 



EXTAR 



T 



E*19* 20* 



Pointer 



Control Storage 
Data In Buffer 



E»2« 



Control Storage 



Op-Register 
C I R I Y 



E»10* 



CRY-Switch 




B-Register 



Digit Switch 



ALU 



TT* E*22- 
23» 



D-Register 



MV, MVX Process Cycle (continued) 

(External Register to DLS Register, DLS Register to External 
Register, External Register to External Register) 

• Group 3: Process cycle of LBR operations (continued from page 3-375) 

• Timing for Move External to Local Register 



Signal Name or Action 9 



Contents of DLSAR 
Contents of EXTAR 
A-register Clock 
Contents of A-register 
D-register Clock 
Contents of D-register 
DLS Write Pulse 
Contents of DLS register 



£ 



'To' Reg 



-H 



'ssss;ss;s;;sss;ss/jjz 



'From' Reg 



wssss/sssssssss/sss/a ' 



'From' Reg 



v;;/;/ l >s /s;sss;ssssssssss/ssssssssss;;j;;;\ 



A-Reg 



JZZZZZZZZZZZZZZZZZZZZZZZZZZZZi. 



D-Reg 



SZZZZZZZZZZZil. 



• Timing for Move Local to External Register 



Signal Name or Action 


9 





9 







er 




'From Reg' ^, 












vs?s;ssssss;;sj;;?ssA " ' 


"1 






. 'To' Reg 


- 1 










A-register Clock 








'From' Reg r| 


Contents of A-register 
D-register Clock 


\rss//;j'ssr7fss;sssss;;sssss;ssss;;;;;s/s;;\ 








A-Reg ' , 


Contents of D-register 

Ext Write Pulse 

Contents of external regist 


vTrr7777777-rrs-ssssss;/;;s; 


7771 






,„ D-Reg f 



Timing for Move External to External Register 





9 





9 







er 




'From' Reg . 'To' Reg ^ , 






A-register Clock, 








'From' Reg 




Contents of A-register 
D-register Clock 










A-Reg 








Contents of D-register 


b'/'/'y/'/'y'/'/'/'/ , /'-'/ , / , /'/'/'/'/'/'^/'-'-'/ l -'/<l 






Ext Write Pulse 




l- D ' F 


eg , 


Contents of external regist 


v;;s;;;a. 
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• Op-Register Layout and Control Signal Generation 





C-Field Bits 












R-Field Bits 






L. 






Y-Field Bits 










* 














4 


5 


6 


7 


2 


3 


2 


3 


4 


5 


6 


7 







1 


2 


3 


4 


5 


6 


7 



Op Code 



C2 



'To' Register 



C4 



C5 



Instr Cycle 



LBR-Op 



C7 



Jfci. 



Y2 



(Note) 



LBR-Op 



C7 



. Generation of DLS Write pulse, see page 3-375 
Generation of Ext select, see page 3-370 



(Note) 



LBR-Op 



C7 



. Time 



(Note) 



LBR-Op 



C7 



C2' 



(Note) 



Instr Cycle 



Any Write Op 



Write Ext Op 



. T05 



(Note) 



T49 



LBR-Op 



C7 



-N A/ 
OR 



(Note) 



LBR-Op 



C7 



Y2 



(Note) 



Generation of Ext Write pulse see above 



See Note 1 on 
page 3-375 



A-Reg SX — Inactive 



A-Reg SY — Active 



D-Reg SX — Inactive 



D-Reg SY - Active 



A-Reg SX — Inactive 



A-Reg SY — Active 



D-Reg SX — Inactive 



D-Reg SY - Inactive 



A-Reg SX — Inactive 



A-Reg SY - Inactive 



D-Reg SX - Inactive 



D-Reg SY - Active 



A-Reg SX — Inactive 



A-Reg SY — Inactive 



D-Reg SX - Inactive 



D-Reg SY — Inactive 



Ext Write Pulse 



A-Reg SX — Inactive 



A-Reg SY - Active 



D-Reg SX - Inactive 



D-Reg SY -Active 



A-Reg SX — Inactive 



A-Reg SY -Active 



D-Reg SX - Inactive 



D-Reg SY — Inactive 



'From' Register 



Move 
straight 



Move 
crossed 



Move 
straight 



Move 
crossed 



Move 
straight 



Move 
crossed 



Note: This box represents a number of AND/OR blocks 



H"*"l I Link I 
I Pointer I I I 






| ZLSAR f~ 



3 



ZLS-Out Register 



External Zone Regis 




OLS/ZLS In Switch 



I Modifier I 



rnal Ri:qisti'i 1 



To Exlwrnal Rufli! 



Op-Register 
C | R | V 



A-Registe 



External 

Registers 



i 




To External Regi 



To External Registers 



Microinstructions (continued) 



3-380 



Operational 
Details 



ADDI, ANDI, EORI, ORI, TADDI, TANDI, TEORI, TORI Process Cycles 



• Group 4: Process cycle of: 



ADDI 

ANDI 

EORI 

ORI 

TADDI 

TANDI 

TEORI 

TORI 



(Test only) 



Immediate data to external 
register and store result 



Immediate data to external 
register without store result 



(Instruction to be A 

executed in op-register J 



Analyse op code (C-field) 
and set ALU controls 



Address register with a 
combination ol external 
zone and R-field bits 



Set contents of addressed 
register into A-register 



Set immediate data (Y- 
field) via CRY-switch into 
B-register 



Generate result dependent 
upon ALU control and set 
result into D-register 




These instructions are 
used to generate an ALU 
condition code for sub- 
sequent branch ops. ALU 
result is present in D- 
register but not stored 
into 'To' register because 
no external write pulse is 
generated 



(Store result) 



The ALU result from D- 
register is stored into 'To' 
register under control of 
external write pulse 



X 
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Op Register Layout and Control Signal Generation 

R-Field Bits 





C-Field Bits 








4 


5 


6 


7 


2 


3 



2 3 4 5 6 7 







Y-Field Bits 













1 


2 


3 


4 


5 


6 


7 





Op Code 



'To' Register 



Immediate Data 



C3 



■ Instr Cycle 



AL-Op 



ALR-Op n. 



A-Reg SX — Inactive 



A-RegSY 


— Active 


B-RegSX - 


Inactive 


B-RegSY - 


Inactive 


D-RegSX 


— Active 


D-RegSY - 


Inactive 



(Note) 



C4 



Instr Cycle 



R2 



Any Write Op 



Write Ext Op 



TO 5 



T49 



.£> 



(Note) 



Generation of: 
' Ext select see page 3-370 



Ext Write Pulse (T91) 



• Timing 



Signal Names or Actions 



Contents of CRY-switch 

A-Register Clock 

Contents of A-register 

B-Register Clock 

Contents of B-register 

D-Register Clock 

Contents of D-register 

Ext Write Pulse 

Contents of external register 

ALU Cond Code Wr Pulse 

Contents of ALU condition code buffer 



Y-Field 



Ext Register 



Y-Field 



ALU Result 



l rV<V«V*V.V<V<V<V;f<V<M 



te 






Kr////'S<'<'<'/'<'/t'//<'///A i 



• Control signals for CRY-switch see page 3-410 

• ALU functions see page 3-420 



Note: This box represents a number of AND/OR blocks 




To External Registers 



To External Registers 



Microinstructions (continued) 



3-415 



Operational 
Details 
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Microinstructions (continued) 



3-420 



Microinstructions (continued) 

ADD, AND, EOR, OR, TADD, TAND, TE0R, TOR 
Process Cycles 

(Both registers in DLS) 
• Group 4: Process Cycle of: 



Register to register 
with store result 



Register to register 
without store result 




(Instruction to be A 

executed in op-register J 



Analyse op code (C-field) 
and set ALU controls 




'To' register is external 
register 



'To' register is in DLS 



'From' register is external 




f External register to \ 

external register operation. 
\This must not occur / 



'From' register is in DLS 




'From' register is in DLS 



Local register to 

external register operation, 

see page 3-430 



'From' register is external 
register 



Local register to local 
register operation 



External register to local 
register operation, 
see page 3-425 




Store ALU condition code. 
Actual ALU result is not 
stored because no DLS 
A/rite pulse is generated 



Store ALU result from 
D-register into addressed 
DLS register under control 
of DLS write pulse 



Op-Register Layout and Control Signal Generation 





C-Field Bits 










R -Field Bits 












Y-Field Bits 








r 




' 








' 






4 


5 


6 


7 


2 


3 




2 


3 


4 


5 


6 


7 







1 


2 


3 


4 


5 


6 


7 



• ALU Functions: 
ADD A+B 



AND 



Op Code 



'To' Register 



C2 



_fc> 



C3 



^Instr Cycle 



ALOps 



ALROp 



A/ 
OR 



A-Reg SX — Inactive 



A-Reg SY - Inactive 



B-Reg SX - Active 



B-Reg SY - Inactive 



D-Reg SX - Active 



D-RegSY - Inactive 



Y2 



_k 



(Note 2) 
DLSAR Gate 



C2 



C4 



r lnstr Cycle 



Any Write Op 



-tv 



Write Ext Op ^ 



DLS Write Gate 



T05 rs 



T83 



T80 DLS 



(Note 2) 



C7 



C7 



ALU Carry from 



CCBfr 
CG 



Ext Carry 



C2 



Carry to Bi 



,J -QK 



• Timing 

Signal Names and Actions 



Contents of DLSAR 

A-Reg Clock 

Contents of A-register 

B-Reg Clock 

Contents of B-register 

D-Reg Clock 

Contents of D-register 

DLS Write Pulse 

Contents of DLS register 

ALU Cond. Code Wr Pulse 

Contents of ALU condition code buffer 



9 



'To' 'From' 



'To' 



iss;ss^>s;;ssss/;;;s7\ 



'To' Reg 



tsssssss/sssssSSSSS/A 



'From' Reg 



ALU Result , 



D-Rei 



%X 



YS/SS<>\ 



ALU Cond. Code 



'From' Register 



Notes: 

1. Y0 - Suffix U bit, allows.the change of lARs after 

execution of the instruction. (See also 
page 3-040) 
Y1 — This bit defines special conditions for carry 
handling, that are considered with the 
execution of the ADD or TADD instructions, 
explained in Note 3 on page 3-030 

2. This note represents a number of AND/OR blocks 



EOR 



OR 



A= 9 


100 1 


B = 3 


00 1 1 


C = 12 


1 1 00 


A 


1 001 


B 


00 11 


Result 


0001 


A 


1 001 


B 


00 1 1 


Result 


10 10 


A 


1 00 1 


B 


001 1 



Result 



1011 



• ALU conditions are: 

ALU result zero 

ALU carry 
A number of branch conditions may be generated in connection with 
C-field bits 6 and 7. (See page 3-115). 



ALS-D In Switch 



ALS-B In Switch 



| ALSAR | 



ALS-B 



ALS-Out Reg 



gister 



CSAR-B 



Modifier 



CSAR-D 




E*16* 



R + Y Field 



ZLS-Out Register 



DLS/2LS In Switch 



1 ZLSAR h ^ca.Zone, 1 ° LSAR h 



Modifier 



DLS 



Pointer 



Control Storage 
Data In Buffer 



Control Storage 



Op-Register 
C I R I Y 



r 1 

I Cand Y1 
I 

I 
I 
I 
I 
I 

I 



CRY-Switch 



To' 
A-Register 



External Zone Register 



EXTAR 



E*19\ 20* 



'From' 
B-Register 



E*2* 



E*10* 



r±i£ 




Digit Switch 

I — , E*22* 
23* 



ALU 



ALU condition code 
to ALU condition 
code buffer 



result 
D-Register 



ADD, AND, EOR, OR, TADD, TAND, TEOR, TOR 
Process Cycles 

('To ' register in DLS, 'From ' register external) 

• Group 4: Process cycles of 
ADD "I 

AND I Register to register 

EOR | with store result 

OR J 



TADD 
TAND 
TEOR 
TOR 



Register to register 
without store result 



See pa<j<> 3-430 




External register to local 
register operation con- 
tinued from page 3-420 



Address 'To' register in 
DLS ;ind set into A-register 



Address 'From' register 
and set into B-register 



Generate result and set 
into D-register 



(Test only) 



Store ALU condition 
code. Actual result is 
present in D-register but 
not stored, because no 
DLS write pulse is 
generated 



I 




Yes (Store result) 



Generate DLS write pulse 



Store ALU result into 
addressed DLS register 
under control of DLS 
write pulse 



X 



3125 MLM. Input/Output Processor [17590] 



• Op-Register Layout and Control Signal Generat 


on 
























C-Field Bits 




R-Field Bits 




Y-Field Bits 






4 


5 


6 


7 


2 


3 


2 


3 


4 


5 


6 


7 





1 


2 


3 


4 


5 


6 


7 



Note: This box represents a number of AND/OR blocks 



Op Code 



'To' Register 



See Note 1 on 
page 3-420 



C2 



C3 



Instr Cycle 



AL-Ops 



_C5_ 



ALR-Ops 



(Note) 



Generation of: 

DLS Write Pulse, see page 3-420 
Ext select, see page 3-370 
Carry to Bit 7, see page 3-420 



• Timing 

Signal Names or Actions 9 



Contents of DLSAR 
A-Register Clock 
Contents of A-register 
B-Register Clock 
Contents of B-register 
D-Register Clock 
Contents of D-register 
DLS Write Pulse 
Contents of DLS 

ALU Cond Code Wr Pulse 

Contents of ALU condition code 
buffer 



9 



'To' Register 



'To' Register 



'From' Register 




ALU Cond Code 



'From' Register 



A-RegSX - Inactive 



A-Req SY - 


Inactive 


B-Reg SX 


— Active 


B-Req SY 


— Active 


D-RegSX 


— Active 


D-Req SY - 


Inactive 



ALS-D In Switch 



ALS-B In Switch 



ALS-B 



ALS-Out Register 



ALS-D 



Modifier 




E*16« 



Pointer 



To External Registers 



Control Storage 
Data In Buffer 



Control Storage 



Op-Register 
C I R I Y 



CRY-Switch 




From 
External 
Registers 



E*22» 
23* 



ALU condition code to 
ALU condition code 
buffer 



Microinstructions (continued) 



3-425 



Operational 
Details 
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Microinstructions (continued) 



3-430 



Microinstructions (continued) 

ADD, AND, EOR, OR, TADD, TAND, TEOR, TOR Process Cycles 
('To' register is external, 'From' register in DLS) 



Group 4: Process cycle of 



AND 


Register to register 


EOR 


with store result 


OR J 




TADD 




TAND 


> Register to register 


TEOR 


without store result 


TOR J 





• Op-Register Layout and Control Signal Generation 
C-Field Bits R-Field Bits 









Y-Fie 


Id Bits 











1 


2 


3 


4 


5 


6 


7 




See page 3-425 



(Test only) 



Store ALU condition code 
Actual result is present 
in D-register, but not 
stored because no external 
write pulse is generated 



X 




See page 3-425 



Local register to external 
register operation con- 
tinued from page 3-420 



Op Code 



'To' register 



See Note 1 
on page 3-420 



'From' register 



C2 



C3 



Instr Cycle 



ALOps 



ALR Ops 



C5 



R2 



_L 



A-Reg SX — Inactive 



A-Reg SY - Active 



B-Reg SX - Active 



B-RegSY— Inactive 



D-Reg SX - Active 



D-RegSY- Inactive 



(Note) 



C4 



Instr Cycle 



Any Write Op 



R2 



Write Ext Op 



(Note") / 



105 fc> 



T49 



Generation of: 

Ext Select, see page 3-370 



Carry to Bit 7, see page 3-420 



E*13* 



Ext Write Pulse 



Address To' register and 
set into A-register 



Address 'From' register 
and set into B-register 



• Timing 



Generate result and set 
into D-register 



Signal Names or Actions 




C4 bit on 



Yes 

(Store result) 



Generate external write 
pulse 



Store ALU result into 
addressed external register 
under control of external 
write pulse 
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3-500 



Microprogram Control 

Cycle Timing and Arrangement 

The diagram shows how an instruction is fetched and 
how addressing is carried out for access and process 
cycles. 

The operation of lOPs is microprogram controlled. 
Execution of the individual microprograms follows the 
same scheme, because all lOPs are of the same structure. 

All microinstructions, except those that specify data 
load/store operations, are executed in one cycle. 

Each process cycle is preceded by an access cycle as 
shown in the following table: 



Access cycle n 



process cycle n-1 



Access cycle n+1 



process cycle n 



Access cycle: to read out the instruction from control 
storage into op registers. 

Process cycle: to execute the microinstruction. 

Overlapping of access and process cycles (except for the 
very first and very last instruction) is the reason for 
process cycles being followed by process cycles. 

Cycles "n" belong together and represent access and 
process cycles for instruction "n" 

Cycle "n-1" represents process cycle of instruction 
"n-1", preceeding instruction "n" 

Cycle "n+1" represents access cycle of instruction 
"n+1" following instruction "n". 

If time sliceing mode is "on" access and process cycles 
"n" may belong to one routine, while access cycle "n+1" 
and process cycle "n-1" may belong to other routines. 



Cycle Timing 



Function 



Previous Link in ALSAR (read out index word) 
Index word in ALS out register 
Index word in index register 

Pointer (access) in ALSAR (fetch instruction "n") 
ALS contents in CSAR 

Control storage contents in op-register (instruction "n") 
Trap register 

Link in ALSAR (read out next index word) 
Next index word in ALS out register 
Next index word in index register 

Next pointer (access) in ALSAR (fetch instruction "n + 1") 
Next ALS contents in CSAR 
Next control storage contents in op-register (instruction "n + 1") 

Comparison of current pointer and next pointer 

Modify CSAR-D and set into ALS in switch 

Return modified CSAR-D into ALS 

Pointer (process) in ALSAR (if it addresses ALS to read in the modified 
CSAR-D) 



Cycle 1 



Access Cycle for Instruction "n" 

During this cycle, the link portion of the preceding index word 
addresses the ALS. The index word is read out and set into the 
index register. The pointer portion is now used as access 
pointer to address ALS and fetch the address of the next 
instruction that is to be executed. The contents of ALS are 
set into CSAR, which addresses control storage to set instruc- 
tion "n" into the op-register. At the end of this cycle, the link 
portion is set into the ALSAR to fetch the next index word 



Cycle 2 



During this time, the link may be modified. This is early enough 
to have the new link address ready for the next access cycle 



I If instruction "n" is a data-fetch instruction or a store instruction, 
{the process pointer is used instead of the access pointer to read 
;out the data address 



l At the beginning of each cycle, the current pointer (index register) 

\ is compared with the new pointer (ALS-out register). 

\ Compare equal specif ies Norma/ Mode 

{ Compare unequal specifies Time Slice Mode 



Access Cycle for Instruction "n + 1" and Process Cycle for Instruction "n" 

During this cycle, the next index word is fetched as described 
under "cycle 1". Simultaneously, the CSAR content is 
modified, returned to ALS, and instruction "n" is executed. 
The pointer is now used as process pointer and is set into 
ALSAR to fetch the control storage address when data has to 
be fetched or stored. The process pointer simultaneously 
addresses the control storage data in buffer, the ALU condition 
code buffer, and the ZLS. This enables addressing of local and 
external registers and allows the storing of results and 
conditions of the current process cycle. 



Execution of IOP Microprograms 



The execution of IOP microprograms is controlled by index words. 
These index words consist of a 3-bit wide pointer and a 5-bit wide 
link portion. The format of index words is as follows: 



Pointer 



12 3 4 



Link 



Normal mode 

In normal mode one program or one routine is executed under 
control of at least one index word. A chain of index words is not 
absolutely necessary. 

If only one index word is used, execution of the microprogram 
would be as follows: 



The pointer always indicates an IAR. This IAR contains the control 
storage address of the instruction that is to be executed next. 

The link leads to the next index word. 

Index words are stored in ALS. 

The results from comparing pointers (current pointer in index 
register with new pointer in ALS-Out register) define the mode. 

Compare equal = normal mode, compare unequal = time slice mode 
means that in normal mode, all pointers point to the same IAR. In 
time slice mode, pointers point to different lARs. 

Additionally, both modes, may be trapped, see Page 3-550. 

For arrangement of access and process cycles see Page 3-500, timing 
of access and process cycles see Page 3-500, actions performed during 
access and process cycles see Pages 3-050, 3-055, 3-500. 



Pointer 



-*> 



Fetch instruction 



The Link leads to the 
address of its own index 
word. This means microprogram 
control loops on one index 
word. 



Fetch next 
index word 



Execute instruction 



If a chain of n index words (maximum is = 16) is used, execution of 
microprogram would be as follows: 





Index Word 1 






Index Word n 




Pointer 


Link 
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Pointer 


Link 
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Fetch IAR 1 


Fetch IAR n 














Fetch instruction 




Fetch instruction 
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Fetch next 
index word 




Fetch next 
index word 
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1 /*— 






*-A 
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^ k. 








Execute instruction 






Execute instruction 





Each link leads to 
the address of another 
index word, while 
all pointers point to 
the same IAR. 

Working with a 
pre-determined chain 
of index words, allows 
the setting up of timings, 
because index word 
number one is always 
used after a fixed 
number of IOP cycles, 
and each cycle is of a 
defined length, 
(e.g. time out conditions). 



Time slice mode 

Time slicing allows multiprogramming. Time slicing is used to run 
several microprograms (or routines) stored in the control storage of 
one IOP simultaneously. This means the execution of one or more 
microinstruction of the program is followed by the execution of 
one or more microinstruction of another microprogram. 

All programs then run at a reduced and variable speed, according 
to the pre-determined distribution of the IOP cycles. 

The distribution of the IOP cycles is carried out by the micro- 
programmer. The program sequence is defined by the index words. 

Here the pointers are different and may be considered as 
program numbers or program identifiers. 

The link too, leads to the next index word. 

With other words = The chain of index words is used in the same 
way as in normal mode, but in particular the pointers point to 
different lARs. This means that during one cycle an instruction of 
one program is executed, and during the next cycle an instruction 
of another program is executed. 

Circuitry necessary to implement time slicing is shown on Page 
3-520 (time slice mechanism). 

The independency of pointer and link allows any sequence in the 
execution of program steps. 

The number of index words required, depends upon the number 
of microinstructions to be executed in a repetitive sequence. 

The resulting chain of index words is also called "time slice 
period". 

For regular programming a maximum of 16 index words is 
provided. 

Versions in which time slicing may be used are shown on 
Page 3-530. 

Cycle timing for access and process cycles is shown on Page 3-500. 
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Microprogram Control (continued) 



Time Slicing Mechanism 



According to the internal arrangement of the following registers 

up to 8 different microprograms may be executed. 

ALS (4 x 8 halfwords) 

ZLS (4x8 bytes) 

ALU Cond. Code BFR (1 x 8 positions) 

Ctrl Stg Data In BFR (2x8 positions) see Note 

Mode BFR (1 x 8 positions) 

All consist of 8 or a multiple of 8 storage positions. 

The diagram shows that one of the storage positions 1 to 8 out of 
each group is assigned to one program. 

These assigned storage positions are addressed by one pointer, 
representing the program number or program identifier. 
Q After an index word is read into ALS-out register, the pointer 

first addresses mode buffer position 
Q The contents of mode buffer position and pointer then 

addresses ALS position (access pointer) 
Q Addresses ALS position according to "mode" either: 

Main IAR or 

Sub IAR or 

Data address register is selected. 
Ej Subsequently, the pointer is set into pointer register and process 

pointer register. The pointer is held for the process cycle to 

address ZLS position. 
CT Addresses ZLS position, according to ZLSAR bits and 1 either 

local zones or external zones or LST address register is selected. 

Both, local as well as external zones together with op-register 

contents, are used to address DLS or external work registers. 

During DS cycles work register addressing is carried out by the 

contents of LST address register. 
Q Addresses ALU condition code buffer position to hold ALU 

zero and carry conditions (besides the actual result) for later 

branch operations. 
Q Addresses control storage data in buffer that works as an interim 

storage for data, to be stored during DS cycles. 
ALS and mode buffer once more are addressed by the same pointer, 
to restore modified addresses and updated mode (process pointer). 




Versions of Time Slicing 



Execution of more than one program (or routine) can be 
carried out in two different ways: 
• Fixed time slice period: 

A fixed number of index words is used to control 
execution of the different microprograms. The chain 
of index words remains unchanged. 
Depending upon time requirements cycle distribution 
is achieved by charging pointer portion of index words 
by the use of SAB or SAD instructions 

© Variable time slice period: 

A variable number of index words control the execution 
of the different microprograms. The chain of index 
words is altered. 

Depending upon time requirements cycle distribution is 
achieved by changing the link portion of index words 
by the use of SAB or SAD instructions. 

Fixed Time slice period 

A common program (A) and three programs (B, C, D) 
which serve I/O devices A, B, and C run in time slice 
mode. The diagram shows that no device requires service 
at the moment. The 16 index words are used for program 
control. Each index word represents one sixteenth of the 
fixed time slice period. 

As soon as an I/O device requires service, a trap bit or 
request bit is activated. With this bit active a branch to 
the device program is performed. This device program 
starts with a series of SAB and SAD instructions to 
change the cycle distribution according to the time 
requirements of the device. The chain of index words 
remains unchanged, but in this example 4 pointers have 
been altered. This increases performance of program B, 
while the performance of program A is reduced. 

Variable Time slice period 

Same conditions as for fixed time slice period but with the 
exception that with a variable time slice period the index 
words do not represent fixed fractions. 

Same conditions as above, but with the exception that 
the time slice period is changed as a result of changing 4 
link portions by SAB or SAD instructions. 



Chain of 16 
Index Words 



IAR of Program 




Chain of 16 
Index Words 

IAR of Program 




Chain of 16 
Index Words 

IAR of Program 




LP LP LP LP LP 




Chain of 16 
Index Words 

IAR of Program 
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Microprogram Control (continued) 
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Microprogram Control (continued) 



Trapping 

The microprogram that is operating can be trapped both 
in normal mode and in time slice mode. 

Trapping is used by the devices as soon as immediate 
service is required. 

The three trap bits A, B, C are ORed with the link 
portion of the current index word. 

According to the bit pattern of the link, active trap bits 
either influence microprogram control, or do not. 

This permits "to leave", or "to alter", or "to keep" the 
chain of Index words which permits jumping to another 
routine, changing the sequence in executing program 
steps, and continuing with the unchanged chain of index 
words. 

With other words, program levels or priorities may be 
classified by these traps. 

The modified link then leads to an index word which 
points to a routine that serves the needs of the requesting 
device. 

Direct trapping permits three trap levels, but coded 
trapping permits up to seven trap levels. 



ALS-Out Registers 




Mode 
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Trap Bit Priority 

A: Highest 
B: Medium 
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IOP, SVP Communication 



The following data flow shows in principle how the SVP data bus and 
SVP address bus interconnects the SVP and lOPs. 

Both buses are one byte wide and are connected from SVP via MSC 
and IPU through the magnetic tape adapter and all lOPs. 

The SVP data bus returns from the last subprocessor or adapter to 
the SVP, while SVP address bus is terminated in the last subprocessor 
or adapter. 

The SVP data bus has no parity bit. The parity bit line is used to 
propagate the control strobe signal through the system as mentioned 
above. 
The SVP buses are used for: 

• IMPL 

• System survey (idle sense) 

• SENS operations 

• CTRL operations 

For more information, refer to pages 3-920, 3-930, 3-940, 4-050, 
4-055. 




lOPs '8', '9', 'A', 'B' SVP Link card E*31* 
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Keyboard 
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Printer 
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K-Register 
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ALS-Out Reg, CRY-Switch 



ZLS-Out Reg 



X-Register 



T 



Bus 
Switch 



SVP Data Bus 



To IOP To Op-Register 

Circuitry CRY-Switch 



***** 



To IOP 
Circuitry 7~ 



Addr. Bus Check 



IOP Select 



Compare 
equal 



IOP Select To IOP 
Circuitry 



Note: If this is the last IOP, SVP address bus is terminated 



SVP SENS Operation 



SVP CTRL Operation 



SVP Main Sense Loop 



• Control strobe is inactive. 

Two types of sense operations have to be distinguished: 
SVP idle sense 
SVP error sense. 

The idle sense is used for system survey and is repre- 
sented by an SVP microprogram routine called SVP 
main sense loop. Within this main sense loop each sub- 
processor and adapter is addressed periodically. The 
addressed subprocessor or adapter then gates its idle sense 
information on the SVP data bus. (In this way, the 
operating conditions of each subprocessor and adapter are 
checked periodically.) 

The idle sense information is one-byte wide and contains 
the following: 
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2 


3 


4 


5 


6 


7 



-v WW 



PCR - (not)'PCR' FL 

lOPhalt 

Data bus parity — (not) 

'data bus check' 

Address bus check 

IOP address 



If the idle sense does not contain any unusual condition 
no action istaken by the SVP and the SVP continues 
with its main sense loop. 

If an address bus check occurs, propagation of the SVP 
address bus is prevented, and the idle sense bit pattern is 
set onto the SVP data bus. This points to the sub- 
processors and adapters between which the address bus 
error occurred. 



• Control strobe is active. 

By use of SVP control operations the SVP is able to 
load certain bit patterns, via the SVP link, into the IOP 
circuitry. According to these bit patterns the IOP is 
operated under control of the SVP. 

To perform a useful log, the K-register on the SVP link 
card may be loaded (by control 0) with bit patterns via 
the SVP data bus. These bit patterns appear on the K-bus, 
which activates and inactivates numerous control signals 
within the IOP circuitry. This permits different sense 
operations (according to the K-bus setting) which check 
out the IOP circuitry. 

The K-bus setting also defines the mode, under which 
an IOP is operated. (See page 4-050.) 

For further information, see the following pages: 
4-010 and 4-020 Data Flow 
3-930 SVP SENS Table 

3-940 SVP CTRL Table. 



• With IOP halt or with PCR bit in idle sense, the SVP 
takes the following action: 



General log phase 




IOP log phase 



Yes 



Reload IOP 



Lock IOP 



General log phase 




Remove IOP address from 
the SVP idle sense loop 



MSC log phase 



MSC interface log phase 
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SVP SENS Table 
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SVP SENS Table 



lOPs and IOP registers are addressed via SVP address bus 0. 
Information is transferred, via SVP data bus 0, from lOPs to the SVP. 
Control strobe is inactive. 

Further information is given under "Link to SVP" and "K-Bus" on 
Page 4-050 
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SVP CTRL Table 



• lOPs and lOP-registers are addressed via SVP address bus 0. 

• Information is transferred, via SVP data bus 0, from the SVP to lOPs. 

• Control strobe is active. 

• Further information is given under "Link to SVP" and "K-Bus" 
on Page 4-050 
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Link to System 



General 

• lOPs are connected via "buses" to system components (subprocessors and Front Ends) 

• These busesWe connected to "external registers", which are addressed by encoding the external 
zone register^ bits and the EXTAR bits. 

• A number of chain and octopus control lines determine the conditions and direction of any data 
transfer between lOPs and the MSC. 

• For a definition of chain and octopus control lines refer to pages 2-120 and 2-130. 
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SVP Address and 
Data Bus 



IMPL (Initial Microprogram Load) 

• IMPL is performed under control of the SVP. Information is stored as bytes of data into 
addressed control storage locations. 

• Each stored byte is fetched by the SVP and the received bit pattern is compared with the. trans- 
mitted bit pattern. 

If the comparison is equal, the SVP continues with the IMPL. 

• If the comparison is unequal, the SVP attempts to store the inversion of the failing byte. If a 
further comparison is equal, the SVP continues with the IMPL. If the comparison is again 
unequal, IMPL terminates and a message is given to the operator. 

• Simultaneous with the store operations, the SVP generates a "hash total # 1 ". 

• After IMPL is completed, the whole microprogram block is refetched and a "hash total # 2" is 
generated. 

• The two hash totals are compared. If the comparison is equal, ,the IMPL is successful and the 
IOP is started. If the comparison is unequal, the SVP continues with the IMPL for the next 
subprocessor and a message is given to the operator. 

• The started IOP continues with the initialization phase. The IOP is cleared and the chain of 
index words is generated. After completion of initialization, the address of the first index word 
is forced. 

• The first index word is then set, via the index register, into the pointer and link registers, and the 
first instruction is read from control storage into the op-register. This instruction is an instruc- 
tion of the basic loop, where the IOP idles and waits for the first selection or service request. 

• For further details of SVP operations, refer to IBM 3125 Processing Unit, Service Processor 
Subsystem, Maintenance Library Manual, Order No. SY33-1065. 



Link to SVP 

• An IOP cannot start communication with the SVP by itself. 

Two possibilities exist to request SVP service: 

1. By microprogram. The 'PCR' latch is set, its output being gated to the SVP data bus switch. 

2. In the event of circuit errors, the IOP is stopped automatically, thereby activating the 'IOP 
halt' line, which is gated to the SVP data bus switch. 

• The 'PCR' line and the 'IOP halt' line that are associated with the IOP address are sensed 
periodically by the main sense loop (idle sense) of the SVP. If one of these lines is active, the 
SVP branches to its log routine and fetches pertinent information from the requesting IOP. 

• Link to SVP is established via an SVP data bus and an SVP address bus, both one-byte wide. 

• SVP SENS operations do not influence the execution of the IOP microprogram. 

• A number of special microprogram instructions also allow transfer of information between 
IOP and the SVP link. 

• Detailed information is given on the pages listed below: 

Data flow. Page 4-010 

SENS and CTRL tables, Pages 3-930 and 3-940 
Microinstructions, Pages 3-030, 3-340, 3-345, 3-350, 3-355, 3-360 
Sense and control operations, Page 3-920 
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With this address and no control strobe, the information specified by the SENS is set onto the 
SVP data bus. 

With this address and control strobe, either SVP data bus or information specified by the 
CTRL is set into the X-register. The IOP then operates under control of the SVP, according to 
the bit pattern that has been set. 



K-Bus 

• The K-register bit combinations represent the mode in which each IOP operates under control 
of the SVP microprogram (see table below). 

• Functional Units (Page 4-055) shows K-register and its circuitry. 
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Notes 

1. Bit 2 must not be activated before the IOP has been stopped 
through bit 4 being activated. 

2. The K-bus can be regarded as the "mode switch" of former 
systems. 



SVP Link Card 



The SVP address bus is a byte-wide bus that is used to address lOPs 
and registers within the lOPs. The bus ends at the last subprocessor. 
Bus layout is shown on Page 4-050. 

The SVP data bus is a byte-wide bus without parity. Data is 
transferred, via this bus, from the SVP to the subprocessors, and from 
the subprocessors to the SVP. 

Control strobe is a control line (from SVP) used to distinguish 
between SENS and CTRL operations (see also Page 4-050). 

Control strobe in connection with SVP address bus is used. 

To set SVP Request FL 

To reset PCR FL 

As clock signals for 

K-register and X-register 



From previous 
subprocessor 
or adapter 



SVP Addr Bus Bits to 7, P 



From Page 4-020 




If this is the last sub processor SVP 
address bus is terminated here 
SVP Address Bus 
bits to 7, P 
to next sub 
processor or adapter 



||The SVP address bus and the SVP data bus are propagated from one IOP to the 

||next IOP under two conditions: 

II (Not) 'IOP select' (see example A). 

i (Not) 'addr bus check' (see example B). 



:|The signal 'SVP Requ FL' indicates that the SVP requires IOP service. The 'SVP 
fRequest' FL is set as a result of the bit pattern on the SVP address bus and is 
I reset when the desired information is loaded into the X-register. 



^The signal 'Progr Cntrl Req FL' indicates that the IOP requires SVP service. 
This signal is activated by the microprogram after the desired information is 
Moaded into the X-register. 



iThe 'IOP halt' line indicates that the IOP requires SVP service. The line is 
^activated whenever a circuit error occurs in an IOP 



|The bus lines 'Scope Sense 1' and 'Scope Sense 2' represent a number of 

\ available pins to which additional signals may be connected for fault finding 

| purposes. 

I 'Scope sense 1' = SENS X'272-6. 

I 'Scope sense 2' = SENS X'370-7. 



SVP data bus 
bits to 7 and 
control strobe 



To next subprocessor or adapter 



K-Bus 

(To IOP Circuitry) 



Example A: IOP Select 

The 'IOP select' signal, when active, prevents the propagation of the SVP address 
bus to the next IOP. The 'IOP select' signal also prevents the 'Sel Bus SX' and 
'Sel Bus SY' signals from becoming active. These two signals, inactive in 
conjunction with 'SVP Addr Bus Bits 4 to T being zero, select idle sense. 

Example B: Address Bus Check 

When an address bus error is detected, the 'Addr Bus Check' signal is generated 
which prevents the propagation of the SVP address bus to the next IOP. The 
'Addr Bus Check' signal also prevents the gating of 'SVP Addr Bus Bits 5, 6, 7' 
and prevents the generation of the 'Sel Bus SX' and 'Sel Bus SY' signals. 

(Not) 'SVP Addr Bus Bits 6, 7' (Gated) and (Not) 'Sel Bus SX, SY' cause the 
IOP address, together with some checks, to be set on the SVP data bus. 



3125 MLM. Input/Output Processor [17602] 



SVP Link Card 



4-055 



Functional 
Units 



3125 MLM. Input/Output Processor [17503] 



Link to IPU/MSC 



4-060 



Link to IPU/MSC 



Data transfer from and to the lOPs is controlled by a number of chain and 
octopus control lines. 

For outbound operations, information is transferred from the MSC to the 
IOP; for inbound operations, information is transferred from the IOP to the 
MSC. 

The control lines specify the transfer conditions. Furthermore, the IOP uses 
a number of control lines to indicate its status. 

Request lines are used by the IOP when the IOP needs service, that is, with 
its 'request' line active, the IOP is ready to start communication. 
The request lines are connected to priority networks; those for the MSC being 
connected within the MSC, and those for the IPU being connected within the 
IPU. These priority networks are scanned periodically and, if more than one 
request is active at the same time, requests are handled according to their 
priority. 

A check circuitry ensures that not more than one request can be accepted 
unnoticed. 

If a request is accepted, the MSC or the IPU responds by activating the 
'select' line to the requesting IOP. 

However, the IPU can start communication with an IOP by activating the 
appropriate 'select' line. The selected IOP responds by activating its 
'response' line. 

Any data transfer from or to the MSC is initiated by activating the 'request' 
line. If accepted, the transfer is executed, via a two-byte wide MSC data bus. 
(Halfword, two-byte, or single-byte transfers may take place.) 
Each byte on the MSC data bus has its own parity bit. Bus parity is checked 
and considered to be good for as long as an odd number of "up" levels exists. 
At least two registers of the MSC local storage (MSC-LS) are assigned to each 
IOP. Two other registers of the MSC-LS are used as common registers by all 
lOPsand by the IPU. 

The assigned registers are used for storing the main storage addresses that are 
required for data transfers. 

The common registers are used for interim storage of information such as IOP 
status, interruption code, condition code, etc. 

Before data transfer starts the IOP loads the start address into the MSC-LS. 
This start address is used by the MSC to address the main storage location 
into which data is to be stored or from which data is to be read. 
During the MSC access operation, the start address is modified either by ±1 
or ±2 (as specified by the control lines 'increment', 'decrement', or 'halfword') 
and returned to the MSC-LS position from which the address was taken. 
The addressable MSC-LS registers are three-bytes wide. When MSC-LS is 
specified, the 'byte left' line has a different purpose: it specifies the left or 
right halfword of a local storage register. (The 'byte left' line normally 
specifies a transferred byte on the left- or right-hand side of the MSC data 
bus.) 

The 'page boundary' signal indicates that the next halfword or byte is trans- 
ferred from, or to, a new page in main storage. If the next page is the 
adjacent one, this signal is of no importance. If the next page is not the 
adjacent one, the IOP microprogram must have the new page address available 
in the MSC-LS in sufficient time. 



lOPs with high data transmission rates have a second pair of registers (called 
Area 2) assigned in the MSC-LS. In these registers, a second data address can 
be stored in advance to save time. For further information see "Indirect Data 
Addressing" on Page 2-195. 

A 'request' line is inactivated while 'select' is active, but data transfer is not 
complete before 'select' is inactivated. For further information, see "Inter- 
action Between IOP and MSC" on Pages 2-060 and 2-065. 
The decoding of MSC check bits 1 and 2 is shown on Page 2-130. 
Details of the MSC data and control card are given on the following pages: 

Dataflow, Page 4-010 

Functional units, Page 4-068 

Register arrangement, Page 2-070 
Details of the MSC common card are given on the following Pages: 

Data flow, Page 4-010 

Functional units, Pages 4-062 and 4-064 
Further information on IOP and MSC communication is given on the 
following pages. IOP-MSC-LS operations, Page 2-100 lOP-main storage 
operations, Page 2-110 IOP write-and IOP read-operations, Pages 2-030 
to 2-055 

The MSC-LS layout is shown on Page 2-150 
For details of chain control lines, see Page 2-120 
For details of octopus control lines, see Page 2-130 
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MSC Common Card 



4-062 



MSC Common Card 



Chain Control Lines 

from previous subprocessor 

or adapter 



Octopus Control 
lines from — 



to IPU/MSC 



Chain control lines 
to next subprocessor 
or adapter 



From MSC Data & Control 
Card See Note 2 



JVISC Tag Reg Bits 



IPU Tag Reg Bits 



Chain Control Lines 



Octopus Ctrl Lines 



Sel. lOPfrom IPU 



Sel. lOPfrom MSC 



Suppr. Interface IOP 



FGD 

FGC- 
FB 
GA-I 




From MSC data and control 
card. This signal is called: 
Reset accumulated data 
check. / 



This line represents external 
address '18', "ID', '1F', and 
is generated on MSC-data 
and control card if IPU tag 
register Bit 5 is not active. 



OCL Sel IOP from MSC 



OCL MSC Check Bit 1 IOP 



OCL MSC Check Bit 2 IOP 



CCL Page Boundary 



M> 



Reset (MSC) Check IOP 



Requ to MSC f r IOP 

VIq Front End, Requ to MSC fr FE 
T45 IOP 



O 



D2 MSC Tag 



%Bit4 

| \Bit 5 

\Bit 7 



If Data to MSC 
If MSC-LSop 
If Data from MSC 



AB 
AC 
AD 



, KL — 'A — , 



HMA - 



Different control 
lines to sense 
-$ register on MSC data 
& control card, 
see Page 4-068. 



ALD E*34* 



Data Flow, see Page 4-010 
Explanation of CCLs, see Page 2-120 
Explanation of OCLs, see Page 2-130 



Notes: 

1. This line is activated in the Front End circuitry and used by 
lOPs that serve high speed I/O devices (e.g. files) to suppress 
the following CCLs and OCLs that normally are controlled by 
the IOP microprograms. 

IOP Busy to IPU (E*341) 

Response to IPU (E*341) 

Metering In (E*342) 

Interrupt Request IOP (E*342) 
because these lines are also activated by respective Front End 
circuitry. 

2. An exception exists for the MPX channel. IPU tag register bits 
are connected to MPX control card and from there returned to 
MSC common card. 



LT MSC Check Bit 1 IOP 



LT MSC Check Bit 2 IOP Q 



LT Page Boundary IOP q 



FF1 



Reg IOP 
to MSC 



FF2 



OR 



Requ IOP to MSC OCL 



This signal comes direct from the Front End 
circuitry and is used by those lOPs that serve 
only high-speed I/O devices. Microprogram 
controlled requests to MSC are suppressed 
by activating IPU Tag Register bit 5 (see also 
Note 4 on Page 4-068) 



If an I/O device requires service it sets either a request bit, or activates a trap bit. The 
request bit causes the microprogram to branch to the data service microroutine, while 
the trap bit directly modifies the link address such that it points to the "Data Service 
Microroutine". This routine activates that 'Ext Addr' which activates the required 
'requ to MSC from IOP' line. 

The signal 'T45 IOP' (line H) sets FF1 to prepare the AND. Thus, when the 'Requ to 
MSC from IOP line is raised, the AND sets FF2 and resets FF1, which remains reset until 
the 'T45 IOP Line' becomes active again. When the line 'Set IOP from MSC becomes 
active, FF2 is reset and held reset for the duration of this selection. (This prevents 
setting the same request twice.) 

An exception occurs for data transfer operations from MSC to IOP: the reset of FF2 
is also timed. This timed-reset condition causes a delay for the resetting of sense register 
bit 5 which is the bit that represents the branch condition for the beginning and end of 
the select signal. The delay is needed at the beginning of the selection to ensure correct 
data transfer. 



Generation of 'Parity of MSC Ctrl Lines 1 



IOP '9' or 'A' MSC Tag 



IOP '8' or 'B' MSC Tag 



All these signals come from 
the previous subprocessor 



MSC Tag Bits 



Bit 1 



Bit 2 



Bit 3 



Bit 4: Increment 



Bit 5: Decrement 



Bit 6 



Bit 7 



Bit P 



OE 



Front End Use Area 2 (Bit 8) 



Front End MSC Tag Pty Corr 



OE 



OE 



Note: 

The MSC tag bits 1 to 7 are delivered with correct parity, but 
because bits 4 and 5 have a double function and are also used to 
generate a third signal ('Main Store Sel': OCL), new parity must 
be generated, as shown on this page. 

For lOPs that serve high-speed I/O devices (such as disk files) 
two additional lines are used in the parity generation: 

'Use area 2' 

'MSC Tag Pty Corr' 
The output from this parity generation circuit is 'Parity of 
MSC Ctrl Lines', which represents the parity of all MSC control 
lines. This parity is connected to the MSC, where it is used for 
checking purposes. 



CCL Page Boundary 



OE 



\ Bit 2 



Bit 1 



Bit 3 



Bit 4: Increment 



Bit 5: Decrement 



Bit 6 



\ Bit 7 



BitP 



OE 



OE 



CCL Parity of MSC Ctrl Lines 



OCL Sel IOP '9' or 'A' from MSC 



OCL Sel IOP '8' or 'B' from MSC 



12A 
12B 
T2C 



Parity of MSC Ctrl Lines CCL 



E*346 



t 1 - Byte left 

t 2 — Register 1 

t 3 — Use common register 

t 4 — Increment 

t 5 — Decrement ^JMjiMlM 

t 6 — Halfword 

t 7 - Data from MSC 

t P - Parity 



MSC tag register bits 4 and 5 are used to generate the line 
'Main Store Sel'. The decode of these bits is shown below. 



Bit 4 



Bit 5 



Meaning 



Inactive Active Decrement, and select main storage 

Active Inactive Increment, and select main storage 

Inactive Inactive No modification, and select main storage 

Active Active No modification, and select MSC-LS 
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MSC Data and Control 



4-068 



MSC Data and Control 



The MSC data bus is two bytes wide and is designated 'MSC data bus 
left' and 'MSC data bus right'. This bus is connected to each sub- 
processor and adapter of the system for data transfer to and from the 
MSC. 

MSC Data Bu s 

From Page 4-020 
(IOP D-Register) 

B D 



MSC Data Bus 



From previous 
subprocessor or 
adapter 



To MSC ^<- 
Common 
Card £#- 



^ 



*19' 



*18' 



1 to 7. P 



IPU Tag 
Register 



1 to7,P 



MSC Tag 
Register 



Sel IOP fr MSC 



Data fr MSC 



33 



*1C. "ID' 



'1E', '1F' 



0to7,P 



L0to7,P 



Byte Left 
Register 



R to 7, P 



Byte Right 
Register 



0to7, P 



0to7,P 



Bus L 
Switch 



Oto 7, P 



0to7, P 



BusR 
Switch 



To next subprocessor 
or adapter 

IOP D-register bits 



MSC Tag 
Register 
'18' 



To external register cards 



IOP D-Reg 



Common Card 



Oto 7 



Sense Register 



I 

B 



B 



IPU Tag 
Register 
'19' 



IOP D-Reg 



.Sel IOP from MSC 



.T56CSAR Clock 



Data Check 



IOP Byte Left 



IOP Register 1 



IOP Use Com Reg :j 



IOP Increment ■ 



IOP Decrement! 



IOP Half word : 



Bits 4 and 5 define either main 
storage or local storage 
(see Page 4-064) 



IOP Data from MSC 



MSC Tag Reg Bit P 



See Note 2 



1 

2 
3 
4 
5 
6 
7 
P 






Bit 6: MSC Bus Log Note 5 




• 


Bit 3: Slow Interface 


/ 


IPU Tag Reg Bits 1 to 7, P 




^ 


Bit 5: Suppr Requ (to MSC) Note 4 


>v 


Bit 1: IOP Resp to IPU fr FE 


•v 


Bit 2: IOP Metering In fr FE N 






Bit 4: IOP Busy fr FE V 




\ 


Bit 7: IOP IRPTRequfr FE^ 



These lines are normally 
connected to the MSC 
common card. If the 
multiplex channel is fitted 
these lines are connected 
to the multiplexer control 
card 



IPU Tag Bits 1,2,4,7 



TP,. 



Reset Accum Data Check (Ext Addr MB') 



*Note4 
Accum Data Check FL 



TP 



O 



Bit 0: Forced 



1 to7,P 



1 to 7, P 



to 7, P 



Oto 7, P 



to 7, P 



External 
Address 



19 



1E, 1F 



1A 



Sense Strobe (T02) 



Accum Date Check FL 



.Select IOP From IPU 



Halt I/O or Device (see Note 6) 



System Reset 



LT Page Boundary IOP 



Req IOP to MSC 



, LT MSC Check Bit 1 



LT MSC Check Bit 2 



.Sel IOP fr MSC 



Ext In Bus 



to IOP ALU Card 



, IPU Tag Reg Bit 3 



(see Note 3) 



KL J 1 



Sense Register 
'1A' 




1 
2 
3 
4 

JLl | Oto 7 

6 



Notes: 

1. Bit of the MSC tag register is not used and is, therefore, always set to 1 by 
tie down. 

2. Bit of the IPU tag register is not used and is, therefore, always set to by 
tie up. 

3. IPU tag register bit 3 can be set by microprogram, when necessary, 
irrespective of whether the start or the end of the 'select from MSC signal 
is recognised. 

Bit 3 off: The start c* 'select from MSC controls bit 5 in the sense register 

(upper branch of OR condition). 
Bit 3 on: The end of 'select from MSC controls bit 5 in the sense register 

(lower branch of OR condition). 

4. The IPU tag register bit 5 when on allows suppression of microprogram- 
controlled requests, but only on the lOPs whose Front Ends can generate 
(within their circuits) requests to the MSC (also see comments on Page 4-062). 

5. The IPU tag register bit 6 is used only by IOP #8 as a remember bit, when a 
MSC bus log is required after MSC check has occurred. 

6. The 'Halt I/O or Device' line is required to ensure correct termination of a 
previously started I/O instruction. If an IOP is busy (that is, it is executing an 
I/O instruction), the IOP might not have time (because of a timeout in the 
IPU) to answer a 'Select IOP fr IPU' of a subsequent operation. This is 
undesirable for lOPs serving devices that have high data transmission rates, or 
when the multiplex channel is used. 

The 'select from IPU' is detected in the basic loop only and the micro- 
program of the busy IOP has to be forced to its basic loop by the active 'Halt 
I/O or Device' line. The IOP is thus able to detect the new selection in 
sufficient time to perform the following steps: 

• Fetch the new instruction identifier and analyze it. 

• Answer the 'Select IOP fr IPU' by activating the response signal in sufficient 
time. 

• Terminate the previously started instruction. 
This is achieved in the following way: 

• The active 'HIO/HDV line is ANDed with select from IPU. This results in: 

• Bit 2 to be set into sense register on MSC data and control card. 

• Detection of activated bit 2 in this register by microprogram causes a branch 
to the basic loop. 



^to External In Bus 



PG 
(Even) 



-I 



B 



Front 
End 


ALD 


MPX 


KA 25x, 26x 


2560 


MG 13x, 14x 


3525 


MP 13x, 14x 


3504 


See note below 


5425 


MM 13x, 14x 


1403 


See note below 



Note: ALDS for 3504 and 1403 
have the prefix "MG", "MM", or 
"MP", according to the I/O 
configuration 
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Link to 



Front Ends 4-070 



Link to Front Ends (Common External Card) 



Four one-byte wide buses (designated ext in bus 1, 2, 3, and 4) are incoming 

lines from the four external register cards in the Front End. 

An external test bit is generated for use with "branch" instructions for 

branching on "bit on" or "bit off" conditions. 

Four other lines, which are connected direct to the IOP nucleus, are the 

'trap bits A, B, C, and D'. These lines cause setting of bits into the trap 

register. The trap register content is ORed with the link portion of an index 

word to allow fast switching between different microprogram routines 

(trapping, see Page 3-550). 

Trapping is normally used when a device requires immediate service. 

Information to Front Ends is gated from the D-register via a one-byte wide 

bus. 

The external address group lines and the external address gate lines are 

generated from the contents of the external zone register and the EXTAR, 

and are also gated to the Front Ends. 

These lines are used in conjunction with the rest of the EXTAR bits to 
address external registers. 

The output of EXTAR and EXTAR zone register is checked; invalid or 
faulty addresses cause an 'external address check'. 



3P 

tJ re P r 



The heavy dots <fW represent Dot-OR 
functions, where the exits of the external 
register cards are dotted together. A 
maximum of four cards may be connected 
to one Dot-function. For 'Ext In Bus 1', 
one input is always the exit of the MSC 
Data and Control card. 



Front En 



From MSC 
Data and 
Control Card 




Ext In Bus 1 Bits to 1, P 



Gating of external 

in buses 1 to 4 is 

controlled by 

external addresses * < 

on external register '^^ 

cards 



* 
* 

X 



Ext In Bus 2 Bits to 7, P 



Ext In Bus 3 Bits to 7, P 



Ext In Bus 4 Bits to 7, P 



C-BusBits5, 6, 7 



Ext In Bus 
Switching 
and 

Bit Test 
Circuit 



Ext In Bus Bits to 7, P (to IOP ALU card) 



O 



Ext Test Bit . 



Ext Addr Bits to 4 




Ext Addr Out Bits to 4, Front End 



Ext Addr Group Bits to 7, Front End 



O 



Ext Addr Gate Bits to 7, Front End 



O 



Ext Addr Bits to 4, Front End 



D 





















A 

B 
C 

D 

E 


C 

E 

B 

AC 

E 

E 
A 










Ext Sel Gate A and B, Front End 






(T91 ) Ext Write Out, Front EncfX 


(T56 CSAR CldclOpAlternate Sense Strobe 


Alternate Sense Strobe (T56 CSAR clock);; 


^ Ext Select 


MSC Link Sel A and B (to MSC Data & Ctrl card);~ 


^Ext Gate (Not used) 




v^» 


~(T91) Ext Write Pulse 






\j 








PH 












A 


MSC LinkWrite^ 




(to MSC Data & Ctrl Card) 








1 








Ext Zone Bit 3 Out 












OE 

Tree 

(Odd) 






Ext Addr Bits 3, 4 Out 


, , \J 


Ext Addr Bits 0, 1, 2 




Ext Zone Bits 0, 1, 2 


F 
G 


FG 
B 

FG 




Ext Addr and Zone Bit P 


Ch 


eck 










1 1 


|— ( SENSE X'1'/3 ) 


^Ext Select 








PH 








PH 


Ext Sel D 






OR 




Ext Addr Cheeky 


^Ext Write Pulse 


(To SVP Link) 


e . 
















7, 

















Note: ALDs for 3504 and 1403 have 
the prefix "MG", "MM", or "MP", 
according to the I/O configuration 



External Addresses 



Front 
End 


ALD 


MPX 


KA 34X, 35X 


2560 


MG 10X, 11X 


3525 


MP10X,11X 


3504 


See note 


5425 


MM 10X, 11X 


1403 


See note 



The listing shows the lines between lOPs and Front Ends, 
an explanation, and description. 



Connections Between lOPs and Front Ends 



Connections from Front Ends 



'Ext In Bus 1 to 4' 

'MSC Tag Pty Corr' 
'IOP Use Area 2' 

'Suppr Interface' 

'Ext Gate' 
'Carry from Ext' 
'Req to MSCfr FE' 

'Reset MSC Check IOP' 
(Reset accumulated data check) 



These lines represent four one-byte wide buses. Information is sent to the IOP, via these buses, from the external register cards and from the MSC data 
and control card. 



This line is used for the generation of the line 'Parity of the MSC Ctrl Lines' (see Page 4-064) 

High-speed I/O devices may require a second area of registers in MSC-LS; this line defines 
this second area, see Page 2-130. 

This line prevents the propagation of control lines that are generated by the microprogram. 



These lines are not used. 



These three lines are used with IOP 'A- 
} and IOP '9' only (that is, the lOPs that 
serve high-speed I/O devices). 



/ 



This line represents external address "IB' and is used to reset latched MSC check bits 1 and 2 and latched page boundary signals on MSC common card 
(see Page 4-062) and to reset accummulated data check FL on MSC data and control card (see Page 4-068). 



Connections to Front Ends 



'Ext Addr Out Bits to 4' 
'Ext Addr Group to 7' 
'Ext Addr Gate Bits to 7' 
'Ext Addr Bits to 4 Out' 

MOP D-RegBits0to7, P' 



'Sense Strobe' 

'Ext Write Out' 

'Ext Select Gate A, B' 

CT56 CSAR Clock Out') alternate sense strobe 

'Prevent I/O IOP' 

'System Reset' 
'Power on Reset' 
'Lamp Test' 
'Metering Out' 
'Clock Out' 

'ALU Carry to Bit Zero' 

Sel Ext Print 



These four groups of lines are used to address the external registers in the different Front Ends. All of these lines represent the contents of the external 
zone register and the EXTAR. The two groups 'Ext Addr Group' and 'Ext Addr Gate' are generated by a decode of external zone registers and EXTAR bits. 

D-register contains ALU results and information that is to be transferred from the IOP to the Front End. The D-register output can be considered as the 
IOP bus out. 

This is the T02 pulse, which is used as the clock pulse for external registers. 

This is the T91 pulse, which is used as the clock pulse for external registers. 

This signal is used to generate the 'Card Select' signal in the Front End during "write external" or "load to external" operations. 

This signal is used as a timing pulse in the Front Ends and is the set condition for the 'Pty Check' flip-latch. 

In the event of an error this line is activated to prevent the gating of information in the Front End. 

These lines are chain control lines that are activated and inactivated by the SVP. Detailed explanation is given on Page 2-1 20. 

These lines are chain control lines that are activated and inactivated by the IPU. Detailed explanation is given on Page 2-130. 

This line is not used. 

This line represents an external address and is used by the printer front end circuitry to gate the external addresses. 
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External Registers 



4-080 



External Registers 

Typical External Register Addressing and Arrangement for Model 12 5 

• The table shows the way in which the external registers are arranged in 
connection with each individual IOP and the bits that are used for their 
addressing. The circuitry, used to generate these external address group and 
external address gate bits (pre-decoder) is indicated on page 4-070. The 
external addresses (hexadecimal) 18, 19, 14, 1B, 1C, 1D, 1E, and 1F are 
used to address: 
MSC bus registers, (1C to 1 F) 
MSCtag register, (18) 
IPU tag register, (19) 
Sense register (1A) 
These are all located on MSC data and control card. Address 1B is used as a 
reset signal. 

(See also page 4-062 and 4-068.) The external register arrangement and 
addressing scheme is shown on page 4-096. 



IOP Address 
(HEX) 


Front End or Type 
of I/O Device 


External Address 

Group 

Bits to 7 


External Address 

Gate 

Bits to 7 


External Address 

Out 

Bits to 4 


External Address 
Bits to 4 


Card in Front End 
on which Registers 
are Located 


External Register Addresses (Hexadecimal) 


Remarks 




IBM 2560 





1 
2 
3 




0> 1,2 
0, 1,2 
0, 1,2 
0, 1,2 


External register card 
External register card 
External register card 
External register card 


00 04 08 0C 10 14 

01 05 09 0D 11 15 

02 06 0A OE 12 16 

03 07 OB OF 13 17 




8 


IBM 3525 





1 
2 
3 




0, 1,2 
0, 1,2 
0, 1, 2 
0, 1 , 2 


External register card 
External register card 

Auxiliary register card < 


00 04 08 OC 10 14 

01 05 09 OD 11 15 
06 OE 16 

03 07 OB OF 13 17 




IBM 5425 





1 
2 
3 




0, 1,2 
0, 1,2 
0, 1,2 
0. 1,2 


Print control card 


00 04 08 OC 10 14 

01 05 09 OD 11 15 

02 06 OA OE 12 16 

03 07 


These two registers are normally used as sens registers. If diagnostic 
mode, they are used as Ctrl registers 


IBM 1403 








1 , 2. 3, 4, 






IOP Addresses '30' - '3E' (sens) 
IOP Write Addresses '30' - '3C (ctrl) 


IBM 3504 


4 
4 



1 




0,1,2 
0, 1,2 


External register card 
External register card 


00 04 08 OC 10 14 

01 05 09 OD 11 15 




9 


MPX 









1 
2,3 


0, 1,2 


0, 1,2 
0,1,2 


External register card 
Multiplexer control card 
UCW Buffer cards 


00 04 08 OC 10 14 

01 OD 
(see remarks column) 


Combinations of these bits allows the addressing of one out of the 
twelve bytes addressed by the contents of external register OC 


A 


DDA 









1 
2 
3 




0, 1 , 2, 3, 4 
0, 1,2,3,4 
0, 1,2,3,4 
0, 1,2,3,4 




00 04 08 OC 10 14 

01 05 09 OD 11 15 
06 OA OE 12 16 

03 OB OF 17 
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ALS/CSAR 4-090 



ALS/CSAR 



ALS (Address Local Storage) 



CSAR (Control Storage Address Register) 



• Address local storage ia an 18-bit wide high-density array. 

• ALS contains 32 halfwords which are addressed by pointer, link, or R-field. 

• When addressed by access pointer the address of the next instruction to be 
executed is read out. 

• When addressed by process pointer the address of the data to be processed is 
read out. 

• When addressed by link the next index word is read out. 

• When addressed by R-field either the Y-f ield of the instruction or the contents 
of the register that is specified by the Y-f ield is set into ALS (via micro- 
instructions SARI, SABR, SADI, SADR). 

• The contents of ALS are set into either CSAR or into the ALS out register. 

• If the contents are set into CSAR, the ALS contents are used to address 
control storage. 

• If the contents are set into the ALS out register, the ALS contents are used to 
address mode buffer. ALS contents and mode buffer contents are used to 
generate the following: 

Access pointer represented by index register bits 0, 1, 2 and access mode 

register bits 0, 1, P. 

Process pointer represented by 

1 . Pointer register bits 0, 1,2, which are used during the process cycle to 
address ZLS, ALU CC buffer and control storage data in buffer. 

2. Process pointer register contents, which are used to address ALS during 
the process cycle and to set up the necessary controls (according to the 
mode buffer contents) for that process cycle. 

• Index register bits 0, 1 , 2 and ALS out register bits 0, 1 , 2 are compared; if 
the two values are unequal, time slice mode is activated. 

Note: The index register contains the current pointer; the ALS out register 
contains the next pointer. Refer to Pages 3-510, 3-520. 

• Mode buffer contains status information for each routine. 

• Mode buffer is addressed by ALS out register bits 0, 1, 2 (which represent 
the pointer) so that the status information is available early in the access 
cycle for each instruction. 

• The status information controls the selection of the ALS contents 
appropriate for mainroutine, subroutine, data storage cycle, or the next 
index word. The information, pertinent to one program (or routine), such 
as MIAR, SIAR, and data address, is stored in adjacent positions of ALS. 
This allows the addressing of these storage positions by altering only the 
mode part of the ALS-address. 

• Status information is updated depending upon the type of the executed 
cycle and is restored depending upon the condition of both time slicing and 
'Mode Bfr Write Gate'. 

• For details of the ALS circuits, see Page 4-092. 



• Control storage address registers CSAR-B and CSAR-D, are both one-byte 
wide. 

• CSAR-B represents the block portion and CSAR-D represents the displace- 
ment portion of a control storage address. 

• Control storage can be addressed: 
Directly by using the ALS content. 

Indirectly by using the ALS-B portion together with the contents of a work 
register that is specified by the instruction. 

• CSAR-D is gated through a modifier before being restored in ALS-D. 

• CSAR-B and CSAR-D are compared with the ALS-B and ALS-D in switches 
and an 'Address Compare' signal is generated. This signal can be used either to 
stop an IOP at any desired storage address or for synchronization purposes. 

• Normally ALS-B and ALS-D are set into CSAR-B and CSAR-D respectively. 
However, with branch operations the R-bus is set into CSAR-B; with 
branch or "Load/Store" ops D-register is set into CSAR-D (see Chapter 3). 

• For details of the CSAR circuits, see Page 4-092. 



CSAR Decoding 



Function 


CSAR-B 


CSAR-D 





1 


2 


3 


4 


5 


6 


7 





1 


2 


3 


4 


5 


6 


7 


SAR bits 












X 


X 


X 






X 


X 


X 


X 


X 


X 


CSY 




















X 














CSX 








X 


X 
























Card select 






X 




























Left and right byte 


















X 
















Not used for control 
storage addressing 


X 


X 































Data and Control Flow, and Timing 

D-Reg 



Set SR Mode 



ALS Out Register 



From Compare 
Address 



Compare 



3~F 



Trap D 



Index-Register 



PO PI P2 LO L1 L2 L3 L4 MP MO M1 



EH 



Pointer-Register 



Process Pointer Register 



u 



PO 



P2 MP 



M1 



Process Pointer 



P2L0 
E»166 



L2 L3 L4 
or or or 
ABC 



Trap 
Register 



Sel Index B or D 



P2MP MO M1 



Access Pointer 




P IPointerl Link I P IPointerl Link 



To ZLSAR 

Control Storage Data In Buffer 

ALU Condition Code Buffer 



To SVP link 
(X-register) 



ALD E*16* 




Gating Conditions: 

11 LSC-Op inactive 

Q LSC-Op 

Q T41 D-Reg to ALS-D In Switch 
(BC-,TB-, LST-, SAD-Ops) 

Q T14 Modifier to ALS-D 
(modified CSAR-D) 

Q ALS-D to CSAR-D 

D-Reg to CSAR-D 
(BC- and TB-Ops) 

Q R-Bus to CSAR-B inactive 

Q R-Bus to CSAR-B 
(BCOps) 



To 
Pointer-Register 



.M = Multiple 
L7R = Left/Right 



CSAR 
Decoding 





2 


I 


b b ,\- 


3 4 5 6 7— *■ 




I'- 


1 " 



. FET 

CSY > Address 



LU 



-* Card Select 



MIL 



I I »• Left/Right Byte Select 

L 



To Control 
Storage 



Signal Name 



901234567 



T42 ALSAR Clk 

ALSAR Contents 

according to SX and SY / 

(used to address ALS-B, ALS-D) 



f SX 





1 

1 



9012345 6789 



Process Pointer 
KsSS\SSS\\\\^L- 



Process Pointer 
INSSSSSSSSSSS 1 ^! 



Link 



T96 ALS-D In Clk 

T41 D-Reg to ALS-D In Sw 

T14 Modifier to ALS-D In Sw 

ALS-D In Sw Contents 

ALS-B Write Pulse (BC-Ops and SAB-Ops) 

ALS-D Write Pulse (T23 to store modified 
CSAR-D, T78 to store D-Reg with BC-, TB- 
LST-, and SAD-Ops) 



^\\\\V-SI 



fRO Index Word 
V R0 Ctrl Stg Addr 
I R0/R1 Ctrl Stg Addr 



f^^_ 



ALS Out Reg Clk 



ALS Out Reg Contents < 




T78 Mode Bfr Write Pulse 

Mode Bfr Action R0 Mode (Ace Cy) y.v.<^ww AVA.w^v<.wrei kvvv\ \\'A\\\\\\ \\vv-'am 

Rl Mode (Proc Cy) 

T35 Index Reg Ok 
(Same pulse also controls Ace Mode Reg) 



Index Reg Contents 



T49 Trap Reg Ok 
During this time current pointer in index- 
register is compared with new pointer in ALS- 
out register. If unequal — time slicing is 
activated 

T79 Ptr Clock 
Set pointer from index register into pointer 
register. Exit of pointer register addresses: 
ZLS, ALU CC Bfr and control storage data in 
buffer 

T12 Proc Ptr Reg Clk 
Set content of access mode register and pointer 
register into process pointer register. Pointer 
portion is connected to ALSAR, mode portion 
to circuitry 

T56 CSAR Clock 

CSAR-B Contents $Z 

CSAR-D Contents t 



Access Pointer 



Link 



D-Register 



Modifier 



fr\\\V\V\'vSS\VV< 



^\V\\^\^\\\\\VsS\Vs^ 



ALSAR 



vV\V\\\\V\\\\\\V\\vsS 



Access Pointer 



Link 
k*\VSSM 



D-Register 



Modifier 



rcsfra 



KWWWWWWVH 



K\^\\\V\VV^V\\\V-\\V^N 



ALSAR 



ALS-D In Switch 



\\\V\\\\\\\Vs\\\VsV^ 



Address of Next Index Word (Link) 



. k\N\\\\\\\\\\\\\\\\\^^^ 



Pointer of Current Routine 



ALS-B or R-Bus 



k\\^X\\V^\\\^\\\\\\\V\\\\\VI 



ALS-D or D-Register 



KXS^^NS^SSNS^NNXSNSSSSX^gai 



1 = currently unused 
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ALS/CSAR (continued) 



4-092 



Functional 
Units 
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External Register Arrangement and Addressing Scheme 4-09 U 



External Register Arrangement and Addressing Scheme 



(See also pages 4-070, 4-080) 

Coding of external zone bits 0, 1, 2 to external address 
group bits to 7, as well as coding of external zone bit 3 and 
and EXTAR bits 3 and 4 to external address gate bits 
to 7 is carried out on common external card. 

Coding of EXTAR bits 0, 1, 2 to distinct external 
register addresses is carried out individually on those 
cards, which carry external registers. 



Ext Zone 



12 3 



EXTAR 



12 3 4 



Ext Addr Group Bits to 7 



1 



Ext Addr Gate Bits to 7 



Card Select 



Ext Addr Bits 0, 1, 2 



Select Ext Register 



Select 1st set of cards 
Select 2nd set of cards 



Sense registers 

Control registers 



Ext Addr Gate Bits to 7 


Ext Zone Bit 3 





1 


Ext Addr Bits 3 & 4 


00 


01 


10 


11 


00 


01 


10 


11 



Ext Addr 
Group Bits 
0to7 



000 



Ext Addr 

Bits 

0,1,2 



000 
100 
010 
110 
001 
101 



011 

111 



110 



111 



111 



000 
100 
010 
110 
001 
101 
011 

111 



Card 



00 
04 
08 
0C 
10 
14 



Card 1 



01 
05 
09 
OD 
11 
15 



Card 2 



02 
06 
OA 
OE 
12 
16 



Card 3 



03 
07 
OB 
OF 
13 
17 



Card 4 



00 



Card 5 



Card 6 



Card 7 



The 'Ext Addr Bits to 7' select a register 
within the group (or zone). 



This area enclosed within the heavy-lined area represents one out 
of 16 register groups. 

Registers X"I8' to X'1F' are located on one card (the MSC data and 
control card). 

The number of registers used can vary from one Front End to another 
according to the requirements of the attached device(s). 

Registers are not necessarily arranged as shown; deviations are possible. 



Selects two groups of four cards each 



Selects eight groups of registers (or zones) 




External Register 
Cards 



Sense register 
Control register 4 
Sense register 2 
Control register 6 
Sense register 1 
Control register 5 



Register 3 
Register 7 



For information about the 
register use and contents, 
refer to the appropriate 
Front End documentation. 



I 



MSC-IPU Link 



18* - MSC tag register (control to MSC) 

19 — IPU tag register (control to IPU) 

1 A 1 

*J Sense registers (MSC/IPU) 

1C 1 

!>- Byte left registers (MSC) 



1E 
1F< 



>- 



Byte right registers (MSC) 



For information about the register contents, see Page 2-070. 

Notes: 

* These addresses automatically activate the 'Req to MSC 
from IOP' line. Two addresses are assigned to the byte- 
left and byte-right registers. This allows loading of 
these registers either with 'Request to MSC active or 
not active. 

** This address causes reset of the "MSC data checks" 
by activating the 'Reset Accum Data Check' line 



Control Storage 



Control storage size is in the range 1K bytes to 8K bytes; the actual 
size depends on requirements. 

Control storage contains microprogram and is also used as data 
storage. 

If control storage is used as data storage, data is fetched and stored 
by the following: 
Load byte instruction 

(loads control storage data into a specified register). 
Store byte instruction 

(stores data from a specified register into control storage). 
The required number of cycles for data fetch and store operations is 
equal to the number of bytes to be handled plus one. 
Data that has to be stored into control storage is first set into the 
control storage data in buffer. 

The "from" register content of the "store byte" instruction is set 
into the control storage data in buffer, which is addressed by pointer 
bits 0, 1, 2 of the currently executed routine. 
The control storage data in buffer consists of two sets of eight one- 
byte-wide registers. Eight registers are used for the process area, and 
the other eight registers are used for the service area. 
The 8-byte process area is inactivated during service phases to 
prevent loss of data. 

Because each addressable control storage position is 1 1 bits wide, the 
nine control storage data in buffer bits have to be extended to 1 1 by 
use of either C-bus bits 5 and 7 or control storage word and address 
parity. 



Treatment of Invalid Addresses 

• Any attempt to address control storage outside its address range 
does not cause an invalid address indication. 

• If the address used points to the area between actual storage size and 
the maximum storage size of 8K, an all ones bit pattern with invert 
bit is delivered. This results in a branch to control storage location 00. 

• If the address used is above the 8K limit, the microprogram 
continues with the used address minus 8K. 

• If during IMPL an address outside the actual storage size is used, the 
stored byte and the re-fetched byte do not match. This results in a 
message to the operator and IMPL is terminated. 

• For details of control storage operations (LST-Ops) see pages 3-210 
to 3-255 (Group 2 microinstructions). 



~l 



T56CSAR 

Clock 

i * 



From 
ALS-B 



From 
ALS-D 



EM62 



P |0 



CSAR 

7|P|0 



E«165 



' 1 


I 


7 1 












p 


7l 


PC 




P 


7 I 



To Control Storage 
Address Compare 



CSAR/ALS CHK 
| To Modifier 



CSAR 
Decoding 1 

1° 




1 


FET 
Address 


5 6 


Tl 


2 3 4 5 6 7 f— ►sAR Bits ] 


_U 


UJ 




1 > CSY 






Bits and 1 are 


l2] — ►Left/Right Byte Select 
unused 



-i___ 



CSAR-B Bit 



CSAR-B Bit P 



OE 
(even) 



Tie Up 



OE 
(even) 



CSAR-D Bit 



a 



CSAR-D Bit P 



OE 
(even) 



OE 
(even) 



ASL/CSAR Card 



r 



Control Storage 



Left Card 
(4K) 



Right Card 
(4K) 



C4 



C6 



> j 8 |0 | 1 [2 | 3 |4 |5 |6 | 7 |9 |l0 |l9 jll [l2|l3 jl4 |lS |is|l7 |l8|20 |~2T~ 

8 Read 21 



T02 Ctrl Stg Wr Pulse (Left or Right) 



Store Left 



Store Right 



C4 C2C3R2 R7 C5 1 



C6 Y0 



P |o 



CS Data in Bits 



J 











21 




10 21 8 9 19 20 




7 




11 18 


|o 1 


2 X-Reqister 7 


X-Reqister 7 


X-Register 7 




t 




t 




t 




C 




Op Reg 
CR 




Y 




1 ) P C4 C5 C6 C7 




C2 C3 R2 R3 R4 R5 R6 R7 




Y0 Y1 Y2 Y2 Y4 Y5 Y6 Y7 




I 




Byte Left 




Byte Right 



Contents of Op-Register if 
set from control storage 
represents 

Instruction 
Data 



Control Storage Cards 

Note: Op-register is not located on control storage card 



ALU Card 



From 

Pointer Register 



From 
B-Register 



Control 










Storage 






Service 






Load 




^ 


I 




|P|0 7| 




1 " 


Control Storage Data in Buffer 
| 2x8 Registers | 




|SL [P0 


P2 














|P 7| 





E*226 



9 10 



C51 
C7P 
-0-0- 



-0-P- 



X = T57 Ctrl Stg Data In Wr pulse 




Op-Register Card 
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Functional 
Units 



Control Storage 



4-100 
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Op-Register 



4-110 



Op-Register 



The op-register consists of three registers: 

C-register (5-bits) 

CR-register (8-bits) 

Y-register (8-bits). 
These three registers each have their own output: 

C-bus (6 bits; C-register bits 4 to 7 and R-register bits and 1 ) 

R-bus (6 bits; R-register bits 2 to 7) 

Y-bus (8 bits; Y-register bits to 7). 
Parity is separately generated for each bus. 
Either a 22-bit control storage word or the contents of the 
X-register (SVP link) is read into the op-register according to the 
condition of the 'Op-Reg CS Sel' line. 
If data is read from control storage, 

Y-register contains the right-hand byte of the halfword that is 
stored in the addressed control storage word. 
CR-register contains the left-hand byte of the halfword that is 
stored in the addressed control storage word. 
For simplified error correction the op-register contents are inverted 
at the op-register output according to either 

Invert bit (position 10) or 

X-register bit 2 being active. 



Op-Register Contents 



From Control Storage 



From 

External Register 

SVP-Link 







IOP Cycle 








9 


0|1|2|3|4|5|6|7 


8 | 9 





C-CR-Y - Reg Clock 










Control Storage Address 




With 'Op-Reg CS sel' active 












Contents of X-register 












With 'Op-Reg CS sel' inactive 


;;;;sss;;;;s;sss;;;;;;;;;;ssss; 





^\ 


JL 
















[ 














21 






\ 


10 21 8 9 19 20 







FET 7 




11 18 






|0 1 


2 X-Register 7 





X-Register 7 


X-Register 7 








T02 Op-Reg Clock 










1 














C | | 


Op Register 

CR 11 Y 






E*101 


1 


P C4 C5 C6 C7| |C2 C3 


R2 R3 R4 R5 R6 R7| | YO Y2 Y2 Y3 Y4 Y5 Y6 Y7 




E*102 




Invert Sw 




E*103 


P' C4 C7| |C2 


R7| |Y0 Y7 








P' 




Y7 


PC 
























PC 






1 


P' C4 


C7 


C2 




R7 


YO 


Y7 




































C6 


Right Data Byte 

YO a , t „. t Y7 

Instr Bits 












P 






C4 
P 


C2 ^ft Data Byte 
Instr Bits 


















P 


DS LD IP'C4...C7 
Cycle 












' 










P 


X-Reg 7 








CRYSw 






P 


7 














P 7 
PC 




i 












' 




PG E * 105 




1 


C-Bus 




" 


R-Bus 




" Y-Bus 








P | C4 C7 


P |R2 


R7 


P | Y2 Y7 











































SX 


SY 





1 








1 





1 


1 



Invent Switch 

• The invert bit is used for simplified error correction. It is set "on" when the 
inverse of a bit pattern is stored by the SVP during IMPL. 

• The operation of the invert bit is as follows: 

Assume that the contents of an addressable storage word is ... 01 1 1 . If 

position 1° of this storage word is defective, the bit pattern read out of that 
strage word will be 01 10. 

It is considered that this particular error condition will always generate 

the same bit pattern. Therefore, the bit pattern 0111 is stored inverted 

(that is, 1000) and the invert bit is set "on" 

During subsequent read operations, the bit pattern that is read from this 

storage word is 1000. However, the invert bit activates the invert 

switches, which invert the bit pattern to 01 1 1 (that is, to the correct 

and desired bit pattern). 



CRY Switch 

\ • The CRY switch connects the C-, R-, or Y-bus together with additional 

information) via a byte-wide internal CRY-bus to the A and B input 
j registers of the ALU. 



CRY Bus 

| The CRY-Bus holds selected contents of op-register as shown above. CRY-Bus 
| is connected to 
!• SVP link card 
!• ALU card 



With the signal 'Op-Reg (CS) select' active, contents of addressed Ctrl stg 
position is set into Op-register. 

With the signal 'Op-Reg (CS) select' inactive contents of X-Reg (located 
on SVP link card) is set into Op-register. 



C-Bus 

C-bus normally represents the op-code. A 
number of control signals are generated from 
the C-bus bits 



Y-Bus 

Y-bus represents either a "from" register 
address or immediate data. If it represents 
an address it is used to address either DLS 
or external registers. If it represents immediate 
data, this data is gated into the ALU, where 
it is used either to test or to alter bit patterns 



R-Bus 

R-bus normally represents a "to" register- 
address. R-bus is gated according to the 
op-code into ALS (if the address is to be 
stored), or into DLSAR, or into EXTAR 
(if used to address DLS or external 
registers) 



C-Bus 

R-Bus are connected to: 

Y-Bus 

• Op decode and run control card (analysis of Op-code) 

• ALU card (definition of ALU function and increment/decrement amount into digit switch) 

• ALS/CSAR card (with SAB and SAD instructions) 

• DLS/ZLS card (definition of local or external zone and with SZ instructions) 



Op-Decode and Run Control 



The microinstructions are read from control storage into the op- 
register. Decoding of the microinstructions (op-register output) takes 
place in AND/OR circuits. The outputs of which represent the 
required control signals. 

The IOP clock controls the timing of the control signals. 
The run control supervises the normal microinstruction sequence. 
The IOP starts and stops under the following conditions: 

(a) Under control of the SVP (for manual operations). 

(b) When the 'Clock Step' FF is set. (This condition allows step- 
ping of clock ring FF positions.) 

The IOP stops under the following conditions: 

(a) On internal errors. 

(b) With 'Address Compare' signal active. (This stops the IOP on a 
successful address comparison.) 



The oscillator is located on the op-register card 
E*109 



Branch Condition 



Test Bit Go 



EXT Test Bit 



Stand Strobe 



Instr Cycle E 


'134 


Start Gate E 


•135 


Service Signals E 


'135 


Ext Select E 


'137 


D-Reg to CSAR-D E 


136 


ALS-D to CSAR-D E 


'136 


R-BustoCSAR-B E* 


136 


Instruction Decoding E* 


134 


A-RegSX E* 


137 


A-Reg SY E< 


137 


B-RegSX E' 


138 


B-RegSY E* 


137 


D-ReqSX E* 


138 


D-Reg SY E* 


138 


BC-Go E* 


136 


DLSWr Pulse E* 


137 


EXT Wr Pulse E* 


137 


ZLSWrGate E« 


139 


X-RegWr Gate E* 


139 


ALS-B Wr Pulse E* 


139 


ALS-D Wr Pulse E* 


139 


Clock Pi 


Ises 



BC-Op 

MOp 

TB-Op 

LST-Op 

AL-Op 

^ ALR-Op 

LBR-Op 

LSC-Op 

BCR-Op 

SCR-Op 

LCR-Op 



Branch ops 
Move ops 

Test and branch ops 
Load/Store ops 
ALU (logic) ops 
ALU (reg-to-reg) ops 
Load (reg-to-reg) ops 
Load/Store Ctrl ops 
Branch (register) ops 
Store into Ctrl reg ops 
Load from Ctrl reg ops 



A-Reg Clock E*138 
B-Reg Clock E*138 
J D-Reg Clock E*138 
Index Clock E*139 
CSAR Clock E*139 




— ( SENS X'075 ) 
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Op-Decode and Run Control 



4-120 



Functional 
Units 
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Basic Timing 



4-125 



Basic Timing 



IOP Start 



IOP Basic Timing 



IOP 
START 



IOP 
STOP 



"Before an IOP can be started (after successful IMPL) a single cycle 
access operation has to be initiated by the SVP. This is a SVP control 

•c. 

The operation sets up all controls for a service access cycle, which in 
turn causes the loading of the first instruction to be executed into 
op-register, (see also Pages 2-180 and 4-050). 



Activates Clock Reset 

signal causes 

T05, T61,T83tobe 

set T27, T49 to be 

reset 




IOP Cycle 



Clock Reset 

TR2 

TR 1 

Standard Strobe 

Start Gate (delayed by circuitry) 

Suppress Osc 1 

Suppress Osc 2 

Osc 1 (Reset Clock TR) 

Osc 2 (Set Clock TR) 
|TR T05 

; TR T27 

!TR T49 

:TR T61 
;TR T83 
!i iT62 Access TR 

Access FL 

Process FL 

AuxT62 Access FL 

Delta Cycle FL 

Stop Condition 

Suppr Osc on IOP Checks 

Suppress Osc 1 

Suppress Osc 2 

Op Reg Clock 

Ctrl Stg Wr. Pulse 



Miscellaneous IOP Signals 



ALSAR Clock (T42) 
ALS-D In Clock (T96) 
D-Reg to ALS-D In Sw (T41 ) 
Modifier to ALS-D In Sw (T14) 
ALS-B Wr Pulse (T78) 
ALS-D Wr Pulse (T23 and T78) 
ALS-Out Register Clock (T61) 
Mode BFR Wr Pulse (T78) 
Index Register Clock (T35) 
Trap Reg Clock (T49) 
Ptr Register Clock (T79) 
Proc. Ptr Register Clock (T12) 
CSAR Clock (T56) 

ZLSAR Clock 

ZLS-Out Register Clock (T80) 

Ext Zone Register Clock (T13) 

ZLS Wr Pulse (T57) 

DLSAR/EXTAR Clock (T18) 

DLS Wr Pulse (T80) 

Ext Wr Pulse (T91) 

A-Reg Clock (Both Operands^ DL) 

(Normal) 

(With LCR Operation) 
B-Reg Clock (T16) 
D-Reg Clock (T49) 
ALU CC BFR Wr Pulse (T69) 
Ctrl Stg Data In Wr Pulse (T57) 
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DLS/ZLS 



4-130 



DLS/ZLS 



Data Local Storage (DLS) 



Zone Local Storage (ZLS) 



Data local storage (DLS) consists of 64 registers, each 
one-byte wide. 

These registers can be grouped (in different zones) 
and are used as work registers (also called local registers) 

These registers represent "To" or "From" registers and 
hold either data to be processed, or addresses. 

During DS cycles, DLS address is taken directly from 
ZLS, because ZLS holds data addresses for LST operations. 

• Data local storage address register (DLSAR) addresses 
DLS. 

• DLSAR contents are constructed from R-bus bits, Y- 
bus bits, and ZLS out register bits (see Page 4-135). 

• R-bus bits and Y-bus bits represent "to" and "from" 
register addresses. 

• ZLS out register bits represent the "zone" within DLS. 



ZLS-Out 
Register 



R-Bus 
Y-Bus 



DLSAR Clock 



DLSAR SX 



DLSAR SY 



DLSAR 



Zone 



Register 



Zone 



Register 



Zone 



Register 



Register 



1 



3 4 5 



T 



To DLS/ZLS 




Input Switch 




s. 




To Modifier 


In Register 


E*193 


E*194 


E*195 





• DLS is addressed by DLSAR. 

• Fast access to DLS is provided because the DLS addresses 
can change three times in one IOP cycle. 



Zone local storage address register 
(ZLSAR) addresses ZLS. 
ZLSAR contents is normally the pointer, 
for SZ operations, R-Bus is set into ZLSAR. 



Pointer 
Register 



E*201 



Bit 1 to ZLSAR 



Bit to ZLSAR 



DLS/ZLS 
In Switch 



R-Bus 



'ZLSAR Clock 



Ptr to ZLSAR 



R-Bus to ZLSAR 



01 234567P 



DLS 
The 64 registers 
can be grouped 
in one of the 
following 
combinations: 



4 zones x 16 registers 
8 zones x 8 registers 



16 zones x 4 registers 



64 registers 



01 234567P 



E*191 
E*192 



DLS Wr Pulse, 



E*196 



(Not used) 



To ALU A- 
or B-register 



ALD PAGES E*19*, 20* 



<F \< 



1 2 



3 4 5 6 7 P 



ZLSAR 



1 2 3 4 P 



00 



01 



10 



10 



11 



DLS/ZLS 
In Switch 



F=Forced to 1 



01234567P 



ZLS 

(32 registers) 



Local Zones 



LS 



LS 



External 
Zones 



DLSAR 
1 2 3 4 5 



EXTAR 
12 3 4 



01 234567P 



E*196 



To ZLS Out Register and 
External Zone Register 



Bit 


1 



Definition 

If = 0: Store operation 
If = 1 : Load operation 
If = 0: DLS address 
If = 1 : External address 
Forced to for 
external address 



Zone local storage (ZLS) consists of 32 (4 x 8) 
registers, each one-byte wide. 
ZLS is used for storing addresses (see below). 
ZLS is addressed by ZLSAR. 
The address is the pointer of the currently 
executed instruction; therefore, each DLS 
location is assigned to a distinct micro- 
program routine 



ZLS Wr Pulse 



ZLS contains: 

• Local zones for DLS addressing 

• External zones for external register addressing. 

These zones represent register groups (see 
DLS) which may be assigned to different 
programs or jobs. 

• DLS and external register addresses which are 
held here for the execution of LST operations. 

These addresses have to be held for two 
reasons: 

1. During DS cycles the actual LST operation, 
which defines the first data address is 
overloaded (lost) by data to be handled. 

2. If LST operations are not executed because 
time slicing becomes active during store 
access cycle, data register address has to be 
stored (also the displacement at T78 into 
ALS-D) until the pointer of the interrupted 
instruction is used next time. 



Legend 

yZ = Not used 



Data and Control Flow, and Timing 



From From 

Pointer Register D-Register 



From 
DLSAR 



From 
Op-Register 




Sel 1 
SX SY 



Sel 2 
SX SY 



Sel 3 
SX SY 















1 


1 


Service 


1 


1 








1 





Zone 





1 








1 





Zone 1 


1 





1 


1 








Zone 


1 





1 











Zone 1 


1 








1 





1 


DS Cycle 



External Address 



To Common External Card 
(Pre-decoder) 



LST Address in ZLS: 

Bit — On defines load op 

— Off defines store op 

Bit 1 — On defines external address 

— Off defines DLS address 
Bit 2 — For external address, this 

bit is forced to zero 



Gating Conditions: 

Q Pointer to ZLSAR 

Q R-Bus to ZLSAR (SZ-ops) 

El K2 active (service) 

kl K2 inactive external zone from ZLS 

Q Increment to input switch 

{J] P^Register to input switch 

D With DLS/ZLS input switch bit 1 (which actually is bit Y2): 
Active, contents of EXTAR is gated to modifier. 
Inactive, contents of DLSAR is gated to modifier. 



To DLS/ZLS 
Input Switch 



Note: This box represents a number of AND/OR 
blocks of the circuitry 



R2 



The 64 registers may be 
grouped as follows 



4 Zones x 16 Registers 



8 Zones x 8 Registers 



16 Zones x 4 Registers 



64 Registers 



E*191 
E*192 



To ALU Card 
(A-, B Registers) 



Signal Name 



Op-Reg Clock (T02) 

Op-Reg Contents 

Ptr Reg Clock 

Ptr Reg Contents 

ZLSAR Clock 

Bits and 1 to ZLSAR (DS Mode) 
JdS Mode 
JNot DS Mode 
JDS Mode 
|l\lot DS Mode 



ZLSAR Contents 



ZLS Out 



0123456789 



0123456789 



Instruction 



Current Pointer 



00(10) 



r^WW^KKKWKKWK-n 



Ptr 



Reg Addr 
1A '-■.■■■. ■.■■■. 



Loc Zone 
t\vow>v.v 



01 



00(10) 



\\\\.\\\.\\K\I.KK\KKK\^\KK\K\W 



Ptr 
Ptr 



Ptr 
R-Bus 



I. «, <■',«■'■■.<,>, ■ ■mv>.>.«A«A»,i,».<.<,vvrgn 



Ext Zone Reg Address Note 1 



Note 1: Reg Addr defines 
Note 2: Reg Addr defines 



data register address for LST-op 
ZLS position with SZ-op 



Ext Zone Reg Address Note 2 



ZLS Out Reg Clk 
ZLS Out Reg Contents 
T13 Ext Zone Reg Clk 



[DS Mode 

I Not DS Mode 



Ext Zone Reg Contents 

DLS/ZLS Inp Sw: 
Incr to DLS/ZLS In Sw (DS-Mode) 
D-Reg to DLS/ZLS In Sw (not DS-Mode) 

T57 ZLS Wr Pulse 

(If SZ Instruction 
If DS Mode 
DLSAR/EXTAR Clk 



DLSAR Contents 



EXTAR Contents < 

T80 DLS Write Pulse 
T91 Ext Write Pulse 
ALU: 

A-Reg Clock < 

B-Reg Clock 
D-Reg Clock 



Branch, Move Ops 

Test Bit, ALU, Load/Sto re Ops 

ALU, Load/Store Ops (Reg in DLS) 

DS Cycle 



Load Op to Ext Reg 
DS Cycle 



Both Operands in DLS 

Normal 

If LCR operation 
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DLS/ZLS (continued) 



4-135 



Functional 
Units 
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ALU 



4-140 



Arithmetic and Logic Unit (ALU) 

• The ALU is used to update information such as data, addresses, and 
instructions. 

• Two operands "A" and "B" are gated via the A-register and the 
B-register to the ALU. In the ALU, the two operands are logically 
connected according to the binary decode of the two lines: 'AND/XOR' 
and 'ADD/XOR'. These two lines are activated according to the op-code 
of an ALU microinstruction. 

• The resulting ALU functions are : 



ALU Operation — Examples 



Function 


AND/XOR 


ADD/XOR 


ADD 


Inactive 


Active 


AND 


Active 


Inactive 


OR 


Inactive 


Inactive 


XOR 


Active 


Active 



These four functions may be performed: 

(a) With the result being stored in the "To" register. 

(b) Without the result being stored in the "To" register (for test purposes only). 

For data-fetch or store operations, operand B is represented by the 

contents of the digit switch, which contains the amount on increment 

and decrement. The remaining bit positions (0 to 4) are set to zero 

for increment, or set to one for decrement. 

Operand A (the displacement part of the data address) is set into the 

A-register. 

For test bit operations, the bit position that is to be tested is set from 

the C-bus (bits 5, 6, and 7) into the digit switch. 

The following branch conditions are generated from an ALU zero 

result and an ALU carry in conjunction with C-bus bits 6 and 7 : 

Carry 

Zero 

No carry 

Not zero 

Not zero and carry 

Zero or no carry 
The ALU condition code buffer allows up to eight ALU conditions 
to be stored for subsequent branch purposes. It is addressed by a 
decode of the three pointer bits (process pointer) of the currently 
executed microinstruction. (ALU CC buffer is not addressable by 
microprogram.) 

Subtraction is performed by a "complement" ADD under micro- 
program control. 



ADD 
or 


A + B 
(hex) 


(A > B) s True 


Increment 


A + 9 
B +3 


100 1 
00 1 1 




+ C 


1 1 00 


ADD 
or 


A- B 
(hex) 


(A > B) = Complement 


Decrement 


A + 9 
B-3 


1 00 1 

110 (complement) 




((DO 1 1 
1> 




+6 0110 

A carry out of the high-order position indicates that the 
result is true. No further complementation is required, but 
the carry has to be added to the units position. 


ADD 
or 


A + B 


(A < B) =s True 


Increment 


See first example. 


AND 


A 
B 


1 001 
00 1 1 




000 1 


OR 


A 
B 


100 1 
00 1 1 




10 11 


XOR 


A 
B 


100 1 
00 1 1 




10 10 



Specific ALU Signals 

As well as the arithmetic result, the ALU generates 
internally the following signals: 

ALU Carry from Bit Zero 

This line is active if a carry occurs in the high-order 
position (bit 0) of the ALU result. The carry is stored 
in the ALU condition code buffer and is connected to an 
external pin for other control purposes. 

ALU Zero 

This line is active if all positions of the ALU result are 
zero. The zero condition is stored in the ALU condition 
code buffer. 

Predicted ALU Parity 

This line presents the correct ALU parity together with 
the result (that is, in the same cycle). Thus, no additional 
time is required to generate correct parity of the ALU 
result. 

ALU Carry from Bit 1 
This line is not used. 

ALU Carry from Bit 4 
This line is not used. 

ALU Carry to Bit Zero (Ext) 
This line is not used. 

ALU Carry from Ext 
This line is not used. 



ALU carry lines that are activated during an ADD | 
operation keep their status until a new carry 
condition is generated. 

A carry cannot occur with AND, OR, and XOR 
operations. Therefore, the previously activated 
carry line (which is not reset) causes a carry 
! condition to be stored in the ALU condition code | 
I buffer. The carry conditon is stored in the 
j position addressed by the pointer of the AND, OR,| 
[ or XOR instruction. 



Data and Control Flow, and Timing 




Conditional 
Branch 



To 

-► SVP Link 
Card 



Branch Condition 
to Op Decode and 
Run Control Card 



To 

DLS/ZLS Card 
ALS/CSAR Card 
Compare External Card 



Signal Name 



Op Reg Clock 
Op Reg Contents 
A-Reg Clock (see Note 1) 

A-Reg Contents (see Note 2 

T16B-Reg Clock 

B-Reg Contents (see Note 2) 



Digit Switch Contents C2 bit on 
C2bit off 



T49 D-Reg Clock 



D-Reg Contents (see Note 2) 




sx 


SY 








S ° 


1 


1 
1 



1 



SY 



ALU CCBFRWr Pulse 

ALU CC Content 
T57 ZLS Wr Pulse 

ALS Wr Pulse (T23 and T78) 
T80 DLS Wr Pulse (store result into DLS) 
T91 Ext Wr Pulse (store result into ext reg) 
T41 D-Reg to ALS-D In Sw 

Modified displacement to ALS-D 

T57 Ctrl Stg Data in BFR Wr Pulse 

(If the result is stored into Ctrl Stg, "To" 
register has to be used as interim buffer. 
This interim buffer content is then transferred 
with a subsequent store operation via Ctrl Stg 
data in BFR into control storage.) 

Notes: 

1. A-Reg clock is of different length. 

T14 If both operands are located in DLS 
T16 Normal 

T19 If LCR ops (SVP link external-Reg is 
loaded into other work register) 

2. Contents of registers may depend upon 
operation type. For details refer to 
description of microinstructions in 
Chapter 3. 



8 9 1 



Instr or Data 



cry-bus 



6 7 8 9 



Unused, Force 1 



cry-bus 



Unused, Force 1 



Ext In Bus 



B-Reg 



A-Reg Crossed 



A-Reg 



| ALU Result 



Ext In Bus 



ALU Conditions 
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ALU (continued) 



4-145 



Functional 
Units 
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Reference to CTM 



5-000 



Chapter 5. Error Conditions 



Reference to Central Test Manual (CTM) 

The main purpose of this page is to refer to detailed 
information on error conditions and error handling in the 
Central Test Manual Chapter 3. 

As the CTM is an EC controlled manual, it always 
presents information at the latest level. 

The contents of this Chapter of the IOP MLM provides: 
^m Only general information on: 
Error types 
Cause of errors 
Error handling 
Result of errors 
^p Information, that may be considered supplementary 
to CTM e.g., 
Generation of error signals in IOP circuitry. 



IOP Documentation 
Chapter 5 




Central Test Manual 
Chapter 3 


■■ General information — 

for details refer to 
^^ Central Test Manual 
^P Information to be 
considered 
supplementary to 
Central Test Manual 


Error conditions 
Error handling 







Unusual or Exceptional Conditions 



Unusual or exceptional conditions are caused either by 
IOP and Front End or I/O device malfunction and 
therefore are indicated in channel status or unit status. 



The table below shows these unusual or exceptional 
conditions as they are set into either channel status or 
unit status (See also page 2-015 CSW layout). 



Status bytes and sense bytes are delivered from addressed 
control units and are set into main storage. This 
information is analysed by the operating system being 
used, which also initiates corrective actions. 



The last section of the table below shows part of sense 
byte 0, that is common for all I/O devices. Bits 6 and 7 
are device specific. For information on the other sense 
bytes that also contain device specific information, refer 
to respective I/O or control unit documentation. 



Byte 


Bit Position 


Condition 


Cause of Error 


Result 


i 


, 


1 


Incorrect length 


Offered or requested data does not correspond with length or byte count 


If SLI flag is not set to "on", chaining is suppressed 








2 


Program check 


One or more of the following conditions: 
Invalid CCW address; invalid command code; invalid count; invalid data 
address; invalid key; invalid CAW format; invalid CCW format; invalid 
sequence 


Operation is terminated; chaining is suppressed 








3 


Protection check 


An attempt to fetch data from, or store data into, a protected storage 


In connection with CCW, the operation is not initiated; in 
connection with data, the operation is terminated and chaining 
suppressed 


is 


Channel 


Status 


4 


Channel data check 


Parity errors with the information transferred to or from main storage 


Operation is not terminated; chaining is suppressed 








5 


Channel control check 


Any machine malfunction that affects channel controls. This condition 
includes parity errors on the CCW and on data addresses 


Operation is terminated 








6 


Interface control check 


Device malfunction such as: 
Received address or status byte has invalid parity 
Device responds with an address other than the one specified 
Device appears not-operational during chaining 
A signal from the device appears at an invalid time or has an invalid 
duration 


Operation is terminated 




' 


' 


7 


Chaining check 


Overrun condition during chain data 


Operation is terminated; chaining is suppressed 




UnitS 


tatus 


6 


Unit check 


Unusual conditions in the I/O device (details are given with the information 
that is delivered by the sense command) 


Chaining is suppressed 






' 


7 


Unit exception 


Indicates a typical condition for any particular command and type of device 


Chaining is suppressed 




, 


L 



1 


Command reject 
Intervention required 


Device is not designed to execute the particular command that was issued 
(for example, read to a printer, rewind to disk file) 

A condition that requires some type of intervention at the device (for 
example, stacker full, hopper empty, printer out of paper, etc) 


Program error operation is terminated after the initial selection 
Operation is not executed 




Sense B 


/teO 


2 


Bus out check 


Parity errors on the standard interface 


If data parity error, operation is not terminated; if command 
parity error, operation is not executed 








3 


Equipment check 


Equipment malfunction (for example, print buffer parity error) 


Operation is terminated 








4 


Data check 


Errors associated with recording medium (for example, reading an invalid 
card code) 


Operation is not terminated 






' 


5 


Overrun 


IOP does not respond in sufficient time to a "request for service" from an 
I/O Hevicp 


Operation is not terminated 
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Unusual or Exceptional Conditions O ~ \J I \J 



Error 
Conditions 
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Error Handling 



5-020 



Error Handling 



The flowchart shows the principle of handling I0P or Front End errors. 

• Hard error conditions caused by either external register parity error 1 
or I0P circuit errors cause the "IOP halt" bit to be set into the SVP 
idle sense. (The IOP is stopped.) || 

• Sensed Front End error conditions cause the "PCR" bit to be set 
into the SVP idle sense. (The IOP is not stopped.) 

After an error condition has been handled by the IOP, the IOP requests 
SVP service by activating a bit in its idle sense bit pattern (see 
page 3-920). 

These idle sense bit patterns are periodically checked by the SVP, 
and the requesting IOP is served under control of the SVP micro- 
program. The SVP logs all error information. 

During "log", the console keyboard remains locked. 



Logging 

• To ensure error data retention for system malfunction analysis, all 
solid and intermittent errors are recorded on the system diskette. 

• For each IOP, separate log area r re provided to store: 

Load log information 
Run log information. 

• The log information may be 

a. Displayed 

b. Evaluated by log analysis programs 

c. Erased, if not longer required. 

If the error condition cannot be handled by the IOP and SVP, 
control is transferred to the IPU and the operating system in use. 



IOP 



SVP 




C 



Yes 



Force IOP microprogram 
to enter routine 



This routine tries to fetch 
as much error information 
as possible 



After the error routine 
has handled the error, 
interrupted IOP — Front 
End microprogram 
continues 



Checks are gated to SVP 
link card As a result, the 
signal MOP Check stop' 
is generated 



'IOP Check Stop' is 
gated to op-decode and 
run control card 



The signal 'Stop 
Condition' is generated, 
that in turn causes the 
activation of the 'IOP 
Halt' line 



As a result of the bit 
pattern in an SLK 
instruction PCR FL may 
be set 



PCR FL on causes PCR 
bit to be set into Idle 
SENS 




PU 

(Operating System) 



IOP halt line active 
causes IOP halt bit to be 
set into idle SENS 



If the failing instruction 
is retryable, retries are 
performed under control 
of IOP microprogram 




Repetitive 
LOG request 



Proceed 



T 



j> 



MSC log phase 



MSC interface 
log phase 



Set IOP locked 



Delete IOP from 
check sense 



Yes 



SVP stops the IPU 
SVP transfers error 
information to IPU 
SVP restarts IPU 




Restarted IPU switches to 
machine check interrupt 
routine by exchange of 
PSWs 



Further actions, such as 
repetition of failing 
operation (if possible), 
and messages to the 
operator, depend upon 
operating system being 
used, and type of failure 
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IOP Error Circuits 



5-050 



IOP Error Circuits 

MSC Data and Control 



Byte Left Register 







Byte Right Register 







0to7 



0to7 



PC 



PG 



PC 



OR 



Clock 



Accumulated 
Data Check 



Data Check 



Select 



FL 



Latched MSC Check 



Sense 
Register 



Bits 1,2 (Page 2-190) 



Sense Strobe 



!see Note) 



MSC Link Select 



Register Address 



(see Note) 



Ext In Bus Bits to 7, P, 



O 



ALD 



The sense register contents are gated into the ALU. The 
IOP microprogram analyzes the bit pattern and decides 
what actions are to be initiated to correct the error 
condition. (If possible, the operation during which the 
error occurred is repeated.) 

Front 
End 



ALDs for 3504 and 1403 have 
the prefix "MG", "MM", or "MP", 
according to the I/O configuration 



MPX 


KA 25x, 26x 


2560 


MG 13x, 14x 


3525 


MP 13x, 14x 


3504 


See note below 


5425 


MM 13x, 14x 


1403 


See note below 



Common External 



Front 
End 

MPX 
2560 
3525 
3504 
5425 
1403 



ALD 

KA 34X, 35X 
MG 10X, 11X 
MP 10X, 11X 
See note 
MM 10X, 11X 
See note 



Op-Register 



ALD = E*10* 



ALDs for 3504 and 1403 

have the prefix "MG", "MM", or "MP 

according to the I/O configuration 



Ext Addr and Zone Bit P 



Ext Zone Bits 0, 1,2 



Ext Addr Bits 0, 1 



Ext Addr Bits 2, 3, 4 Out 
Ext Zone Bit 3 Out 




E*102 



The leading edge of 'alternate sense strobe' signal first 
resets both flip latches. If the error condition still persists, 
the 'Rd Addr Check' FL is set again by the trailing edge of 
the 'Alternate Sense Strobe' signal 



To Page 5-055 



\Note: These blocks represent 
I many logics and are shown 
ijthis way for simplification. 
|For further details, refer to 
|the appropriate ALD page. 



Op-Decode and Run Control 

ALD = E*13* 



IOP Check Stop 



(From SVP Link 



(see Note) 



Stop Cond 



E*132 
E»133 



ALU 

ALD = E*22*, 23* 



ALS/CSAR 



ALD = E*16* 



DLS/ZLS 



ALD = E*19*, 20* 



Process 



Delta Cycle 



OR 



FL 



E*132 
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Clock Ring Bus 



Osc 








(see Note) 




E*109 


Supr Osc 







Clock 
Oscillator Ring 
pulses 



^ 



Z± 



zi 



z± 



From Page 5-050 



xL 



(see note 
on Page 
5-050) 



Clock Check 



E*131 



E*131 



f SENS 'X170 ) 

C SENS 'X076^ 



IOP Halt 



B-Register 



E*223 I P. 



D-Register 

■ = — 1| 

n r~ 



CSAR-B 
- 0" 



ZLS Out Register 



Ext Zone 
Register 



-u 



0to3 PG 



E*225 



B-Reg Check 



-/sens'xi'm") 



D-Reg Check 



~ \ SENS 'XT/5 J 







1 to 7 














I 




l 




0, P 


DE 


4 




l 




E*165 


J I 




I 







1 OR 

hEi — LJ 



ALS/CSAR Check 



-^SENS'X176^ 



p pc — r 



ZLS Out Check 



1_P 



& 



DLS/ZLS Cd Check 



\SENS'X.172) 



V 



A 



A 



A 



The 'IOP halt' line is activated as a result of any error 
in IOP circuitry. This line is sensed periodically by 
'SVP idle sense' and indicates that the IOP needs SVP 
service. 



SVP Link ald = e*3v 

Clock Check 



Op-Reg Cd Check 



DLS/ZLS Cd Check 



Ext Addr Check 



B-Reg Check 



D-Reg Check 



CSAR/ALS Check 



f SENS'X177V 



X-Reg Bits to 7 



"pEE§H- 



IOP Halt 



Progr Cntrl Requ FL 



IOP Address 



Addr Bus Check 



SVP Data Bus Bit P 



E*314 E*315 



! Note: These blocks represent 
I many logics and are shown 
\ this way for simplification. 
| For further details, refer to 
[ the appropriate ALD page. 



IOP Check Stop 



(to Op Decode and Run Control) 



O E*315 



SVP Data Bus Bits to 7 



O E*314 



This information represents idle 
sense (SVP Sense X'0') 



IOP SVP Communication 
see Pages 3-9XX 



IOP Error Circuits (continued) 



5-055 



Error 
Conditions 
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LCL Layout and Sequence Codes - U O U 



LCL Layout and Sequence Codes 

LCL (or ECSW) Layout 

The LCL contains model-independent information, that is related to equipment errors detected by the channel or the IOP. 



Storage 

Location 

(decimal) 






176 




177 




178 








179 






Bit No 





1 3 


4 7 


P 


8 12 13 15 


P 


16 23 


P 


24 


25 


28 29 31 


P 



Sequence Code 

The sequence code is stored in the LCL and allows 
correct determination of the point at which the error 
occurred, and allows correct positioning of the I/O 
devices for recovery. 

Note: The evaluation of the sequence code depends 
upon the type of operating system being used. 



Definition of Sequence Codes 



Bits to 3, 13 to 15, 26 and 27 are set to zero. 

Bits 4 to 7 are the detect field, which is used to identify the unit that detected the error 



IPU — detected error 

IOP — detected error (channel) 

MSC — detected error 

(Not used) 



CSIOorTIO "\ 

in operation J 



000 
001 
010 
011 
100 

101 

110* 

111 



Error during execution of TIO 
Command sent out, status not yet received 
Command accepted, data transfer not yet started 
At least one data byte has been transferred 
Command is either not yet sent out or sent out, 
but not accepted 

Command accepted, but data transfer unpre- 
dictable 

Reserved 



Bits 8 to 1 2 are the source field, which is used to indicate the most likely source of the error 



IPU 
IOP 

MSC 

(Not used) 
(Not used) 



Set sequence code 000 




SIO 



Set sequence code 001 
(CMO follows ADD 



Bits 16 to 23 are the field validity flags, which are used to indicate the validity of the information that is stored in designated fields 



(Not used) 

(Not used) 

(Not used) 

Sequence code valid 

Unit status valid 

Command address and key valid 

Channel address valid 

Device address valid 



Execute TIO 

Set condition code 



Bits 24 and 25 identify type of termination, and are coded as follows: 



Interface disconnect 
Normal termination, stop, stack 
Selective reset 
System reset 



Bit 28 is the I/O error alert bit. A malfunction reset is performed and the interface control check is set (for channels only, 
otherwise it is set to zero) 

Bits 29 to 31 are the sequence code. Indicates the progress of an I/O operation at the time of the channel error. The evaluation of the 
sequence code depends upon the type of operating system being used. The generation of the sequence code is 
shown in the flowchart. 



Store initial status and 
set condition code 



Set sequence code 100 



Set sequence code 100 




Set sequence code 010 
(Either SVO or CMO 
follows ST I) 




Set sequence code 01 1 
(SVO following SVI) 



Channel end interrupt 




Set sequence code 100 
(CCW address update) 



Fetch new CCW 
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Reference to CTM 6-000 



Chapter 6. Maintenance Information 

Reference to Central Test Manual (CTM) 



The main purpose of this page is to refer to the details on 
maintenance information in Chapter 3 of the Central 
Test Manual. 

As the CTM is an EC-controlled manual, it always 
presents information at the latest level. 
The contents of this Chapter of this I0P MLM provides: 
Only general information on: 
Maintenance concept 
Diagnostic techniques 
Test programs 



IOP Documentation 
Chapter 6 




Central Test Manual 
Chapter 3 


General information — for 
details refer to CTM 


Maintenance Information 





Maintenance Concept 

• lOPs do not contain any circuits that require adjustments (for example, 
singleshots, time delays, etc). 

• In the event of a malfunction, eliminate the cause by changing cards according 
to the instructions given on the display unit. 

• Whenever cards are changed, check the socket pins. 

• The information displayed on the display unit is the result of the log analysis 
program. The log analysis program analyzes and evaluates log information that 
was stored either during the IOP load phase or during normal IOP run phase. 

• Where more than one card is suspected, the suspected cards are indicated 
according to the degree of probability for the cause of the fault. This 
indication is called the replacement sequence. 

• The replacement sequence is coded as follows: 

1 = High probability 

2 = Low probability 

3 = Very low probability. 

Diagnostic Techniques 

• Test programs are designed for error detection and error location. 

• These test programs either directly refer to the failing field replaceable 
unit (FRU) or they display detailed test results. 

• For communication between the system and the user, use both the keyboard 
and the display unit. 

® Besides normal (or run) mode, test programs may be applied in different 
modes, according to the setting of K-Register (K-bus) on SVP link card 
(see Page 4-050). 



Manual Operations 



Scope Sense 



IOP manual operations are also to be considered as CE aids. 
They allow the CE: 
IOP Restart (Started a previously stopped IOP of a fixed address) 

IOP Dump (Display all informations held in control storage and 

registers of an IOP) 
IOP Fill (Load ALS, DLS, ZLS with any desired bit patterns) 



Scope Sense 1 and Scope Sense 2 represent two groups of accessible pins on 

the SVP link card (see Page 2-185). 

Suspected signals may be connected to these pins. 

If the display unit is used as a digital oscilloscope (possibly under control of a 

special microroutine on the system diskette), selected signals can be displayed 

and compared with other reference signals. 

Signals that are connected to the scope sense pins are also logged. This allows 

additional conditions to be stored for later analysis. 



Matrix 



Two matrix types may be selected. 

Both matrix types are represented by a 7X 10 X pattern. 

Each X here represents a No Op, that may be replaced by either a SVP SENS 
or SVP CTRL operation. 

This allows the composing of a specific routine to run an IOP under particular 
conditions. 

After the selected IOP is started the IOP loops in that routine. If K-register 
was previously set, this routine may also be 'single cycled'. 

The matrix selected by a Y requires 4 digits per instruction to be keyed in i 
and is called "single matrix". 

The use of this matrix allows the running of one IOP. 

The matrix selected by a Y requires 5 digits per instruction to be keyed in 
and is called "multiple matrix". The use of this matrix allows the running of 
several IOP and/or subprocessors or adapters. 

The first digit to be keyed in represents the address. 
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Chapter 7. Reference Information 

Abbreviations and Glossary 



A-Reg 
access cycle 

addr 
ALS 
ALSB 
ALSD 

ALS in switch 
ALS out register 
ALSAR 
ALU condition 
code bfr 
ALU 

ASCP 



common register register in the local storage of MSC 



A-register (ALU input) 

during this cycle an instruction is fetched from control 
storage 
address 

Address local storage (HDB 32 x 18) 
contains block address or index word 
contains displacement or index word 
circuitry to gate data into ALS 
register to gate ALS contents to the different users 
address register for ALS 

8-register-wide buffer to store ALU carry and zero condition 
arithmetic and logic unit (performs arithmetic and logic 

operations) 
automatic system checkout program 



B-Reg 

bfr 

block 



B-register (ALU input) 
buffer (fast interim storage device) 

comprises 128 microinstructions or 256 data bytes in control 
storage 
branch condition a condition used for logical decisions 
bus register register that holds bus information. This actually comprises 

two registers called "byte right register" and "byte left 
register". lOPs communicate with the IPU/MSC via these 
registers 



C-Bus 
C-Reg 
CAW 
CCL 

ccw 
cc 



cond code 

CD 

CIO 

elk 

clock 

clock ring bus 

clock step FF 



exit of C-register 

part of op-register (usually represents op-code) 

channel address word 

chain control line 

channel control word 

can have different meanings. If used in connection with CCW, 

it means chain command. Is sometimes used for condition 

code 
condition code 
chain data 
clear I/O 
clock 

generator of basic time intervals 
timing distribution 
controls stepping of clock trigger ring 



compare 

CPL 

CS data register 

CSAR 

CSW 

CS 

Ctrl stg 

m 

D-Reg 
DAR 
DCD 
deer 

delta cycle 
digit switch 
displacement 
DLS 

DLS/ZLS input 
switch 
DLSAR 
DS 
DS mode 



ECSW 

ext 

ext zone reg 

EXTAR 



FF 
FL 

B 

gt 
□ 

HDB 
HIO/HDV 



circuitry that checks whether two operands are equal or 

unequal 
control program load (load operation under control of SVP) 
control storage input register 

address register of control storage B-block, D-displacement 
channel status word 
control storage. CS is also used for core storage, and for 

cycle steal 
control storage 



D-register (ALU output) 

data address register (in ALS) 

decoder 

decrement (normally used for address updating) 

a shifted access or process cycle 

allows selection in ALU input B-circuitry 

low-order part of address for control storage or work register 

data local storage 

circuitry to gate information into either DLS or ZLS 
address register for DLS 
data storage 
data store mode 



extended CSW 

external registers (up to 64, addressable) 

register in the ZLS used to address externals in connection 

with EXTAR 
register for external addresses 



flipflop = trigger 
fliplatch 



gate 



ID 

IDA 

IMPL 

incr 

index word 

index register 
instruction cycle 
instruction 
identifier 
IPL 
IPU 

IPU tag register 
irpt 



LCL 
link 
load 
local store 



identifier 

indirect data address 

initial microprogram load 

increment (normally used for address updating) 

controls execution of microprogram and consists of pointer 

and link 
a byte-wide register that contains pointer and link 
one I OP cycle of 450 ns 

generated in IPU, represents op code 
initial program load 
instruction processing unit 
contains control information for IPU 
interrupt 



limited channel logout 

part of the index word (linking to next index word) 

data transfer from DS into "to" register 

part of the MSC storage 



high density buffer (used as registers) 
halt I/O or halt device 



MIAR 

microinstruction 

MLM 

mode bfr 

mode bits 

mode reg 

modifier 

MSC 

MSC tag register 

m 

NA 
NS 
NSIA 



OCL 
op-decode 

op-register 
OPSTAT 



main routine instruction address register (in ALS) 

instruction of the I OP microprogram (22-bits wide) 

maintenance library manual 

contains I OP status 

stored in mode buffer (determines IOP status) 

contains IOP status read from mode buffer 

used to modify addresses 

main storage controller 

contains control information for MSC 



not available, or not applicable 

not shown 

next sequential instruction address (SVP) 



octopus control line 

performs decoding of operation codes, which are part of an 

instruction 
contains the currently executed instruction 
operation status (shows process of operation) 
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PCI program-controlled interrupt 

PCR program-controlled request 

pointer part of the index word (pointing to the next instruction to be 

executed) 

pointer reg contains pointer 

POR power on reset 

process cycle during this cycle an instruction is executed 

ptr pointer 

R-bus exit of R-register 

R-reg part of op-register that usually represents "to" register 

requ request 

Rl read-in (store operation) 

RO read-out (fetch operation) 

Rt right 

run control checks the conditions under which the IOP is allowed to run, 
or has to stop 



S 



□ 

ucw 

wr 
write gate 

□ 

X-fer 
X-register 

□ 

Y-bus 
Y-RG 



unit control word 



work register (DLS and external) 

signal to control buffer on read/write operations 



ZLS 

ZLSAR 

zone 



sense register a byte-wide register into which control signals from 

MSC-common are loaded 

SIAR subroutine instruction address register (in ALS) 

SI LI suppress incorrect length indication 

SIO (F) start I/O (fast release) 

SLI see SI LI 

SR mode subroutine mode (when SIAR is used instead of MIAR) 

STIDC store channel identifier instruction 

store data transfer from "from" register into control storage 

SVP service processor 



transfer 

transfer register in SVP link 



exit of Y-register 

part of op-register. Usually represents "from" register 
or immediate data 



zone local storage 

address register for ZLS 

group (4, 8, 16) of DLS or external registers 



test bit information to be used as branch condition 

TIC transfer in channel 

time slicing comparable with multiplex mode. Allows more than one 

device to be run at one time 
TIO test I/O 

trap register contains trap bits (from the devices) ORed with the current 

link 
trapping allows switching to other index words if a device requires 

service 
TS time slice (mode) on time slicing 

TSCON time slicing and trapping control 

TSR time slice register (ZLS and ALS) 
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Common 



IOP Channel Link to Other Microprograms r\~ OUU 



Appendix A. Information Particular to IOP '8' 

Common IOP Channel Program Link to IPU, MSC, SVP, and Attachment Programs 



Connections to IPU, MSC, and SVP are set up by the 
common IOP channel program, with one exception: 
I/O data transfers are controlled by the individual attach- 
ment programs. 













I/O Data 














IF-Register 
D 1 












MSC 










Instruction Identifier; 
Device Address; 
CAW.CCW 






i 


























Control Program 








Printer Attachment 
Program 






!!§;:: Common s|;::?;:|:s 

III iop nil 

si!;*; Channel 
lllp Program 


















Condition Code; CSW; 
ECSW; Interruption Code 




' 
































IPU 


















Reader Attachment 
and Control Program 














Select 


















Response; Interrupt Request 








Reader/Punch 
Attachment and 
Control Program 










Service Request 






IOP '8' 






( 


I" 




SVP 


To/from IOP circuitry 






SVP Sense 


a 


















s 




SVP Control 



















































> To/from printer circuitry 



To/from reader circuitry 



To/from read/punch circuitry 



The following programs are stored in the control storage of IOP '8': 

• Common IOP channel program (see Page 3-510) 

• Attachment programs \ , . , • r- r- _. 

_, , > documented in the appropriate Front End manual 

• Control programs J 

The common IOP channel program and the attachment programs directly communicate 
together, but the attachment programs and the control programs communicate via 
registers that are located in the DLS of the IOP control storage. 

The multiplexer channel controlling microprogram is documented in IBM 3125 Processing 
Unit, Multiplexer Channel, Maintenance Library Manual, Order No. SY33-1067. The 
direct disk attachment microprogram is documented in IBM 3125 Processing Unit, Direct 
Disk Attachment, Maintenance Library Manual, Order No. SY33-1073. 



UCW (Unit Control Word) 

• The UCWs are located in the IOP control storage. 

• The UCW format shown on this page is used in IOP '8' 
connected to card l/Os and printer. 

• The multiplexer channel (served by IOP '9') uses a 
different format; see IBM 3125 Processing Unit, Multi- 
plexer Channel, Maintenance Library Manual, Order 
No. SY33-1067. 



00 


01 


02 


03 


04 


05 


06 


07 












1. Sense Byte (from 




BitO: TIC Allow 












channel end to 




Bits 1 to 3: Sequence 


Device Address 


Flags of Previous CCW 


Command Code 


Data Address Medium 


Data Address Low 


initial selection) 
2. Data Address High 
(from initial selection 
to channel end) 


Flags 


Code 
Bit 4: Unit Check 

with TIO 
Bits 5 to 7: Op-status 



08 


09 


OA 


OB 


OC 


OD 


OE 


OF 


Bits to 4: Key 
Bits 5 to 7: Zero 


Next CCW Address High 


Next CCW 
Address Medium 


Next CCW Address Low 


Unit Status 


Channel Status 


Byte Count 
(see Note 1) 


Byte Count 
(see Note 1) 



10 


11 


12 


13 


14 


15 


16 


17 


ECSW Detect field 
(Storage location 
176 decimal) 


ECSW Source field 
(Storage location 
177 decimal) 


ECSW Validity field 
(Storage location 
178 decimal) 


ECSW Sequence code 
(Storage location 
179 decimal) 


Saved Buffer 
Block Address 
(see Note 2) 


Saved Buffer 
Display Address 
(see Note 2) 


Saved I/O Count 
(see Note 3) 


Saved Transfer 
Loop Identifier 
(see Note 4) 



18 


19 


1A 


1B 


1C 


ID 


1E 


IF 


Saved MSC Tags 


Saved I/O Data Byte 
(see Note 5) 


Saved Sense Byte 


Saved Work Register 


(Not used) 


IDA High 


IDA Medium 


IDA Low 



Notes: 

1. Byte Count is defined as being the number of bytes that are to be transferred under control of the programmer. 

2. Buffer Address contains the address of the IOP buffer location from where data is fetched on write operations, or into which data is stored 
on read operations. Data transfer is effected by the control program of the I/O device. 

3. I/O Count is defined as being the number of bytes that can be processed by the I/O device. 

4. Transfer Loop Identifier identifies the routine. It is used when urgent steps have to be performed first, and provides a return to the routine 
from which the microprogram left. 

5. Saved I/O Data Byte is used as an interim storage for data bytes when urgent steps have to be performed first (for example, with relocation). 



UCWs can be considered as interim storages that hold 
device-oriented information necessary to run devices in 
byte (or multiplex) mode. This means that one UCW has 
to exist for each device. 

If an 'SIO' instruction is issued to device A, device A is 
started and the UCW for device A is prepared. While the 
controlling IOP is waiting for a 'service request' from 
device A, the IPU continues the processing of its own 
programs. 

If now, an 'SIO' instruction is issued to device B, device 
B is also started and the UCW for device B is prepared. 
The system is again released and the controlling IOP is 
now waiting for a 'service request' from device B, as well 
as from device A. 

As soon as a device requires service, the device activates 
its 'request bit'. This request bit directly influences micro- 
program control. The UCW of the requesting device is 
loaded from control storage into working area and, the 
device is serviced, under control of this UCW. The UCW 
is then updated and stored again. 

With the next 'service request' from another device the 
UCW of that device is loaded from control storage into the 
working area and, the device is serviced under control of 
this UCW, the UCW is then updated and stored again. 

The starting of more than one device byte mode gives 
the impression that these devices are operating simul- 
taneously. Actually, only the mechanical operations of 
the started devices are running simultaneously and one 
device only is serviced at one time. This is because all 
devices use the same circuitry and the same microprogram 
steps. 

For further information, see Page 3-200, where "time 
slicing" is discussed. 
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Common IOP Channel Program 



CHCMDDEC 




<? 



Set Condition Code 2 
into MSC bus register 



CHBUSX 



Set "busy" into unit 
status 



i; The following is a list of subroutines that 
I appear on this page: 

f System Reset; Initialization; Channel IDLE 
I Loop; Instruction Decode; Chaining; CCW 
I fetch; TIC; Program Check. 







CHRDCCW 1 



CHSTATUS 
To Page A-530C5 



Channel address = 
Device address = 00 to 1 3 



CHTIO 




Yes 



Set condition code 2 
into MSC bus register 



Yes 



Set condition code 
into MSC bus register 



Set "intervention 

required". 

Set "unit check" 



CHTIOINT 




CHCHAINC 
CHCHAIND 
From Page 
A-520C9 and 
A-530D4, C7 



I 



Set CCW address into 
MSC-LS. Set sequence 
code 100 




^ 



CHWAITF 

To Page A-550A4 



Request to MSC to fetch 
first halfword of CCW 




3> 



CHWAITO 

To Page A-550A4 



First command is TIC or 
TIC is followed by 
consecutive TIC 




Set "program check" 
into channel status 



Request to MSC to fetch 
second halfword of CCW. 
Store CCW address in DLS. 
Reset TIC allow 



If not CD, set CMDinto 
UCW. Issue three requests 
to MSC to fetch second, 
third, and fourth half- 
word of CCW 




Yes 



Yes 



Yes 



If not CD, reset chain 
CM D and SLI flags. Load 
byte count 





CHWAITF 
A-550A4 




Add 8 to CCW address and 
store new address in UCW 



CHPROGCH 

From Pages 

A-520E3 

A-550D5 

A-550E2 




To Page 
A-550E4 

<3 



Set "progr check" into 
channel status. Restore 
CCW address for TIC. Add 
8 to CCW address and store 
new address in UCW 



n. 



^ 



Set "progr check" into 
channel status 



CHPROGCH+I 



Fetch old flags and sense 
byte from UCW 



Yes ; 

CHCEDE2 
To Page A-530B5 




CHRDINT 
To Page A-540B2 



CHPRINT 
To Page A-540C3 



CHRPINT 
To Page A-540B2 



CHCCO + 1 



CHXFADDR 



To Page A-540D8 To Page A-520B2 



CHCHANCH 
To Page A-530B5 



From Page 
A-510D7 



I OP fetches next CCW 
address from MSC-LS 
common register. This 
address is generated auto- 
matically during CCW 
fetch by specifying the 
CCL increment 



S 



CHCCWADD 



Request to MSC to fetch 
key and CCW address from 
MSC-LS common register 




Store: 

• I/O count 

• Buffer address 

• Transfer loop 
identifier 




Yes ^^ ^v^ No 

..CD with previous CCW 



(Reader) 



Set address into 
MSC-link register 




Load reader exit table 
and go to reader 
transfer loop 




(Read/Punch) 



(Printer) 



Load printer exit table 
and go to printer 
transfer loop 



IDA flag 




CHIDAXF 



Issue two requests to 
MSC to set address into 
MSC-LS 



Yes 



CHWAIT 7 
To Page 
A-550 A4 



Set PCI into 
channel status 



CHPCIREQ 
To Page 
A-570 C2 




Yes 



Yes 




Load read/punch exit 
table and go to read/punch 
transfer loop 



Attachment program 



Set "progr check" into 
channel status 



Set IDA into UCW. Issue 
two requests to MSC to 
set IDA into MSC-LS 




No CHRELOC 



Request to MSC to fetch 
actual data address. Set 
actual data address into 
DLS 



CHWAIT 7 
To Page 
A-550 A4 



Sense bytes 1 — N are 
updated by respective 
attachment programs 





I 



From device 
routine CHSENSE 



Set sense byte address, 
set transfer loop identifier 
to 00, and set sense byte 
into MSC link register. 
Update sequence code to 
011 



Set condition code into 
MSC-bus register 



S 



CHCCO + 1 
To Page 
A-540 C9 



Reset chaining and set 
HIO flag into transfer 
loop identifier 



Clear unit status 



CHSTATUS 
To Page 
A-530 C5 



CHNOOP 



Update sense byte 



(Reader) 




CMDEVDEC 

(Read/Punch) 




Set "intervention required' 



(Printer) 



Go to reader command 
decode routine 



Go to printer command 
decode routine 






CHCMDREJ 
To Page 
A-530 A6 



Issue request to MSC to 
transfer, sense byte to 
MSC-MS. Fetch next 
sense byte. Update sense 
byte address 



If a sense command is 
decoded in the "device 
routine", control is 
returned to the common 
channel routine for sense 
byte handling. The 
common channel routine 
sets a block of sense bytes 
(belonging to addressed 
I/O device) into the 
respective D LS area, sets 
the addresses of sense 
bytes, and sets byte and 
I/O count accordingly. 

Transfer of sense bytes 
lasts as long as the count 
is not zero 



Go to read/punch 
command decode routine 



& ^_ 



-*« 



From Page 
A-510E3 



At this point the CCW is fetched, checked, and analyzed so that 
further actions are taken over by the appropriate "attachment 
program". (The attachment programs are described in the 
appropriate Front End manuals.). 



Attachment programs: 

• Analyze given commands. 

• Start the addressed device. 

• Control data transfer to the MSC. 

• Signal device end. 



After data transfer is completed 'channel end', and after the 
device has completed its mechanical operation, 'device end' is 
signaled. 'Channel end' and 'device end' then cause an 'interrupt 
request' and control is returned to the common IOP channel routine 




Set incorrect length 



CHCEDEOP 
To Page 
A-530 A4 



$ 



"5 <5 5 ^ $ 

CHCEOP CHCEDEOP CHCMDREJ CHDE 

To Page To Page To Page To Page 

A-530 A2 A-530 A4 A-530 A6 A-530 A 7 






CHPROGCH 
To Page 
A-510D9 



appear on this page: 
j Command Analysis; Sense Command 

Execution; I/O Data Address Transfer; 
S Store IDA; HALT Execution. 
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Common IOP Channel Program (continued) 



CHCEOP 
From Page A-520E5 



2 



Update op status to XX1 




Yes 



Reset chaining 



Set condition code to 0. 
Wait for 'select fr IPU' off 



Set channel end into 
unit status. Update op 
status to XOX 



Issue request to MSC to 
transfer condition code 
into MSC-LS common 
register 





Update op status to X1 X 



£> 



CHLOOP2 


CHPCIREQ 


To Page 


To Page 


A-510B2 


A-570C2 



CHCEDEOP 

From Page 

A-520E5, C6, D8 

Attachment Program 




CHCEDE2 
From Page 
A-510 E9 




CHCMDREJ 

From Page 

A-520E5, C7 

Attachment Program 



CHINICH 



1 



Set CMO reject. Update 
sequence code to 100 
and set unit check into 
unit status 



CHCHANCH 

From Pages 

A-510 E9and A-560D5 



Set channel end and device 
end into unit status 




Update sequence code to 
XOX, update op status to 
X00, and reset chaining 



CHMETER 
From Page. 
A-560E9 



Set condition code to 0. 
Wait for 'select fr IPU' off. 



Issue request to MSC to 
transfer condition code 
into MSC-LS common 
register. 




u 



Yes 



CHSTATUS 
From pages 
3-510 E5, 3-520 B7, and 
3-560 E4 




Issue request to MSC to 
transfer CSW address into 
MSC-LS common register 




Yes 



Issue request to MSC to 
transfer channel and unit 
status into CSW 



CHCHAINC 


CHADRERR 


To Page 


To Page 


A-510A7 


A-560C4 



Yes 




A-550 A4 



Set condition code 1 into 
MSC bus register 



^ 5> 



CHLCL 


CHCCO + 1 


To Page 


To Page 


A-540A8 


A-540C9 



CHDE 

From Page 

A-520 E6 

Attachment Program 



2 



Fetch key and flags from 
UCWand reset request 




Set exception into unit 
status 



Set unit check 




$ 



CHCHAINC 
To Page 
A-510 A7 
No 



Set channel end into 
unit status 



Update op status to X00. 
Set device end into unit 
status 



(Reader) 



'Metering in' reset control 



& 



Set indicator for read end 
interrupt 



|| The following is a list of subroutines that 
( appear on this page: 
If Command Termination; Store Status; 
1 Interrupt Request 

" . ■ .' :. *jfi... ,'....-.*, -i 




CHINTREQ 



Set priority 
control 1 



Set priority 
control 3 



Fetch interrupt priority 
indicator and update op 
status to 1XX 




For an exit from 
CHCOMREQ, priority 
control 2 is set 



(Read/Punch) 



(Printer) 



Set indicator for printer 
interrupt 



Set indicator for reader/ 
punch end interrupt 



♦ ♦ 



Store interrupt priority 
control byte. Set 'Irpt 
req to IPU' 



CHLOOP2 
To Page A-510B2 



CHINTSEL 
From Page 
A-510 A4 

_2_ 



Set address of priority 
control byte. Set shift 
counter and exit indicator 



£ 



Issue request to MSC to 
transfer channel and 
device address into 
MSC-LS common register 



Fetch interrupt 
priority control byte 




Set Reader base 



Set mask for 
interrupt reset 



CHRP I NT 
From Page 
A-510 E6 



Set Read/Punch base 



Set mask for 
interrupt reset 



CHPRINT 
From Page 
A-510E6 

H 




Modify address by +1 




Set 'response to IPU.' 
Issue request to MSC to 
transfer CSW high address 
into MSC-LS. Update op 
status to OXX. Fetch unit 
and channel status from 
UCW 




CHCE 



Reset 'TIC allow' and 
sequence code. Reset low 
priority indicator 



CHCSWADD 



Yes 



3> 



CHMSCLOG 
To Page 
A-550 C6 



Issue request to MSC to 
transfer low CSW address 
to MSC-LS 




Set printer base and set 
mask for interrupt reset 



■*■< 



Reset serviced 
interrupt request 




Set interrupt 
pending indicator 




Fetch lower order 
priority control bytes 




CHWAIT8 
To Page 
A-550 A4 



Set unit and channel 
status into MSC link 



Set appropriate CSW 
bytes into MSC link 



£ 



Reset = 

• Unit status 

• Channel status 
Store = 

• Sequence code in UCW 




Activate 'request 
to MSC 



8 



CHWAITA 



To Page A-550 A4 



Issue request to MSC to 
set LCL address 176 
(decimal) into MSC-LS. 
Set LCL stored indicator 




Issue request to MSC to 
set detect and source field 
into MSC-MS. Reset 
detect and source field in 
UCW 



CHWAIT4 

To Page 

A-550 A4 




Issue request to MSC to 
set validity field and 
sequence code into MSC- 
MS. Reset validity field 
and sequence code in UCW 




CHWAITD 

To Page 

A-550 A4 



Set LCL stored indicator. 



3> 



CHWAITC 
To Page 
A-550 A4 




CHCCO + 1 
From Pages 
A-510 E7, 
A-520 B6, 
A-530 E5 



?>P 



Issue request to MSC to 
transfer condition code 
into MSC-LS common 
register 



3> 



Wait for 'select from 
IPU' off. Reset 
'response to IPU' 



CHLOOP 1 
To Page 
A-510 B2 



CHWAIT5 

To Page 
A-550 A4 



The following is a list of subroutines that 
appear on this page: 

Interrupt Analysis; CSW Store; LCL Store; 
Condition Code Store 
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Common IOP Channel Program 
(continued) 



CHMSCERR 



CHWAITOto F 
This connector is a common entry point from many 
other places on pages A-510 through A-540 



Store internal registers 3 to 
7, E, F into control storage 



Channel reset 



w 

CHLOOP2 
To Page 
A-510 B2 



CHIPUREQ 
To Page 
A-570 A6 



CHPROGRCH 
To Page 
A-510 D9 



Yes 




Change lARs (see Note) 



CHPAGING 



Save MSC link registers and 
internal registers in control 
storage. Fetch IDA from 
the UCW and increment 
IDA by +4 



Store modified IDA into 
UCW. Issue request to 
MSC to transfer IDA into 
MSC-LS. Issue request to 
MSC to fetch actual data 
address 




Store data address in DLS. 
Issue request to MSC to 
transfer data address into 
MSC-LS. Restore MSC 
link registers and internal 
registers. Resolve correct 
return address to data 
transfer routine of active 
device 



a 



Change lARs (see Note) 



5 




^KD 



Add 8 to CCW address 
and store modified 
address into UCW 



I CHPROGCH + 1 
(~V I To Page 
\/ A-510 D8 



; The following is a list of subroutines that ; 
! appear on this page: 
j Paging; MSC Exceptional Conditions; 
I MSC Error Handling 



CHHANDLE 
From Page 
A-550 E7 

_2_ 



Set "channel 
control check' 




Set sequence code to X1X Set sequence code to 1XX 




Reset validity bits 
(channel and device 
address) 




Reset validity hits (key 
and CCW address) 



CHECSW 



List of Operations Identifers 

OX I/O data transfer 

20 Read first halfword of CCW 

21 Fetch relocated data address 

22 Store channel and device address into MSC-LS common register 

23 Fetch I/O data address from MSC-LS common routine) 

24 Set LCL address 176 (hex BO) into MSC-LS 

25 Store condition code into MSC-LS common register main routine) 

26 Store condition code into MSC-LS common register subroutine 

27 Set I/O data address into MSC-LS 

28 Set CSW address 64 (hex 40) into MSC-LS 

29 Set CSW status address 68 (hex 44) into MSC-LS 
2A Store status into CSW 

2B Store key and CCW address into CSW 

2C Store validity bits and sequence code into LCL 

2D Store other CSW or ECSW information 

2E Fetch instruction identifier and device address from MSC-LS common register 

2F Read CCW halfwords or set CCW address 

40 Undefined instruction identifier or invalid channel/device address 

41 Unsolicited interrupt select 



Store ECSW into UCW and 
restore internal registers 





CHADRERR 
Yes From Pages 

A-530 D4, 
A-570 C6 



-o- 



Save internal regs 3 to 7 
and C to F in Ctrl stg 



Store "channel control 

check" into UCW. Set 

high priority indicator 



a 



CHLOOP 
A-510B2 




Update channel status 
in UCW 



Set X-register to 00 



CHCHANCH 
To Page 
A-530 B5 



k? 



Change lARs (see Note 







CHSTATUS 
To Page 
A-530 C5 





No (Wait F) 



Yes 



Set condition code to 1 



Reset request and set PCR 
I ~ 



Add 8 to CCW address 
and store the modified 
address in UCW 



^6 



O 



Note: Changing of lARs is effected 
by a "suffix U" type of instruction 
(see Page 3-270) 



Reset "response to IPU' 
I 



Reset log control byte 




CHMETER 
To Page 
A-530 C6 



This page shows the continuation of the 111 
'MSC Error Handling' Routine and gives 1|| 
the List of Operation Identifiers 
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Common I OP Channel Program (continued) 



A-560 



IOP '8' 
Information 
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Common IOP Channel Program (continued) r\ ~ O / Vj 



Common IOP Channel Program (continued) 



CHSVPREQ 
From Page A-510C3 

U 



CHLOGMSC 
From Page A-510C3 



Yes 





CHIPUREQ 
From Page A-550C2 



Yes 



Set address of MSC-bus 
log area 




CHLOGPCR 



Reset SVP request 



RASDUMP 
(Documented in appropriate 
Front End manual) 



CHPCIREQ 
From Pages A-520D2, A-530E3 



CHSVP 
To Page A-510B2 




Prepare log length count. 
Store updated control 
bytes 



Yes 



Save local regs 1 , 3, 4, A 
and update UCW address 



Save: 



• Buffer address 

• MSC tags 

• I/O data byte 

• Sense byte 

• I/O data address 



( Change lARs (see Note) J 



Reset MSC-BUS log 
indicator and decrement 
log length count 



2 



Fetch interrupt priority 
indicator 



Update the op status 
to 1XX 



Set the interrupt indicator 
of the requesting device 



Store the interrupt control 
byte and set the interrupt 
request 



$ 



CHADRERR 
To Page A-560C4 



CHRESTST 
To Page A-510D2 



*• CHLOGSNS 



Fetch sense byte and 
decrement sense count 



Set PCR and decrement 
count 



Q 



Change lARs (see Note) 




Yes 



k? 



CHLOOP 1 
To Page A-510B2 



CHLOGXF 



Label List 



Label 


Page No. 


Coordinate 


CHADRERR 


A-560 


C4 


CHBUSY 


A-510 


E5 


CHCCO + 1 


A-540 


C9 


CHCCTEST 


A-530 


B2 


CHCCEADD 


A-520 


A3 


CHCCRTN 


A-530 


C2 


.CHCE 


A-540 


B6 


CHCEDE1 


A-530 


A5 


CHCEDE2 


A-530 


A5 


CHCEDEOP 


A-530 


A4 


CHCEOP 


A-530 


A2 


CHCHAINC 


A-510 


A7 


CHCHAIND 


A-510 


A7 


CHCHANCH 


A-530 


B5 



Label 


Page No. 


Coordinate 


CHCMDDEC 


A-510 


A4 


CHC'DREJ 


A-530 


A6 


CHCSWADD 


A-540 


C6 


CHDE 


A-530 


A7 


CHDEVDEC 


A-520 


C6 


CHECSW 


A-560 


C2 


CHEXCEPT 


A-550 


A3 


CHEXTDAM 


A-560 


C6 


CHHALT 


A-520 


A7 


CHHANDLE 


A-560 


A2 


CHIDA1 


A-520 


B3 


CHIDAXF 


A-520 


C3 


CHINICH 


A-530 


A6 


CHINTREQ 


A-530 


C8 


CHINTSEL 


A-540 


A3 


CHIPUERR 


A-510 


B5 


CHIPUREQ 


A-570 


A6 


CHIPUTST 


A-510 


B3 


CHLCL 


A-540 


A8 


CHLOGMSC 


A-570 


A4 


CHLOGPCR 


A-570 


B5 


CHLOGSNS 


A-570 


C4 


CHLOGXF 


A-570 


E4 


CHLOOP 


A-510 


B3 


CHLOOP1 


A-510 


B3 


CHLOOP2 


A-510 


B3 


CHMETER 


A-530 


C6 


CHMSCERR 


A-550 


A7 


CHMSCLOG 


A-550 


B7 


CHNOOP 


A-520 


C6 


CHPAGING 


A-550 


C3 


CHPCIREQ 


A-570 


C2 


CHPRINT 


A-540 


C3 


CHPROGCH 


A-510 


D9 


CHRDCCW1 


A-510 


B6 


CHRDINT 


A-540 


B2 


CHRELOC 


A-520 


C3 


CHRESTST 


A-510 


D3 


CHRETRY1 


A-550 


C7 


CHRPINT 


A-540 


B2 


CHSENSE 


A-520 


A8 


CHSLERR 


A-520 


D8 


CHSTATUS 


A-530 


C5 


CHSVPREQ 


A-570 


A2 


CHSYSRES 


A-510 


A2 


CHTIC 


A-510 


C9 


CHTIO 


A-510 


C6 


CHTIOINT 


A-510 


E6 


CHWAIT (Oto F) 


A-550 


A4 


CHWAITX 


A-550 


A3 


CHXFADDR 


A-520 


B2 


CHSVP 


A-510 


B2 


RESTART 


A-510 


A3 



Note: Changing of lARs is effected by a 
"Suffix U" type of instruction (see Page 3-270) 



^ 1 ">.*f_\J 



|| This page shows the following: ^ 

Miscellaneous Subroutines; Label List. 



Internal Register Assignments — Common Channel Program (DLS) 



This table shows the parts of DLS that are used as 
internal work registers in the common IOP channel 
program. 

When an internal register is defined by CH INT and its 
address it means that the register is used for different 
purposes. Its individual use is shown in the micro- 
program list together with all the routines that are 
using that register. 

If an internal register contains "typical" information, a 
designation pointing to that typical information is used. 
The address of the register remains unchanged. 



Register 
Address 


Register Designation 







1 


I 


Bit Positions 
2 | 3 | 4 | 5 




6 


I 


7 




00 to OF 


CHINTOOtoOF 


These labels define DLS as internal registers for different purposes. Their usage is shown with 
the different microroutines. 


00 


CHYADDR 


UCW Byte Address 


m 


02 


CHYCHD 


Command (First byte of CCW) 




03 


CHYDATA2 


Data Address (third byte of CCW) 




04 


CHYDATA 3 


Data Address (fourth byte of CCW) 


* 


05 


CHYSENSE 


Sense Byte 






(Not used) "^-'" 

1 




:';.'■ 


CMD Reject 


Intervention Required 


I 


Bus Out Check i Equipment Check i Data Check 1 Overrun 


CHYDATA 1 








i 1 i 






Data Address 






(Not used) 


I 




6 


1 


7 






06 


CHYFLAG 




Flags (fifth byte of CCW) 


Chain Data 


Chain Command 


I 


SLI 1 Skip 1 PCI 1 IDA 




Zero 


1 


Zero 




07 


CHYOPSTA 








I 


•• ;• i'.':. ■ ■ . "s Status of Operation (see also page 1 -093) 


6 


1 


7 






(Not used) 


CHYSEQ 




1 


I 


Sequence Code (see also page 5-050) : ;!-' •Sv^'---;rE--^: 
I 3 I I ' 




llllllllllllll 


(Not used) 


||1||||1|||| 


■ ■* • > 


CHYTIC 


TIC Allow Indicator 





i 








h 


::::::::::::::-::l::^:;:;:;:;:;:;:;:;:;::::ii:;: 


: •' : ' . 


08 


CHY KEY 




Key (first byte of CAW) 





1 


I 


2 1 3 1 Zero 1 Zero 




Zero 


1 


Zero 




09 


CHYCCW 1 










Address of Next CCW 














OA 


CHYCCW2 










Address of Next CCW 














OB 


CHYCCW 3 










Address of Next CCW 














OC 


CHY UNITS 










Unit Status (fifth byte of CSW; see also pages 3-010 and 5-020) 














OD 


CHY CHANS 










Channel Status (sixth byte of CSW; see also pages 3-010 and 5-020) 














OE 


CHY CNT 1 










Byte Count (seventh byte of CCW) 














OE 


CHYCNT2 










Byte Count (eighth byte of CCW) 
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Index 



X-001 



Index 



m 



2-040,2-045 
2-030,2-035,2-050,2-055 



access cycle 

arrangement 3-500 

data flow 3-050 

timing 3-055 
accumulated data check 5-050 
ALS-CSAR card 

data flow 4-020 

functional units 4-090 

general 2-010 
ALS/CSAR 

check 5-055 

timing 4-092 
ALU card 

data transfer read operation 

data transfer write operation 

functional units 4-145 

general 2-010 
ALU instructions 4-145 

(see also logic instructions) 
ALU operations (ALU functions) 4-140 
ALU signals 4-140 
ALU timing 4-145 
arithmetic and logic unit {see ALU) 



B-register check 5-055 

basic loop 2-020,2-026,2-180,2-185 

basic timing 4-120 

block multiplexing 2-150 

board location 1-030 

branch instructions, micro 3-01 0,3-1 xx 

bus out check 5-010 

byte count 

CCW 2-015 

data transfer 2-028 
byte left register, MSC data bus {see MSC data bus regs) 
byte operation to/from MSC 2-100,2-1 10 
byte right register, MSC data bus {see MSC data bus regs) 

B 

card locations 1-030 

CAW (see channel address word) 

CBUS 4-110 

CCW (see channel command word) 

central test manual, reference 5-000,6-000 

chain command 2-195 



chain control lines 1-010,1-020,1-040,2-010 

description 2-120 

explanation 2-120 

functional units 4-062 
chain data 2-195 
chain of index words 3-510,3-530 
chaining 2-195 
chaining check 5-010 
channel address 2-015 
channel address word 1-025,2-020,2-185 

format 2-015 
channel command word 1-022,1-025 

format 2-015,2-186 
channel concept 1-022 
channel control check 5-010 
channel data check 5-010 
channel status, CCW 2-015 
channel status bits 5-010 
channel status word 1 -026,2-020,2-1 55,2-1 90 
clock check 5-055 
command address 2-015 
command reject 5-010 
commands CCW 2-0 1 5 
common external card 

dataflow 4-010 

functional units 4-070 
communication 

IOP-SVP 3-910 

IPU/IPU 2-185,2-186,2-190 

IPU-MSC-IOP 1-025,1-026 
connections to/from IOP 1-010,1-020 
control storage 2-035,2-045 

general 2-010 
control storage card 

data flow 4-020 

functional units 4-100 
CRY switch 4-020,4-110 
CSAR decoding 4-090 
CSW (see channel status word) 
cycle arrangement 3-500 
cycle timing 3-500 



□ 



data flow 

IOP 4-020 

general 2-010 

system linkage 4-010 
data local storage 4-130 
data storage instructions, micro 3-010,3-2xx 
data transfer 1-025 

(see also write or read operation) 
data transfer buffer 2-050,2-055 
device address 2-015 
diagnostic techniques 6-010 
DLS (see data local storage) 
DLS/ZLS card 

data flow 4-020 

functional units 4-130 

general 2-010 
DLS/ZLS check 5-055 
DLS/ZLS tuning 4-135 



E-bit 2-150 

ECSW layout 5-080 

ending status 1-022 

equ ipment check 5-01 

error handling 5-020 

exceptional conditions 5-010 

external address check 4-070,5-050 

external registers 2-030,2-035,2-040,2-045,2-050,2-055 

addresses 2-070 

addressing scheme 4-096 

addressing table 4-080 

arrangement 2-070 

assignment 2-070 

layout 2-070 
external zones 4-130 



fixed time slice period 
flags, CCW 2-015 
formats 2-015 



3-530 



D-register check 5-055 
data address in ZLS 4-130 
data and control flow, system 
data check 5-010 



1-010 



m 

gate locations 1-030 

general IOP data flow 2-010 

group 1 microinstructions 3-010,3-1xx 



group 2 microinstructions 3-010,3-2xx 
group 3 microinstructions 3-010,3-3xx 
group 4 microinstructions 3-010,3-4xx 



ID 

halfword operation to/from MSC 2-100,2-1 10 

halt device, format 2-015 

halt I/O, format 2-015 

hard error condition 5-020 

HDV (see halt device) 

HIO (see halt I/O) 



I/O condition code 2-020 

listing of 2-155 
IAR (see instruction address register) 
idle sens SVP 3-920 
IMPL (see initial microprogram load) 
incorrect length 5-010 
index word 2-180,3-510 
indirect data addressing 2-195 
initial microprogram load 2-180,4-050 
initial status 1-022,1-025,2-020 
initialization 2-180 
initiation of an SIO 1-025 
instruction address register 2-180 
instruction identifier 1-025,2-020 
instructions 

machine 2-015 

micro 3-010 to 3-430 
interface chart, signals to/from lOPs 1-040 
interface control check 5-010 
internal bus system 1-020 
interrupt request 1 -026,2-01 5,2-026,2-1 90 
interruption code 2-015,2-155 
interrupts 2-155 
intervention required 5-010 
invalid control storage address 4-100 
. invert switch 4-020,4-1 1 
IOP -busy line 2-195 
IOP - MSC interaction 2-060,2-065 
IOP basic timing 4-120 
IOP check stop 5-055 
IOP halt bit 3-920,5-020 



IOP halt line 5-055 

I PL) tag register 

dataflow 4-010 
functional units 4-068 
layout 2-070 



□ 



K-bus 4-050 
K-register 4-010,4-055 
key storage 2-030 



LCL layout 5-080 
length count, CCW 2-015 
link to front end 

dataflow 4-010 

functional units 4-070 

signal charts 4-075 
link to IPU/MSC, functional units 4-060 
link to MSC/IPU, data flow 4-010 
link to SVP 

dataflow 4-010 

functional units 4-050,4-055 
link to system, functional units 4-050 
link, index word 2-180 
local zones 4-130 
logic instructions 3-010,3-4xx 



m 



main storage 2-030 

maintenance concept 6-010 

manual operations 6-010 

matrix 6-010 

microinstruction decoding 3-030 

microinstruction groups 3-010 
description 3-015,3-020 

microinstructions 
access cycle 

data flow 3-050 
timing 3-055 
ADD, AND, EOR,OR 3-410 to 3-430 
BNZ, BCY, BCN 3-110,3-115,3-120 
branch and condition 3-030,3-1 1 0,3-1 1 5,3-1 20 
BZ, BNC, BZN 3-110,3-115,3-120 
LB I 3-365,3-370 
LLKR 3-355,3-360 
load byte immediate 3-030,3-365,3-370 
load multiple byte instruction 3-225 
load single byte instruction 3-235,3-240,3-245 
load SVP link to register 3-030,3-355,3-360 
load/store 3-030,3-210,3-21 5,3-250 
logic instructions 3-030 3-410 to 3-430 
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LST 3-210 to 3-255 

move, straight and crossed 3-030,3-375,3-380 

MV, MVX 3-375,3-380 

primary functions 3-010 

process cycle 3-055 

SABI,SHDI 3-310 

SAB R, SAD R 3-315,3-320 

secondary functions 3-010 

SLKI 3-340 

SLKR 3-345,3-350 

store byte from register 3-030 

store byte immediate 3-030,3-310 to 3-350 

store multiple byte instruction 3-250 

store single byte instruction 3-220,3-225,3-230 

suffix U instructions 3-010,3-030,3-040 

SZI 3-325 

SZR 3-330,3-335 

TADD,TAND,TEOR,TOR 3-410 to 3-430 

TB 3-125,3-130 

test bit and branch 3-030,3-1 25,3-1 30 
microinstructions, bit patterns 3-030 
microprogram control 3-500 to 3-550 

cycle arrangement 3-500 

index words 3-510 

modes 3-510 

normal mode 3-510 

time slice mode 3-510 
microprogram 

flow 2-185,2-186,2-190 

general 2-180 

modes 2-180 
move instructions micro 3-010,3-3xx 
MSC — data and control card, general 2-010 
MSC - local storage 1-025,1-026 

MSC — local storage common register 1-025,1-026,2-020 
MSC bus switch 4-068 
MSC check bits 4-062 
MSC check bits decoding 2-1 30 
MSC common card 

dataflow 4-010 

functional unit 4-062 

general 2-010 
MSC data and control card 

dataflow 4-010 

functional units 4-068 
MSC data bus 1-010,1-020,1-040,2-010 
MSC data bus registers 2-030,2-035,2-040,2-050,2-055 

dataflow 4-010 

functional units 4-068 

layout 2-070 
MSC local storage operations 2-100 
MSC local storage register layout 2-150 
MSC local storage, description 2-030 
MSC main storage operations 2-1 1 
MSC tag register bits 4-064 



MSC tag register 
dataflow 4-010 
functional units 4-068 
layout 2-070 

d 

normal mode 3-510 

B 

octopus control lines 1-010,1-020,1-040,2-010 

description 2-130 

explanation 2-130 

functional units 4-062 
op-decode and run control card 4-120 
op-decode and run control timing 4-120 
op-register card check 5-050 
op-register card 

data flow 4-010 

functional units 4-110 

general 2-010 
overrun 5-010 



parity of MSC control lines 4-064 
PCR bit 3-920,5-020 
PCR FL 4-010,4-055 
physical locations 1-030 
pointer 2-180,3-055 
prevent I/O FL 4-055 
principle of operation 

data transfer 2-022,2-024 

general 1-025,1-026 

initiation 2-020 

IRPI request 2-026 

SIO 2-028 
process cycle 3-055 
process cycle arrangement 3-500 
program check 5-010 
program status word 2-1 55,2-290 
protection check 5-010 
PSW (see program status word) 



B 

R-bus 4-110 

read operation 2-040,2-045,2-055 

request I OP to MSC 1 -025,2-020,2-060 

functional units 4-062 
reset accumulated data check 2-070 
residual count 2-015 
response to I PU .1 -025,2-020,2-1 85,2-1 90 



scope sense 4-010,4-055,6-010 

select IOP from IPU 1-025,2-020,2-185,2-190 

select IOP from MSC 1-025,2-020,2-065 

sense bytes 5-010 

sense register layout 2-070 

sense register, functional units 4-068 

sensed error condition 5-020 

sequence codes 5-080 

signal interface chart 1-040 

signals to/from I OPs 1-040 

SIOF (see start I/O fast release) 

start I/O 1-022,1-025,2-020 

format 2-015 
start I/O test release, format 2-015 
start I/O to buffered devices 2-028 
start I/O to unbuffered devices 2-028 
STIDC (see store channel identifier) 
storage protection, main storage 2-030 
store channel identifier, format 2-015 
SVP addr bus 1-010,1-020,1-040,2-010,4-010,4-055 
SVP bus switch 4-010,4-055 
SVP Ctrl operation 3-920 
SVP, Ctrl table 3-940 

SVP data bus 1-010,1-020,1-040,2-010,4-010,4-055 
SVP idle sense 3-920 
SVP link card 

dataflow 4-010 

functional units 4-055 

general 2-010 
SVP main sense loop 3-920 
SVP request FL 4-010,4-055 
SVP sens operation 3-920 
SVP sens table 3-930 
system data and control flow 1-010 
system internal buses 1-020 



TCM (see test channel) 

test bit and branch instruction, micro 3-010,3-1xx 

test channel 2-015 

test I/O, format 2-015 

time slice mechanism 3-020,5-020 

time slice mode 3-510 

TIO (see test I/O) 

trap bits 2-180 

trapping 3-550 



D 



unit check 5-010 
unit exception 5-010 
unit status bits 5-010 



Index (continued) 



X-002 
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unit status, CSW 2-015 
unusual conditions 5-010 



□ 



variable time slice period 3-530 



[JJ 



write 

write operation 2-030,3-035,3-050 



X-register 4-010,4-055 



Y-bus 4-110 



ZLS (see zone local storage) 
zone local storage 4-130 



Index (continued) 



X-003 
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